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‘ £50LF OF 1° HDPE / ¥
INSTALL: \ | | 1" METER W/BOX, COMPLETE 7 p
8" 45" BEND (1) 1" RPZD (PVT) / /
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| INSTALL DOMESTIC WATER SERVICE o / y
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PVC © 1.0% / (1) 2* RPZD (PVT) Q /
. o o o o o / / /
/ /
o O O m O oo / £ /
- - - - - - </ y TRENCH EXCAVATION SAFETY PROTECTION:
Z Z 2 = = S / N/ / CONTRACTOR AND/OR CONTRACTOR'S INDEPENDENTLY RETAINED EMPLOYEE OR
*"5”;."3384 X/ / STRUCTURAL DESIGN /GEOTECHNICAL /SAFETY /EQUIPMENT CONSULTANT, IF ANY,
QA Y SHALL REVIEW THESE PLANS AND AVAILABLE GEOTECHNICAL INFORMATION AND
o / @/ Y A THE ANTICIPATED INSTALLATION SITE(S) WITHIN THE PROJECT WORK AREA IN
A o/ / Y ORDER TO IMPLEMENT CONTRACTOR’S TRENCH EXCAVATION SAFETY PROTECTION
/ g N SR SYSTEMS, PROGRAMS AND/OR PROCEDURES. THE CONTRACTOR'S
7\ 4/ y c% IMPLEMENTATION OF THE SYSTEMS PROGRAMS AND/OR PROCEDURES SHALL
/ QQ/ /N PROVIDE FOR ADEQUATE TRENCH EXCAVATION SAFETY PROTECTION THAT
M ﬁ Q) 4 COMPLIES WITH AS A MINIMUM, OSHA STANDARDS FOR TRENCH EXCAVATIONS.
30435'—(17' —_— i Q / Q SPECIFICALLY, CONTRACTOR AND/OR CONTRACTOR’S INDEPENDENTLY RETAINED
: ) PROPOSED - - —_ ] & J ¥4 EMPLOYEE OR SAFETY CONSULTANT SHALL IMPLEMENT A TRENCH SAFETY
ELECTRIC / / QQ PROGRAM IN ACCORDANCE WITH OSHA STANDARDS GOVERNING THE PRESENCE
ESMT @ ( /@ AND ACTIVITIES OF INDIVIDUALS WORKING IN AND AROUND TRENCH EXCAVATION.
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9 LF ~ 6" C900 PVC ! !
(1) FIRE HYDRANT ASSY, G\VENT P/Pﬁ/* JOINT RESTRAINT NOTE:
COMPLETE Q CONTRACTOR SHALL INSTALL RETAINER GLANDS AT ALL FITTINGS AND PROVIDE
18" CAP / N JOINT RESTRAINING HARNESSES OR FIELD LOCK GASKETS AT ALL JOINTS WITHIN
INSTALL a / / THE LENGTH SHOWN. CONTRACTOR SHALL ENSURE THAT ALL TEES, BENDS,
8°x1” TEE / / VALVES, ETC. HAVE A MINIMUM OF 5FT OF PIPE WITH NO JOINTS ON EACH SIDE
NSTALL A J OF THE FITTING. JOINT RESTRAINTS AND RETAINER GLANDS SHALL BE
8"x2" TEE CONTRACTOR 70 FIELD / 5 CALCULATED BY THE DEVELOPER’S ENGINEER. IT IS THE CONTRACTOR’S
VERFY LOCATION OF EXSTING / / RESPONSIBILITY TO COORDINATE JOINT RESTRAINTS WITH THE DEVELOPER’S
o / / ENGINEER.
2 PROPOSED GAS CONDUIT LINE {
WITH PULL STRINGS. //“ \7/
INSTALL g /
, / CONTRACTOR TO CONTACT HIDALGO COUNTY AND TxDOT AT
WING WavL J LEAST 48 HRS BEFORE STARTING CONSTRUCTION
ToP: 32.60 / %f/\f fgu 3
FL: 29.91 A\/ A any {
\
/ \ ALL SANITARY SEWER AND WATER WORK IN THIS SET OF
)/ = PLANS SHALL BE INSTALLED IN ACCORDANCE WITH THE
DG, ( \ INTERNATIONAL PLUMBING CODE, PERMITTED AND INSPECTED
- “77‘--*—77/————777/___5 O_’T_C_O/VC e . BY THE COUNTY BUILDING INSPECTOR DIVISION AND
+206LF 8 SOR 26 77 e R 2 INSTALLED BY A LICENSED PLUMBER
PVC © 1.0% -~
T T T T =y
[e)
M. 523 o ALL MATERIALS AND METHODS SHALL MEET THE N.A.W.S.C.
(VARIABLE WipTHy £ o ") STANDARDS AND SPECIFICATIONS
+12LF 8" SDR 26| C _ P
PVC © 1.0% (€5 178-17-007)
+218LF 8" C900 PVC Q
Uy ) CONTRACTOR TO INCLUDE IN THEIR BID PRICE ALL FEES
A1 - IWATER /Z'NE (Dom.) ASSOCIATED WITH WATER AND SEWER TAPPING. IMPACT,
T, N\, . CONNECTION, AND INSPECTIONS.
= INSTALL it 7 S S
8" 45° BEND . “/a“——‘/ﬁ““‘/Q————_/ﬂ__i__/a__‘ .
FL=17.32 “ THE CONTRACTOR SHALL FIELD VERIFY THE HORIZONTAL
INSTALL AND VERTICAL LOCATIONS OF ALL EXISTING PUBLIC AND
12°x8" TAPPING SADDLE PRIVATE UTILITES THAT HAVE OR MAY HAVE ANY EFFECT
1 ON THE PROPOSED IMPROVEMENTS BEFORE ANY WORK
COMMENCES. THE INSTALLATION OF ALL GRAVITY FLOW
PIPES SHALL BEGIN AT THE OUTFALL OR CONNECTION TO
THE EXISTING SYSTEM AND PROCEED UPSTREAM. IF ANY
J DISCREPANCY FROM THE PLAN IS FOUND, THE
/ o . CONTRACTOR IS TO NOTIFY BOS ENGINEERING BEFORE
2 W12 : PROCEEDING FURTHER.
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FLOODPLAIN INFORMATION %)
” ” @ C
THE SUBJECT PROPERTY IS LOCATED ENTIRELY WITHIN ZONE ”X”, L
AREAS OF MINIMAL FLOODING PER THE NATIONAL FLOOD INSURANCE
PROGRAM FIRM COMMUNITY PANEL NUMBER 48039C0430K, BRAZORIA
COUNTY, TEXAS, EFFECTIVE DECEMBER 30, 2020.
0 30 60 L
ey ENCHMARK NOTE =
15 45
. » - td
GRAPHIC SCALE: 1" = 30 BENCHMARK #1
NAT SET IN CONCRETE
ELEVATION = 34.03’
BENCHMARK #2
LEGEND NAIL SET IN ASPHALT
ELEVATION = 33.09’
EXISTING PROPOSED
LEGAL DESCRIPTION:
° 1/2” IRON ROD FOUND
o 1/2” IRON ROD SET 5.234 ACRE TRACT OUT OF THE JOSE DE JESUS VALDERA,
® IRON PIPE FOUND ABSTRACT 380, BRAZORIA COUNTY, TEXAS, DESCRIBED IN THE DEED
A NAIL FOUND OF RECORD IN INSTRUMENT NUMBER 2021063004 OF THE OFFICIAL » =
A COMPUTED POINT PUBLIC RECORDS OF BRAZORIA COUNTY, TEXAS CZ) S
] MONUMENT FOUND o |2
P.O.B. POINT OF BEGINNING S &
@ BENCHMARK w|D
RECORD INFORMATION oc (e
* LIGHT POLE
< POWER POLE
J DOWN GUY
>4 FIRE HYDRANT
@ WATER VALVE
] WATER METER
(] GAS METER
© GAS VALVE WATER KEY NOTES
A WOOD FENCE
—o— CHAIN LINK FENCE INSTALL (PVT) 1” REDUCED PRESSURE ZONE BACKFLOW
X—x% WIRE FENCE PREVENTION DEVICE (RPZD) IN FREEZE AND THEFT PROOF
EMH @ ELECTRICAL MANHOLE ENCLOSURE LOCATED INSIDE PROPERTY BOUNDARY. PROVIDE 1” Z
WWMH @ WASTEWATER MANHOLE SCH 40 PVC STUB FOR IRRIGATION. SEE IRRIGATION PLANS FOR 5
COORDINATION AND CONTINUATION. NORTH ALAMO WATER =
SSvH @ STORMSEWER MANHOLE SUPPLY CORP. TO INSPECT PRIOR TO BACKFILL. SEE DETAIL ON L
WTR @ WATER MANHOLE SHEET C13.0.
[ ]
CE]]] CLEAN OUT INSTALL (PVT) 2” REDUCED PRESSURE ZONE BACKFLOW
DRAINAGE INLET PREVENTION DEVICE (RPZD) IN FREEZE AND THEFT PROOF
—= CURB INLET @ ENCLOSURE LOCATED INSIDE PROPERTY BOUNDARY. NORTH
— CURB & GUTTER ALAMO WATER SUPPLY CORP. TO INSPECT PRIOR TO BACKFILL.
SEE DETAIL ON SHEET C13.0.
HANDICAPPED
PARKING SPACE STUB WATERLINE APPROX. 3' FROM EDGE OF BUILDING. VERIFY
- SIGN EXACT LOCATION. SEE PLUMBING PLANS FOR CONTINUATION. Qal
X ELECTRIC PULL BOX —
ELECTRIC METER @ WATER LINE CROSSING. SEE SHEET C13.0 FOR DETAIL (0 0]
ELECTRIC TRANSFORMER L(I\)
A TELEPHONE SERVICE BOX 0
™H @ COMMUNICATIONS MANHOLE SEWER KEY NOTES S 0
. BOLLARD H
—0E—— OVER HEAD ELEC. LINE 1 | INSTALL STANDARD SERVICE CONNECTION, WITH CLEANOUT, PER
—0T— OVER HEAD TELEPHONE THE CITY OF ANGLETON. PUBLIC UTILITY DETAIL. SEE SHEET Ll >
2 SS==  STORM SEWER LINE ¢13.0 - ;
—W— WATER LINE CONTRACTOR TO INSTALL DOUBLE CLEANOUT, GREASE TRAP AND N T X
—WW— WASTEWATER LINE 2 | SAMPLE WELL. REFER TO MEP PLANS FOR DETAILS AND = =
—FM——  FORCE MAIN CONTINUATION ="
—UE — UNDERGROUND ELECTRIC INSTALL DOUBLE CLEANOUT AT BUILDING CONNECTION. O U)
e 3 | REFERENCE MEP PLANS FOR EXACT TIE IN LOCATION AND O Z
-6 — GAS LINE N = =
--— —_———— PROPERTY LINE 4 | WASTEWATER PIPE SHOULD BE INSTALLED SUCH THAT NO JOINTS <t
678 CONTOUR ARE LOCATED AT STORM SEWER CROSSINGS. — H <C L_IIJ
+/04 SPOT ELEVATION CONTRACTOR SHALL FIELD VERIFY WASTEWATER PIPE ROUTE FOR 5 w 0 Q)
vy v CUT/FILL SLOPES S| ANY UNDERGROUND OBSTRUCTIONS AND CONFIRM DOWNSTREET a. o Al
INVERT PRIOR TO INSTALLATION. INSTALLATION OF WASTEWATER v Z
- FLOW DIRECTION SHALL BE FROM DOWNSTREAM END (LOWEST INVERT) TO END OF S O > <
] CONCRETE SURFACE WASTEWATER SYSTEM. ANY DEVIATION OR CONFLICT SHALL BE - —
REVIEWED AND APPROVED BY PROJECT ENGINEER PRIOR TO ANY — N ;
INSTALLATION OF WASTEWATER PIPE. —
e v L
DRY UTILITY KEY NOTES 2 s
W o
CONTRACTOR TO SUPPLY AND INSTALL (1) 4” SCH 40 PVC CONDUIT WITH PULL STRING FOR PRIMARY UNDERGROUND (ol
ELECTRIC LINES TO SERVE STRIPES AS CONCEPTUALLY SHOWN HERON (FINAL LOCATIONS TO BE DETERMINED BY -
ELECTRICAL PROVIDER). EXACT LOCATION OF PROPOSED POWER POLE FOR SERVICE DRIP TO BE DETERMINED BY o
ELECTRICAL PROVIDER DESIGN —
CONTRACTOR TO SUPPLY AND INSTALL (2) 3” SCH 40 CONDUIT WITH PULL STRINGS FOR TELECOMMUNICATIONS 0p]
SERVICE. COORDINATE WITH COMMUNICATION PROVIDER TO VERIFY REQUIREMENTS AND FINAL LOCATION. INSTALL ALL
NECESSARY CONDUITS FOR UNDERGROUND SERVICES TO BUILDING PRIOR TO PAVING, REFER TO M.E.P. PLANS FOR
CONTINUATION INSIDE BUILDING.
CONTRACTOR TO SUPPLY AND INSTALL (4) 3” SCH 40 PVC CONDUIT WITH PULL STRING FOR SECONDARY
@ UNDERGROUND ELECTRIC LINES CONTRACTOR TO LATER SUPPLY AND INSTALL SERVICE WIRE PER PLANS TO SERVE
STORE IN COORDINATION WITH ELECTRIC PROVIDER.
PROPOSED 3—PHASE PAD MOUNTED TRANSFORMER TO BE INSTALLED BY ELECTRICAL PROVIDER PER AGREEMENT WITH
@ OWNER. CONTRACTOR TO CONSTRUCT TRANSFORMER CONCRETE PAD AND INSTALL BOLLARDS, IF APPLICABLE.
CONTRACTOR TO COORDINATE WITH ELECTRICAL PROVIDER PER M.E.P. PLANS FOR ELECTRICAL AND EQUIPMENT
REQUIREMENTS.
CONTRACTOR TO SUPPLY AND INSTALL (1) 4” GAS LINE CONDUIT WITH PULL STRING. CONTRACTOR TO COORDINATE
WITH GAS PROVIDER TO LOCATE FINAL CONNECTION POINTS AND EQUIPMENT LOCATIONS.
@ UTILITY CROSSING SEE SHEET C13.0 FOR DETAIL
7—ELEVEN CONSUMPTION AND SEWER DISCHARGE
PROTOTYPE | WATER DEMAND WATER DEMAND SEWER DISCHARGE
(PEAK GAL/MONTH) | (AVG GAL/DAY) | (EST 75% GAL/DAY) DESIGN | DRAWN CHKD
93X50 LTC 75,000 2,500 1,875 CALL 2 DAYS BEFORE YOU DIG GC GC WOS
DATE: 9/16,/2026
THE LOCATION OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN
APPROXIMATE WAY ONLY. THE CONTRACTOR SHALL DETERMINE THE SCALE:  1:30
EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING
WORK. CONTRACTOR AGREES TO BE FULLY RESPONSIBLE FOR ANY AND ' 01
ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THE CONTRACTORS JOB No. 250420-01-011
FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL Know what's below.
UNDERGROUND UTILITIES
Call beforeyoudig. | sieeT no. 6.0
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