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State permit coverage.
one (1) acre that are part of a total development project of one (1) or more acres require 
less than one (1) acre do not require State permit coverage.  Also, projects of less than
Note:  Projects of one (1) or more acres require State permit coverage, while projects of

circle one:    Developer      Project Engineer      Other ___________________

DateSignature
____________________________________                _________________________

Storm Water Permit.
I therefore certify that this project does not require coverage under a Tennessee General

I, _________________________________, Certified Erosion Control Specialist, have
       reviewed this plan for sufficient onsite erosion and sediment control provisions.

I Certified that the area to be disturbed for this project is approximately             S.F. or
       less (        acres).

GRADING / EROSION CONTROL NOTES
1. CONTRACTOR IS RESPONSIBLE FOR KEEPING DUST WITHIN TOLERABLE LIMITS BY

SPRINKLING OR OTHER METHODS.

2. ALL CUT AND FILL AREAS SHALL HAVE A MINIMUM OF 6" TOP SOIL, SHALL  RECEIVE 12
POUNDS PER 1000 S.F. OF 6-12-12 FERTILIZER (UNLESS OTHERWISE SPECIFIED IN
WRITTEN SPECIFICATIONS).

3. DISTURBED AREAS ARE TO BE GRADED TO DRAIN AS INDICATED IN THE PLAN TO
SEDIMENT BARRIERS DURING CONSTRUCTION.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE VERIFICATION AND LOCATION OF
EXISTING UTILITIES.

5. CONTRACTOR IS RESPONSIBLE FOR DAMAGE TO EXISTING UTILITIES DURING
CONSTRUCTION.

6. ANY ACCESS ROAD TO THE SITE SHALL BE BASED ON CRUSHED ASTM #1 STONE, 100'
LONG BY 20' WIDE AND 6" DEEP.

7. THE PLACING AND SPREADING IF ANY FILL MATERIAL IS TO BE STARTED AT THE
LOWEST POINT AND BROUGHT TO HORIZONTAL LAYERS OF 8" LIFTS.

8. THE FILL MATERIALS TO BE FREE OF ROOTS, SOD, FROZEN SOIL OR DECOMPOSABLE
MATERIALS.

                 STORM WATER POLLUTION PREVENTION NOTES (TENNESSEE)

1. THE OWNER AND THE CONTRACTOR ARE REQUIRED TO SUBMIT A NOTICE OF INTENT (NOI) TO
DISCHARGE CONSTRUCTION-ACTIVITY STORM WATER APPLICATION TO THE LOCAL TENNESSEE
ENVIRONMENTAL ASSISTANCE CENTER AT LEAST 30 DAYS PRIOR TO BEGINNING CONSTRUCTION.

2. THE CONSTRUCTION ACTIVITY ANTICIPATED ON THIS PROJECT INCLUDES CLEARING, GRUBBING,
GRADING, TOP SOILING AND SEEDING.

3. THE APPROXIMATE TOTAL AREA OF THE SITE IS            ACRES. THE APPROXIMATE TOTAL AREA OF
GRADING PROPOSED IS           ACRES DISTURBED.

4. THE INCREASE IN POST-CONSTRUCTION IMPERVIOUS AREA IS        ACRES. THE ESTIMATED VOLUME
OF RUNOFF FROM THE SITE DUE TO A ONE INCH RAINFALL IS 0.04 ACRE-FEET.

5. THE ANTICIPATED FILL MATERIAL WILL CONSIST OF ON-SITE SOIL AND/OR SHOT ROCK MATERIALS.

6. THE RECEIVING WATER/STORM SEWER OPERATOR IS METRO WATER SERVICES.

7. CONSTRUCTION SHALL BE SEQUENCED TO MINIMIZE EXPOSURE TIME OF CLEARED SURFACE AREA.
EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IN PLACE AND FUNCTIONAL PRIOR TO
EARTH MOVING OPERATIONS. ALL CONTROL MEASURES SHALL BE CHECKED AND REPAIRED AS
NECESSARY, AND AT MAXIMUM 14 DAY CALENDAR DAYS IN DRY PERIODS AND WITHIN 24 HOURS
AFTER ANY RAINFALL EXCEEDING 0.5 INCH WITHIN A 24 HOUR PERIOD.

8. THE CONTRACTOR SHALL DESIGNATE IN WRITING THE NAME AND PHONE NUMBER OF THE
INDIVIDUAL RESPONSIBLE FOR EROSION AND SEDIMENT CONTROLS.

9. PRE-CONSTRUCTION VEGETATIVE GROUND COVER SHALL NOT BE REMOVED MORE THAN 20
CALENDAR DAYS PRIOR TO GRADING. ALL GRADED AREAS EXPECTED TO REMAIN UNFINISHED FOR
MORE THAN 15 CALENDAR DAYS SHALL BE COVERED WITH TEMPORARY GRASS, SOD, STRAW,
MULCH OR FABRIC MATS. PERMANENT SOIL STABILIZATION SHALL BE INSTALLED WITHIN 15
CALENDAR DAYS OF FINAL GRADING.

10. THE CONTRACTOR SHALL MAINTAIN RECORDS OF EROSION CONTROL INSPECTIONS AND REPAIRS
FOR A MINIMUM OF 3 YEARS AFTER CONSTRUCTION COMPLETION.

11. TEMPORARY SEEDING FOR TENNESSEE PROJECTS INCLUDE THE FOLLOWING OPTIONS:
JAN 1 - MAY 1           ITALIAN RYE/KOREAN LESPEDEZA/SUMMER OATS
MAY 1 - JULY  15     SUDAN OR STARR MILLET
JULY 15 - JAN 1       BALBOA RYE/ITALIAN RYE

12. MULCHING SHALL CONSIST OF LOOSE HAY OR STRAW APPLIED AT THE RATE OF 2 TONS/ACRE.

13. THE CONTRACTOR SHALL REMOVE SEDIMENT FROM TRAPS, SILT FENCES, SEDIMENT SWALES AND
ETC. AS NECESSARY AND WHEN CAPACITY HAS BEEN REDUCED BY 50%.

14. STOCKPILES SHALL BE STABILIZED AND PROTECTED FROM EROSION.

15. THE CONTRACTOR IS TO PROVIDE AN AREA FOR CONCRETE WASH DOWN AND EQUIPMENT FUELING
IN ACCORDANCE WITH METRO CP-10 AND CP-13 RESPECTIVELY. THE CONTRACTOR IS TO
COORDINATE EXACT LOCATION WITH NPDES DEPARTMENT DURING PRE-CONSTRUCTION MEETING.

16. I CERTIFY UNDER PENALTY OF THE LAW THAT THESE STORM WATER POLLUTION PREVENTION
PLANS WERE PREPARED UNDER MY DIRECTION OR SUPERVISION, AND BY QUALIFIED PERSONNEL
WHO PROPERLY GATHERED AND EVALUATED THE INFORMATION SUBMITTED. THE INFORMATION
SUBMITTED IS, TO THE BEST OF MY KNOWLEDGE AND BELIEF, TRUE, ACCURATE AND COMPLETE. I
AM AWARE THAT THERE ARE SIGNIFICANT PENALTIES FOR SUBMITTED FALSE INFORMATION,
INCLUDING THE POSSIBILITY OF A FINE AND IMPRISONMENT.

         _____________________________________                                  ________________________
SIGNATURE DATE

0.23

1.71
0.44

GRADING / EROSION CONTROL NOTES CONT.

9. FILL TO BE COMPACTED TO A MINIMUM IF 95% STANDARD PROCTOR.

10. ALL WORK TO BE PERFORMED AND COMPLETED IN ABSOLUTE COMPLIANCE WITH THE
RULES AND REGULATIONS AS SET FORTH IN THE DAVIDSON COUNTY / METRO
SPECIFICATIONS.

11. CONTRACTOR SHALL GIVE ALL NECESSARY NOTICE, OBTAIN ALL PERMITS AND PAY
ANY FEES REQUIRED FOR THE COMPLETION OF HIS PORTION OF THE WORK.
CONTRACTOR SHALL ALSO COMPLY WITH ALL CITY, COUNTY, AND STATE LAWS AND
ORDINANCES OR REGULATIONS RELATING TO HIS PORTION OF THE WORK.

12. ANY RETAINING WALL GREATER THAN 30" IN HEIGHT WILL REQUIRE A PEDESTRIAN
BARRIER FOR SAFETY. SEE DETAIL SHEET FOR GUARDRAIL DETAIL.

13. ALL EROSION CONTROL MEASURES ARE TO BE REMOVED PRIOR TO AS-BUILT
APPROVALS.

14. USE S150 STRAW BLANKETS FOR 3:1 GRADE SLOPES.GRADING PERMITTEE TO INCLUDE
BMP'S DESIGNED TO CONTROL SITE WASTES SUCH AS DISCARDED BUILDING
MATERIALS, CHEMICALS, LITTER AND SANITARY WASTES THAT MAY CAUSE ADVERSE
IMPACTS TO WATER QUALITY. THE LOCATION OF AND / OR NOTES REFERRING TO SAID
BMP'S SHALL BE SHOWN ON THE EPSC PLAN.

15. STEEP SLOPES ARE TO BE STABILIZED WITHIN 7 DAYS OF FINAL GRADING.

1
NOT TO SCALE

TEMPORARY SILT FENCE
SECTION

EXIST.
GROUND

BACKFILL
TRENCH

FILTER CLOTH
FABRIC

6' (1.83) TO 10' (3.05)
POST SPACING

FILTER CLOTH
FABRIC

WOOD OR
STEEL POST

BOTTOM
OF TENCH

ELEVATION

NOTE:
CONSTRUCT IN ACCORDANCE WITH THE
STORM WATER MANAGEMENT MANUAL OF
THE JURISDICTION HAVING AUTHORITY

AREA DISTURBED
= 19,216 S.F.

OR 0.44 ACRES

S. ALI KOLEINI

19,216
0.44

7-7-2022

7-7-2022

PROPOSED
10,000 S.F. BUILDING

(SEE SHEET C1.2)



X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

XXXX

X

X

X

X

C.O.

VICINITY MAP
NOT TO SCALE

LINETYPE LEGEND

OHE

PROPERTY LINE

1" WATER

OVERHEAD ELECTRIC

BUILDING OUTLINE

SANITARY SEWER

1 W

SS SS

STORM DRAIN PIPE SD SD

SEDIMENT TUBES ST ST

WATER W W

SF SFSILT FENCING

SS 6 SS 66" SANITARY SEWER

RIGHT OF WAY

EXISTING MINOR CONTOURS

EXIST. MAJOR CONTOURS

PROPOSED CONTOURS

CENTER OF ROAD

FENCING X

PR
OJ

EC
T 

DE
SC

RI
PT

IO
N:

DESIGNED BY : A.K.

DRAWN BY : R.L.

SCALE : 1" = 30'-0"

PROJECT NO. 2207-01
DATE : 7/6/2022

ISSUED FOR :

REVIEW SET
DRAWING TITLE :

PROPOSED SITE
PLAN

DRAWING NO.

C1.2

RE
V.

DE
SC

RI
PT

IO
N

DA
TE

GENERAL NOTES
1. THE CONTRACTOR IS TO CHECK AND VERIFY ALL BOUNDARY SURVEY, CORNERS, SETBACKS MEASUREMENTS,

LEVELS, ETC.  BEFORE ORDERING MATERIALS AND PROCEEDING WITH THE WORK, AND IS TO BE RESPONSIBLE
FOR SAME.

2. ALL TREES, STUMPS, OBSTRUCTIONS, ETC.  REMOVE FROM THE RIGHT-OF-WAY AND BORROW  AREAS ARE TO
BE DISPOSED OF BY CONTRACTOR AS APPROVED BY THE OWNER, SO AS TO CAUSE NO POLLUTION TO THE
ENVIRONMENT.

3. THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR THE DAMAGE OR LOSS OF ANY REFERENCE POINTS,
MONUMENTS, HUBS, AND STAKED LOT CORNERS DURING THE CONSTRUCTION OF HIS WORK  AND SHALL BEAR
THE COST OF REPLACING SAME.

4. CARE SHALL BE TAKEN TO PROTECT ANY UTILITIES, TREES, BUILDINGS, ETC. WHICH ARE TO  REMAIN AND NOT
BE DISTURBED BY THE CONSTRUCTION.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO
SUCH PROPERTY.

5. THE CONTRACTOR SHALL GIVE ALL NECESSARY NOTICES AND OBTAIN ALL PERMITS, AND PAY LEGAL FEES.  HE
SHALL ALSO COMPLY WITH ALL CITY, COUNTY, AND STATE BUILDING LAWS, ORDINANCES, OR REGULATIONS.

6. THE CONTRACTOR MUST UNDERSTAND THAT THE WORK IS ENTIRELY AT HIS RISK UNTIL SAME IS ACCEPTED
AND HE WILL BE HELD RESPONSIBLE FOR ITS SAFETY BY THE OWNER.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE DONE TO THE PREMISES OR  ADJACENT
PREMISES, OR INJURIES TO THE PUBLIC DURING THE CONSTRUCTION OF THE WORK, CAUSED BY HIMSELF, HIS
SUBCONTRACTORS, OR THE CARELESSNESS OF ANY OF HIS EMPLOYEES.

8. THE CONTRACTOR SHALL PROVIDE SUCH BRACING, SHEETING AND SHORING, BLASTING PROTECTION
WARNING LIGHTS AND BARRICADES, ETC. AS MANY AS MAY BE NECESSARY FOR THE PROTECTION SHALL
COMPLY WITH ALL APPLICABLE SAFETY STATUTES AND RULES REQUIRING CERTAIN OF LIFE AND PROPERTY
FOR HIS OWN EMPLOYEES AND THE GENERAL PUBLIC.  THE CONTRACTOR SHALL PROVIDE PROTECTIVE
PERSONAL APPAREL SUCH AS HARD HATS, EAR PLUGS, EYE SHIELDS, PROTECTIVE SHOES, ETC.  THE OWNER
AND ENGINEER ASSUME NO RESPONSIBILITY OR LIABILITY FOR ACTIONS TAKEN BY THE CONTRACTOR
ENDANGERING LIFE AND PROPERTY.

9. THE CONTRACTOR WILL EXERCISE EXTREME CAUTION IN THE USE OF EQUIPMENT IN AND AROUND OVERHEAD
AND UNDERGROUND UTILITY WIRES AND SERVICES.  IF AT ANY TIME IN THE PURSUIT OF THIS WORK THE
CONTRACTOR MUST WORK IN CLOSE PROXIMITY OF THE ABOVE NOTED WIRES THE UTILITY COMPANY SHALL BE
CONTACTED PRIOR TO SUCH WORK AND THE PROPER SAFETY MEASURES TAKEN.  A THOROUGH EXAMINATION
OF THE OVERHEAD WIRES IN THE PROJECT AREA SHOULD BE MADE BY THE CONTRACTOR PRIOR TO THE
INITIATION OF CONSTRUCTION.  THE CONTRACTOR SHALL CONTACT EACH OF THE UTILITY COMPANIES AND
TENNESSEE "ONE CALL" (800) 351-1111 PRIOR TO BEGINNING CONSTRUCTION AND HAVE THEM DETERMINE THE
EXACT LOCATION AND TYPE OF APPROACH TO SUCH LINES.

10. THE OWNER AND ENGINEER DO NOT ASSUME RESPONSIBILITY FOR THE POSSIBILITY THAT DURING
CONSTRUCTION UTILITIES OTHER THAN THOSE SHOWN MAY BE ENCOUNTERED OR THAT ACTUAL LOCATION OF
THOSE SHOWN MAY BE DIFFERENT FROM LOCATIONS DESIGNATED ON THE CONTRACT DRAWINGS.  IN AREAS
WHERE IT IS NECESSARY THAT EXACT LOCATIONS BE KNOWN OF UNDERGROUND UTILITIES, THE CONTRACTOR
SHALL, AT HIS OWN EXPENSE, FURNISH ALL LABOR AND TOOLS TO EITHER VERIFY AND SUBSTANTIATE OR
DEFINITELY ESTABLISH THE POSITION OF UNDERGROUND UTILITIES.

11. THE CONTRACTOR'S AUTHORIZED FIELD REPRESENTATIVE SHALL CONTACT TENNESSEE ONE CALL 800-351-1111
FOR MARKING ALL UTILITY LINES LOCATIONS BEFORE PERFORMING ANY DIGGING.

12. ALL EROSION CONTROL MEASURES ARE TO BE REMOVED PRIOR TO AS-BUILT APPROVALS.
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LANDSCAPING SITE PLAN
SCALE: 1" = 30' - 0"

PLANT LEGEND
SHRUBS 2'x3' SPREAD

SHRUBS 3'x3' SPREAD

CANOPY TREES (N/A)

UNDERSTORY TREES - 14

 NOTE: 
ALL PLANT MATERIAL
SPECIFIED HEREON SHALL
CONFORM TO THE STANDARDS
SET FORTH IN ANSI Z60.1-2004

LANDSCAPE NOTES AND SPECIFICATIONS

NOTE TO THE LANDSCAPE CONTRACTOR:  READ THE NOTES AND PLANT LIST.  INSTALL DESIGN AS
SHOWN ON THE PLANS.  DO NOT SUBSTITUTE PLANT MATERIALS OR OTHERWISE DIVIATE FROM THE
PLANS WITHOUT PRIOR APPROVAL.  PLANT MATERIAL SHALL CONFORM TO THE STANDARDS SET
FORTH IN ANSI Z60.1-2004.

1. SEEDING:  All areas disturbed by construction not shown as building, pavement, sod, ground covers, or
shrubs shall be seeded with the seed/amendment mix specified at the rate of 11 lbs. per 1,000 sq. ft..  Areas to be
seeded shall be leveled to an even, uniform appearance prior to seeding.  Fertilizer and agricultural limestone in the
specified amounts shall be scarified to a depth of 4 inches except in areas that are hard and compacted.
Compacted areas such as those areas that have been used for temporary vehicular access and are deeply
compacted shall be scarified to a minimum depth of 8 inches.  All stones, brick, sticks, and other foreign materials
larger than 1 inch by 1 inch shall be removed from the seedbed surface before seeding.  Seed shall be raked into
the top 1/4 inch of soil and shall be mulched as specified.  Specifications Per 1,000 Square Feet of Seeded Area:

On Site Mix per 1,000 Square Feet
3 lbs. Bonanza KY-31 Fescue
3 lbs. Rebel II KY-31 Fescue
8 lbs. Anthem KY-31 Fescue
1/2 lb. Kentucky Bluegrass
1 1/2 lbs. Annual Ryegrass

Fertilizer - 10 lbs of 10-10-10
Agricultural Limestone - 75 lbs.
Mulch - 2 1/2 Bales of Cereal Grain Straw

2. Areas to be seeded are indicated on the plans.  Sod shall have a similar grass mix as the "On Site Mix"
shown above.  The Contractor shall submit a list of the seed mix and a sample of the sod to the Owner's
Representative for approval prior to delivery of any sod to the site.  All stones, brick, sticks, and other foreign
materials larger than 1 inch by 1 inch shall be removed from the sod bed surface before placing sod.

3. No substitutions or other deviations from the plans shall be permitted without written permission from the
Landscape Architect or Owner's Representative.

4. Any series of trees or shrubs proposed to be placed in a particular arrangement will be field checked for
accuracy.  The Contractor shall relocate any plants not appropriately arranged.

5. Soil used in backfilling planting pits shall be 4 parts topsoil, 1 part sphagnum peat moss and 1 part sand.
The backfilling soil shall be thoroughly mixed using a rotary tiller prior to being placed in the planting pit.

6. Upon securing plant material and before installation, the Contractor shall notify the Owner's Representative
for a pre-installation inspection to assure that all plant materials meet specifications.

7. Pre-emergent (Treflan or equivalent) shall be applied to plant bed prior to installation of mulch.

8. All plants shall have a minimum of 3 inches of shredded hardwood bark mulch.  The Contractor shall submit
a sample of the mulch to the Owner's Representative for approval prior to delivery of any mulch to the site.  The
mulch shall extend 12 inches beyond the planting pit for individually planted trees.  Mulch shall extend 18 inches
beyond shrub and ground cover beds.  All shrubs shall be planted and mulched in continuous beds.  The size of
planting pits are shown in the details.

9. Proposed trees shall be staked according to the planting details.

10. Dimensions for height, spread, and trunk caliper on the material schedule are a guide for the minimum
desired size of each plant.  The dimensions given for the caliper shall always take preference over the other
dimensions.

11. The Quantities indicated on the material schedule (Plant List) are provide for the benefit of the Contractor
but should not be assumed to always be correct.  In the event of any discrepancy, the planting shown on the plans
will take precedence over the material schedule.  The Contractor shall be responsible for his own quantity
calculations and the liability pertaining to those quantities and any related Contract Documents and/or price
quotations.

12. WATERING:  All trees and shrubs shall be thoroughly watered after pits are backfilled two-thirds full.  Water
again after the pits are completely backfilled.

13. All plants shall be grade No. 1, properly formed to the species, true to the name as designated in the
Standardized Plant Names, current edition, published by the American Joint Committee on Horticulture
Nomenclature.  The varieties not included are generally in conformity with names accepted in the trade.  All plants
shall be nursery grown, free from insects, insect eggs, scale, fungus, or disease.  All plants shall meet the standard
of size, culture, and quality for the highest grades and standards as adopted by the American Nursery and
Landscape Association.  All plants shall be planted where designated on the Planting Plan.

14.  PLANT GUARANTEE AND REPLACEMENT:  Plants shall be guaranteed for a period of one year from the
date of final acceptance.  Any plant that is not in satisfactory condition shall be removed and replaced.  The cost of
replacement shall be borne by the Landscape Contractor except for possible replacements resulting from removal
of any part, vandalism, or acts of neglect on the part of others.
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PLANT LIST
QTY. SPECIES REMARKSCAL.

2"

Grp as Shown

2"

MIN.
HT.

MIN.
AT PLANTING

SPACING

3' APART

See Plan

See Plan

AND / OR
NOTES

EP - Eastern White Pine 'Pinus Strobus' Canopy Evergreen

RB - Redbud 'Cercis Canadensis' Understory Deciduous

ND - Heavenly Bamboo 'Nandina Domestica' Shrub Semi-evergreen to Deciduous 2'

Per ANSI Z60.1-2004

Per ANSI Z60.1-2004

8'

OL - Cherry Laurel 'Prunus Laurogerasus Otto Luyken' Shrub Evergreen Grp as Shown3' APART2'

4

9
49

2" See PlanSL - Short Leaf Pine 'Pinus Echinata' Canopy Evergreen Per ANSI Z60.1-20048'3
2" See PlanRC - Red Cedar 'Juniperus Virginiana' Canopy Evergreen Per ANSI Z60.1-20048'4
2" See Plan Per ANSI Z60.1-20048'3

2" See PlanFH - Foster Holly 'Ilex x Attenuata Fosteri' Understory Evergreen Per ANSI Z60.1-2004
2" See PlanSV - Sweet Viburnum 'Viburnum Odoratissimum Var' Awabuki' Understory Evergreen Per ANSI Z60.1-2004
2" See PlanNH - Holly 'Ilex Nellie R. Stevens' Understory Evergreen Per ANSI Z60.1-2004
2" See PlanAH - American Holly 'Ilex Opaca' Understory Evergreen Per ANSI Z60.1-20046'

 RM - Red Maple, 'Acer Rubrum' Canopy Deciduous
 SM - Sugar Maple 'Acer Saccharum' Canopy Deciduous
 BN - River Birch, 'Betula Nigra' CanopyDeciduous
WO - White Oak 'Quercus Alba' Canopy Deciduous

SB - Serviceberry 'Ameleanchier Canadensis' Understory Deciduous
FD - Flowering Dogwood 'Cornus Florida' Understory Deciduous
CV - Fringetree 'Chionathus Virginicus' Understory Deciduous

KB - Korean Boxwood 'Buxus Sinica Var. Insularis Wintergreen' Shrub Evergreen Grp as Shown3' APART2'12
NS - Norway Spruce 'Picea Abies Nidiformis' Shrub Evergreen Grp as Shown3' APART3'10
HH - Holly 'Ilex x Meserveae Hackfee Castle Spire' Large Shrub Evergreen Grp as Shown3' APART3'8
JW - Shrubby St. John's Wort ' Hypericum Prolificum' Shrub Deciduous Grp as Shown3' APART3'8
IB - Inkberry 'Ilex Glabra' Shrub Evergreen Grp as Shown3' APART3'8
BB - Beautyberry 'Callicarpa Americana' Shrub Deciduous Grp as Shown3' APART3'10

2"
2"
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2"
2"
2"

6'
6'
6'
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6'
6'
6'

8'
8'
8'

See Plan
See Plan
See Plan
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CANOPY TREES
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LANDSCAPING REQUIREMENTS ASHLAND CITY

The following general and specific area standards shall be met:
1. General Standard
Sites should not be completely covered with impermeable surfaces, which prevent
percolation
back into the soil and can cause erosion, street flooding, and/or overloading of storm
sewer
systems. A minimum of fifteen (15) percent of the site or zone lot shall be devoted to
permeable surfaces, with ten (10) percent of the sites’ parking or vehicular use area
being
devoted to landscaping.
2. Specific Standards:
a. Area
The minimum individual landscaped area permitted shall be sixty-four square feet, with
a four
(4) foot minimum dimension to all trees from the edge of the pavement. In order to
encourage
the required landscape areas to be properly dispersed, no required landscape area
shall be larger
than three hundred-fifty (350) square feet in vehicular use areas under thirty thousand
(30,000)
square feet in size, and no required area shall be larger than fifteen hundred (1,500)
square feet
in vehicular use areas over thirty thousand (30,000) square feet. In both cases, the
least
dimension of any required area shall be four (4) feet minimum dimension to all trees
from edge
of pavement where there is a vehicle overhang.
b. Trees and Bushes
A minimum of one (1) tree shall be required for each two hundred and fifty (250) square
feet, or fraction thereof of required landscape area. No less than four (4) shrubs shall
be required for each required tree (for each two hundred
and fifty (250) square feet, or fraction thereof of required landscape area). Trees shall
have a
clear trunk of at least five (5) feet above the ground. The remaining area shall be
landscaped
with shrubs not to exceed two (2) feet in height, and ground cover.
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EXISTING FLOOR PLAN
SCALE: 1/4" = 1'-0"

LIGHT GAUGE STEEL

1. ALL LIGHT GAGE STEEL WORK SHALL CONFORM WITH LATEST EDITION OF AMERICAN IRON AND
STEEL INSTITUTE (AISI) SPECIFICATION FOR THE DESIGN, FABRICATION AND ERECTION OF LIGHT
GAUGE METAL.

2. ALL FRAMING MEMBERS SHALL BE HORIZONTALLY ALIGNED, PLUMB AND LEVEL EXCEPT WHERE
REQUIRED TO SLOPE.

3. SPLICES IN FRAMING MEMBERS SHALL NOT BE PERMITTED.

4. UTILIZE FASTENERS AND FASTENER HEADS THAT ARE DESIGNED FOR THE REQUIREMENTS OF
CONNECTION.

5. PENETRATION OF SCREWS THROUGH JOINED MATERIALS SHALL NOT BE LESS THAN THREE
EXPOSED THREADS.

6. ADEQUATE BRACING SHOULD BE PROVIDED FOR ALL BUILDING SYSTEMS UNTIL LATERALLY
STABLE.

PLAN REVIEW DATA

BUILDING CLASSIFICATION
Use & Occupancy: Business Group B (Section 304),  Building Type II B, Uprotected, UnSprinkled

OCCUPANT LOAD:
Occupancy Load: Maximum Occupancy Load = (Business Area = 1 Person / 100 Sq. Ft.)
Business Area = 1,629 s.f. / 100 = 16 Persons
Occupant Load = 16 Persons

ALLOWABLE AREA Per Table 503 = 23,000 SQ. FT. < Building Area of 2,500 s.f.

EGRESS DATA
Maximum Path of Travel = 55'±  or Less than 200' Per Table 1016.1
Egress Width Provided Per Table = (16 Persons (.2)) = 3.2" < (2) 36" = 72" Provided

PLUMBING FIXTURES REQUIRED (Per Table 2902.1):
 Water Closets Required:  1 per 25 = 1 required = 1 provided
 Lavatories Required: 1 per 40 = 1 required = 2 provided
 Drinking Fountain Required: 1 per 1,000 = 1 provided
 Service Sink Required: (1) required = (1) provided

DESIGNED BY : R.S.A.

DRAWN BY : R.L.

SCALE : 1/4" = 1' - 0"
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GENERAL NOTES

1. THE CONTRACTORS SHALL INSURE THAT ALL CONSTRUCTION LOADS DO NOT EXCEED THE DESIGN
LIVE LOADS INDICATED ON THE STRUCTURAL DRAWINGS AND THAT THESE LOADS ARE NOT PUT ON
THE STRUCTURAL MEMBERS PRIOR TO THE TIME THAT ALL FRAMING MEMBER AND THEIR
CONNECTIONS ARE IN PLACE.,

2. THE OWNER AND CONTRACTOR SHALL EXAMINE THE STRUCTURE AND INFORM THE STRUCTURAL
ENGINEER IN WRITING OF ANY LOADS NOT LISTED ABOVE.  NO RESERVE LOAD CAPACITY EXIST FOR
CONVERSION TO OTHER USES IF NOT NOTED ABOVE.

3. CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS, HORIZONTAL AND VERTICAL DIMENSIONS
AND COORDINATION OF ARCHITECTURAL AND STRUCTURAL DRAWINGS.  IMMEDIATELY NOTIFY THE
ENGINEER OF ANY DISCREPANCIES.

4. SEE STRUCTURAL DRAWINGS FOR ELEVATION NOT SHOWN AND FOR EXACT LOCATIONS OF ALL SLAB
DEPRESSIONS.  THE CONTRACTOR SHALL COMPARE THE STRUCTURAL SECTIONS WITH THE
ARCHITECTURAL SECTIONS AND REPORT ANY DISCREPANCIES TO THE ENGINEER PRIOR TO
FABRICATING OR INSTALLING STRUCTURAL MEMBERS.

5. THE DESIGN, ADEQUACY AND SAFETY OF ERECTION BRACING, SHORING, TEMPORARY SUPPORTS,
ETC. IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

6. THE DETAILS SHOWN ON THE STRUCTURAL DRAWINGS DESIGNATED AS "TYPICAL DETAILS" APPLY
GENERALLY TO THE DRAWINGS IN ALL AREAS WHERE CONDITIONS ARE SIMILAR TO THOSE
DESCRIBED IN THE DETAILS.

7. INVESTIGATE ACTUAL LOCATIONS OF UNDERGROUND LINES AND UTILITIES BEFORE EXCAVATING
AND ADVISE THE ENGINEER OF ALL INTERFERENCES.

CONSTRUCTION NOTES

1. NO SET OF CONTRACT DOCUMENTS IS EXHAUSTIVE OR PERFECT.  IT IS THE RESPONSIBILITY OF THE
CONTRACTOR TO PROVIDE ALL LABOR AND INSTALL ALL MATERIAL CALLED FOR IN THE CONTRACT
DOCUMENTS PER LOCAL CODE REQUIREMENT AND THE MANUFACTURER'S INSTALLATION
INSTRUCTIONS.

2. THE CONTRACTOR'S INSTALLATION SHALL INCLUDE ALL REQUIRED ROUGH-INS, DUCTWORK, PIPING
OR ELECTRICAL WIRING INCLUDING DEVICES (GAGES, VALVES, DISCONNECTS, STARTERS, ETC.)
NEEDED FOR ALL SYSTEMS TO BE COMPLETE AND ALL FULLY OPERATIONAL WHETHER OR NOT
SHOWN OF NOTED ON THE CONTRACT DOCUMENTS.

3. THE CONTRACTOR'S BID SHALL INCLUDE ALL SUCH ITEMS REASONABLY INFERRED OR REQUIRED
FOR COMPLETE SYSTEMS.  THE CONTRACTOR SHALL NOTIFY THE DESIGN ENGINEER PROMPTLY OF
ANY CONFLICT BETWEEN BUILDING CODES AND/OR THE MANUFACTURE'S INSTALLATION
INSTRUCTIONS AND THE CONTRACT DOCUMENTS.

4. NO DEVIATIONS OR ADJUSTMENTS SHALL BE MADE TO THE CONTRACT DOCUMENTS WITHOUT
COORDINATION AND THE APPROVAL OF THE DESIGN ENGINEER.  ANY SUCH APPROVED DEVIATIONS
OR ADJUSTMENTS TO THE CONTRACT DOCUMENTS SHALL BE MARKED ON A SET OF RECORD
DRAWINGS BY THE CONTRACTOR.  THE RECORD AS-BUILT DRAWINGS SHALL BE TURNED OVER TO
THE DESIGN ENGINEER AT THE COMPLETION OF CONSTRUCTION.

ASHLAND CITY ADOPTED CODES:

PROPOSED FLOOR PLAN
SCALE: 1/4" = 1'-0"
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SYMBOL LEGEND 

FIRE EXTINGUISHER - TYPE PER FIRE MARSHAL'S REQUEST
F EX

FIXTURE & BATTERY POWERED EXIT SIGN (ARROW DENOTES DIRECTION)
COMBINATION BATTERY POWERED EMERGENCY EGRESS LIGHT

4 WALL TYPE LABEL (SEE WALL ASSEMBLIES ON SHEET A2)

SD SMOKE DETECTORS PER CODES (SEE ELECTRICAL PLANS FOR SPECS.)

F EX

F EX

SD

SD

41

4

SECTION OF WALL TO
BE REMOVED

PROPOSED WALL



EAST BUILDING ELEVATION
SCALE: 1/4" = 1'-0"

PLAN REVIEW DATA

DESIGNED BY : R.S.A.

DRAWN BY : R.L.

SCALE : 1/4" = 1' - 0"
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GENERAL NOTES

1. THE CONTRACTORS SHALL INSURE THAT ALL CONSTRUCTION LOADS DO NOT EXCEED THE DESIGN
LIVE LOADS INDICATED ON THE STRUCTURAL DRAWINGS AND THAT THESE LOADS ARE NOT PUT ON
THE STRUCTURAL MEMBERS PRIOR TO THE TIME THAT ALL FRAMING MEMBER AND THEIR
CONNECTIONS ARE IN PLACE.,

2. THE OWNER AND CONTRACTOR SHALL EXAMINE THE STRUCTURE AND INFORM THE STRUCTURAL
ENGINEER IN WRITING OF ANY LOADS NOT LISTED ABOVE.  NO RESERVE LOAD CAPACITY EXIST FOR
CONVERSION TO OTHER USES IF NOT NOTED ABOVE.

3. CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS, HORIZONTAL AND VERTICAL DIMENSIONS
AND COORDINATION OF ARCHITECTURAL AND STRUCTURAL DRAWINGS.  IMMEDIATELY NOTIFY THE
ENGINEER OF ANY DISCREPANCIES.

4. SEE STRUCTURAL DRAWINGS FOR ELEVATION NOT SHOWN AND FOR EXACT LOCATIONS OF ALL SLAB
DEPRESSIONS.  THE CONTRACTOR SHALL COMPARE THE STRUCTURAL SECTIONS WITH THE
ARCHITECTURAL SECTIONS AND REPORT ANY DISCREPANCIES TO THE ENGINEER PRIOR TO
FABRICATING OR INSTALLING STRUCTURAL MEMBERS.

5. THE DESIGN, ADEQUACY AND SAFETY OF ERECTION BRACING, SHORING, TEMPORARY SUPPORTS,
ETC. IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

6. THE DETAILS SHOWN ON THE STRUCTURAL DRAWINGS DESIGNATED AS "TYPICAL DETAILS" APPLY
GENERALLY TO THE DRAWINGS IN ALL AREAS WHERE CONDITIONS ARE SIMILAR TO THOSE
DESCRIBED IN THE DETAILS.

7. INVESTIGATE ACTUAL LOCATIONS OF UNDERGROUND LINES AND UTILITIES BEFORE EXCAVATING
AND ADVISE THE ENGINEER OF ALL INTERFERENCES.

CONSTRUCTION NOTES

1. NO SET OF CONTRACT DOCUMENTS IS EXHAUSTIVE OR PERFECT.  IT IS THE RESPONSIBILITY OF THE
CONTRACTOR TO PROVIDE ALL LABOR AND INSTALL ALL MATERIAL CALLED FOR IN THE CONTRACT
DOCUMENTS PER LOCAL CODE REQUIREMENT AND THE MANUFACTURER'S INSTALLATION
INSTRUCTIONS.

2. THE CONTRACTOR'S INSTALLATION SHALL INCLUDE ALL REQUIRED ROUGH-INS, DUCTWORK, PIPING
OR ELECTRICAL WIRING INCLUDING DEVICES (GAGES, VALVES, DISCONNECTS, STARTERS, ETC.)
NEEDED FOR ALL SYSTEMS TO BE COMPLETE AND ALL FULLY OPERATIONAL WHETHER OR NOT
SHOWN OF NOTED ON THE CONTRACT DOCUMENTS.

3. THE CONTRACTOR'S BID SHALL INCLUDE ALL SUCH ITEMS REASONABLY INFERRED OR REQUIRED
FOR COMPLETE SYSTEMS.  THE CONTRACTOR SHALL NOTIFY THE DESIGN ENGINEER PROMPTLY OF
ANY CONFLICT BETWEEN BUILDING CODES AND/OR THE MANUFACTURE'S INSTALLATION
INSTRUCTIONS AND THE CONTRACT DOCUMENTS.

4. NO DEVIATIONS OR ADJUSTMENTS SHALL BE MADE TO THE CONTRACT DOCUMENTS WITHOUT
COORDINATION AND THE APPROVAL OF THE DESIGN ENGINEER.  ANY SUCH APPROVED DEVIATIONS
OR ADJUSTMENTS TO THE CONTRACT DOCUMENTS SHALL BE MARKED ON A SET OF RECORD
DRAWINGS BY THE CONTRACTOR.  THE RECORD AS-BUILT DRAWINGS SHALL BE TURNED OVER TO
THE DESIGN ENGINEER AT THE COMPLETION OF CONSTRUCTION.

ASHLAND CITY ADOPTED CODES:
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SOUTH BUILDING ELEVATION
SCALE: 1/4" = 1'-0"

TOILET PAPER DISPENSERTP

IN STUD AREAS TO ANCHOR ATTACHMENTS.
ALL ACCESSORIES SHALL HAVE SOLID BLOCKING 

INSTALLATION:

FN

PT

WC

GB

SD

TP

M MIRROR, 18"x24" W/ 5" SHELF
PAPER TOWEL DISPENSER

WATER CLOSET, ADA COMPLIANT

GRAB BAR, 1 1/2"Ø STAINLESS STEEL

AND DISPOSAL UNIT

TOILET PAPER DISPENSER

FEMININE NAPKIN DISPENSER

SOAP DISPENSER

ACCESSORIES LEGEND

URINAL

12" 42" Min
17

" -
 19

"
H'

CA
P

33
"-3

6"

GB GRAB BAR - SIDE
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SYMBOL LEGEND 

DESCRIPTION

OF 5/8" GYPSUM BOARD ON EACH SIDE.  JOINTS TAPED

1

18 GAUGE METAL STUDS AT 16 " O.C. WITH ONE LAYER

SEALED.  SEAL ALL PENETRATIONS WITH JOINT COMPOUND.
SEE PLAN FOR STUD SIZES AND WALL HEIGHTS.  BRACE TO
STRUCTRURAL DECK/ FRAMING AS REQUIRED.

NON-RATED PARTITION

 TYPICAL METAL WALL ASSEMBLIES 

NON-RATED SOUND PARTITION2

STRUCRURAL DECK/ FRAMING AS REQUIRED.
PLAN FOR STUD SIZES AND WALL HEIGHTS.  BRACE TO
SEAL ALL PENETRATIONS WITH JOINT COMPOUND.  SEE

18 GAUGE METAL STUDS AT 16 " O.C. WITH ONE LAYER
OF 5/8" GYPSUM BOARD ON EACH SIDE AND 3 1/2" SOUND

DESCRIPTION

ATTENTUATION BLANKETS.  JOINTS TAPED AND SEALED.

STC 49 - 54

STC 49 - 54 (INSULATED)                       UL # U419 or U465

SAFB INSULATION OPTIONAL.  JOINTS TAPED AND TREATED.

DESCRIPTION

TYPE "X", 4' WIDE GYPSUM BOARD ON EACH SIDE.  3 1/2" THERMAFIBER

SEAL ALL PENETRATIONS WITH APPROVED FIRESTOP SEALANT.

SEE PLAN FOR STUD SIZES.

3 ONE HOUR RATED PARTITION

CUT TOP OF BOARD TO THE SHAPE OF THE DECK AND EXTEND TO
THE DECK AND SEAL WITH FIRE RATED CAULK, 3M OR EQUAL.

PLUMBING CHASE PARTITION4

JOINT COMPOUND.  PLUMBING IS SLEEVED IN FLOOR SLAB.

6", 18 GAUGE METAL STUDS AT 16 " O.C. MAX. WITH ONE LAYER OF
5/8" GYPSUM BOARD ON EACH SIDE AND BATT INSULATION.

DESCRIPTION

JOINTS TAPED AND SEALED.  SEAL ALL PENETRATIONS WITH

STC 55 - 59 (INSULATED)

NON LOAD BEARING

FIRE EXTINGUISHER - TYPE PER FIRE MARSHAL'S REQUEST
F EX

FIXTURE & BATTERY POWERED EXIT SIGN (ARROW DENOTES DIRECTION)
COMBINATION BATTERY POWERED EMERGENCY EGRESS LIGHT

4 WALL TYPE LABEL (SEE WALL ASSEMBLIES ON SHEET A1)

SD SMOKE DETECTORS PER CODES (SEE ELECTRICAL PLANS FOR SPECS.)

DESCRIPTION

OF 5/8" GYPSUM BOARD ON EACH SIDE.  JOINTS TAPED

1

2 x 4 WOOD STUDS AT 16 " O.C. WITH ONE LAYER

SEALED.  SEAL ALL PENETRATIONS WITH JOINT COMPOUND.
SEE PLAN FOR STUD SIZES AND WALL HEIGHTS.  BRACE TO
STRUCTRURAL DECK/ FRAMING AS REQUIRED.

NON-RATED PARTITION

 TYPICAL WOOD WALL ASSEMBLIES 

NON-RATED SOUND PARTITION2

STRUCRURAL DECK/ FRAMING AS REQUIRED.
PLAN FOR STUD SIZES AND WALL HEIGHTS.  BRACE TO
SEAL ALL PENETRATIONS WITH JOINT COMPOUND.  SEE

2 x 4 WOOD STUDS AT 16 " O.C. WITH ONE LAYER
OF 5/8" GYPSUM BOARD ON EACH SIDE AND 3 1/2" SOUND

DESCRIPTION

ATTENTUATION BLANKETS.  JOINTS TAPED AND SEALED.

STC 49 - 54

STC 49 - 54 (INSULATED)                       UL # U305

SAFB INSULATION OPTIONAL.  JOINTS TAPED AND TREATED.

DESCRIPTION

TYPE "X", 4' WIDE GYPSUM BOARD ON EACH SIDE.  3 1/2" THERMAFIBER
2 x 4 OR 2 x 6 WOOD STUDS AT 16 " O.C. MAX. WITH ONE LAYER OF 5/8",

SEAL ALL PENETRATIONS WITH APPROVED FIRESTOP SEALANT.

SEE PLAN FOR STUD SIZES.

3 ONE HOUR RATED PARTITION

CUT TOP OF BOARD TO THE SHAPE OF THE DECK AND EXTEND TO
THE DECK AND SEAL WITH FIRE RATED CAULK, 3M OR EQUAL.

PLUMBING CHASE PARTITION4

JOINT COMPOUND.  PLUMBING IS SLEEVED IN FLOOR SLAB.

2 x 6 WOOD STUDS AT 16 " O.C. MAX. WITH ONE LAYER OF
5/8" GYPSUM BOARD ON EACH SIDE AND BATT INSULATION.

DESCRIPTION

JOINTS TAPED AND SEALED.  SEAL ALL PENETRATIONS WITH

STC 55 - 59 (INSULATED)

LIGHT GAUGE STEEL

1. ALL LIGHT GAGE STEEL WORK SHALL CONFORM WITH LATEST EDITION OF AMERICAN IRON AND
STEEL INSTITUTE (AISI) SPECIFICATION FOR THE DESIGN, FABRICATION AND ERECTION OF LIGHT
GAUGE METAL.

2. ALL FRAMING MEMBERS SHALL BE HORIZONTALLY ALIGNED, PLUMB AND LEVEL EXCEPT WHERE
REQUIRED TO SLOPE.

3. SPLICES IN FRAMING MEMBERS SHALL NOT BE PERMITTED.

4. UTILIZE FASTENERS AND FASTENER HEADS THAT ARE DESIGNED FOR THE REQUIREMENTS OF
CONNECTION.

5. PENETRATION OF SCREWS THROUGH JOINED MATERIALS SHALL NOT BE LESS THAN THREE
EXPOSED THREADS.

6. ADEQUATE BRACING SHOULD BE PROVIDED FOR ALL BUILDING SYSTEMS UNTIL LATERALLY
STABLE.


