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#18-20 BURNSIDE STREET

EXISTING 2 12 STORY
WOOD FRAMED BUILDING

(1917)

A.P. 16 LOT 19
N/F HERRESHOFF MARINE

MUSEUM
D.B. 261 PAGE 559

SUBJECT TO RIGHTS, PRIVILEGES
AND EASEMENTS TO WILLOW LANE

GRANTED IN
DEED BOOK 61 PAGE 366
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A.P. 16 LOT 21
N/F HERRESHOFF MARINE
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A.P. 16 LOT 20
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GENERAL NOTES:

1. THE LOCATION AND DEPTH OF EXISTING UTILITIES ARE APPROXIMATE AND HAVE BEEN PLOTTED FROM THE LATEST AVAILABLE INFORMATION.  THE UTILITY LOCATIONS ARE
APPROXIMATE AND MAY NOT BE ALL INCLUSIVE. THE CONTRACTOR SHALL CHECK AND VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, BOTH OVERHEAD AND UNDERGROUND,
AND "DIG-SAFE" MUST BE NOTIFIED PRIOR TO COMMENCING ANY CONSTRUCTION OPERATIONS.  RESTORATION AND REPAIR OF DAMAGE TO EXISTING UTILITIES SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR WITH NO ADDITIONAL COST THE OWNER.  NO EXCAVATION SHALL COMMENCE UNTIL ALL INVOLVED UTILITY COMPANIES AND/OR TOWN
WHOSE FACILITIES MIGHT BE AFFECTED BY ANY WORK TO BE PERFORMED BY THE CONTRACTOR ARE NOTIFIED AT LEAST 72 HOURS IN ADVANCE.

2. THIS SITE LIES WITHIN ZONE X AS SHOWN ON THE FIRM MAP FOR THE TOWN OFBRISTOL, RHODE ISLAND COMMUNITY PANEL NUMBER 44001C0014H, MAP DATED 7/7/2014.

3. THE HORIZONTAL DATUM SHOWN HEREIN IS BASED ON RHODE ISLAND STATE PLANE COORDINATES NAD 83 DATUM AND VERTICAL DATUM IS BASED ON NAVD 88 DATUM.

4. THE TOWN DOES NOT HAVE RECORDS FOR ANY EXISTING SEWER CONNECTIONS TO #1 RESOLUTE LANE.

5. WATER, SEWER AND UTILITIES (TRANSFORMERS), ETC. TO BE CONNECTED FROM 18 BURNSIDE STREET TO 1 RESOLUTE. BURNSIDE IS BEING REPAVED BY TOWN OF BRISTOL.
ELECTRICAL TRANSFORMERS, IF NEEDED, WILL BE DONE BY R.I. ENERGY. A LARGE FIRE SUPPRESSION SYSTEM EXISTS CURRENTLY IN THE BUILDING. EXISTING SEWER OUT OF
N.E. CORNER OF BUILDING WILL NEED TO BE REPLACED. DOMESTIC WATER SERVICE WILL BE SHARED WITH THE BACK BUILDING, AS BOTH BUILDINGS WILL BE COMBINED TO USE
THE SAME FIRE SUPPRESSION AND SERVICE LINES.

6. EXISTING SHRUBS, ETC. TO BE REMOVED.

7. PARKING AREA PERMEABLE MATERIAL WILL BE POROUS CLAM SHELL.

8. TRASH BINS TO BE AT THE SOUTHWEST CORNER OF THE PROPERTY.

THIS SURVEY HAS BEEN CONDUCTED AND THE PLAN HAS BEEN PREPARED PURSUANT TO
435-RICR-00-00-1.9 OF THE RULES AND REGULATIONS ADOPTED BY THE RHODE ISLAND STATE
BOARD OF REGISTRATIONS FOR PROFESSIONAL LAND SURVEYORS NOVEMBER 25, 2015 AS
FOLLOWS:

TYPE OF SURVEY: LIMITED CONTENT BOUNDARY SURVEY
MEASUREMENT SPECIFICATION: CLASS 1 STANDARD / CLASS III TOPO

PURPOSE OF SURVEY: EXISTING CONDITIONS SURVEY

BY:__________________________________________DATE:___________________
   STEPHEN T. LONG, PLS NO. 1930

PRIN
CIPE 

COMPANY ESTABLISHED IN 1981

PRINCIPE COMPANY, INC.

STREET INDEX

BURNSIDE STREET
RESOLUTE LANE

HOPE STREET

REFERENCES;

1.  A CERTAIN PLAN ENTITLED " BOUNDARY SURVEY PLAN A.P. 16 LOTS 8, 13-15, 19-21, 31, 39,
41-44, & 48 HOPE STREET, BURTON STREET, & BURNSIDE STREET BRISTOL, RHODE ISLAND,
HERRESHOFF MARINE MUSEUM. SURVEYED BY WATERMAN ENGINEERING CO. ; DATED
2/26/08 ; SCALE 1" = 30' " AND RECORDED IN THE TOWN OF BRISTOL IN THE TOWN CLERKS
OFFICE IN ENVELOPE #617

2. RIGHTS TO RIGHT OF WAY KNOWN AS RESOLUTE LANE (FORMERLY WILLOW LANE) AS
DESCRIBED IN D.B. 100 PAGE 27

3. RESTRICTIONS AS SET FORTH IN VOLUME 173 PAGE 153 (NOT PLOTTABLE)

4. RIGHTS AS DESCRIBED IN VOLUME 132 PAGE 40 (NOT PLOTTABLE)

5. RIGHTS AS DESCRIBED IN VOLUME 260 PAGE 39 (NOT PLOTTABLE)

ZONING CRITERIA (NONCONFORMING)
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