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Proposed

Architectural Elevations

Approximate area of 
electrical penetrations for
light band

=

Approximate area of 
electrical penetrations
for swoop and trellis

=

Do not install downlit
LED’s where over windows

Main Entrance
Wall Surface

4’-0”

4'-0"

2’-4”1’-11”

35’-3”

Front Elevation
Scale: 1/8"=1'-0"

Left side of the trellis is flush
 with the left side of red EFIS.

Red EFIS to be painted
by PANDA EXPRESS

Left side of the trellis is flush
 with the Right side of light band.

1
8
’-
0
”

Paint: PMS Black 7c
Satin Finish

Paint: Akzo Panda Red
(Akzo Sign 3762) Satin Finish

Color Specifications

4mm BLX Alpolic ACM

3M 180MC-53
Vinyl  to Match
Pantone 200 C

11'-2 3/4" 11'-2 3/4"

44'-11"

11'-2 3/4" 11'-2 3/4"

Plan View is unfinished 
dimensions, Elevation
is finished dimensions

Front Plan View
Scale: 1/8"=1'-0"

2'-8"
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Architectural Elevations
Proposed

Approximate area of 
electrical penetrations for
light band

=

Approximate area of 
electrical penetrations
for swoop and trellis

=

3’-2”

10’-6 1/4”

1’-6”

59’-8 1/2”

Do not install downlit
LED’s where over windows

47’-5”

9”

4” Gap from bottom 
of swoop to top
of trellis

4'-0"

Front Wall
Surface

Rear Wall
Surface

Main Entrance Elevation
Scale: 1/8"=1'-0"

1
7
’-8

”

1
8
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4
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Paint: PMS Black 7c
Satin Finish

Paint: Akzo Panda Red
(Akzo Sign 3762) Satin Finish

Color Specifications

4mm BLX Alpolic ACM

3M 180MC-53
Vinyl  to Match
Pantone 200 C

Plan View is unfinished 
dimensions, Elevation
is finished dimensions

Main Entrance Plan View
Scale: 1/8"=1'-0"

70'-2 3/4"
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40’-3” 2’-4”2’-4”

44’-11”

4’-0”

4” Gap from bottom 
of swoop to top
of trellis

3’-5 1/4”

Rear Elevation
Scale: 1/8"=1'-0"

1
7
’-
6
”

Paint: PMS Black 7c
Satin Finish

Paint: Akzo Panda Red
(Akzo Sign 3762) Satin Finish

Color Specifications

4mm BLX Alpolic ACM

3M 180MC-53
Vinyl  to Match
Pantone 200 C

Approximate area of 
electrical penetrations for
light band

=

Approximate area of 
electrical penetrations
for swoop and trellis

=

Plan View is unfinished 
dimensions, Elevation
is finished dimensions

Rear Plan View
Scale: 1/8"=1'-0"

Architectural Elevations
Proposed
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10’-6 1/4”

8’-6”

1’-6”

3’-2”

59’-8 1/2”

70’-2 3/4”

Rear Wall
Surface

Drive Thru Elevation
Scale: 1/8"=1'-0"

Bottom of trellis 
4” from bottom 
of sidewalk

5’-1 1/2”
DT Edge to Center 

of Canopy 

2
'-
4
"

4'-0"

4” Gap from bottom 
of swoop to top

of trellis

Front Wall
Surface

6”2’-7” 2’-7”2’-7”2’-7”2’-7”2’-7”2’-7”2’-7”+/-  2’-8 1/4”6”

47’-4”

2'-0"

1
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Paint: PMS Black 7c
Satin Finish

Paint: Akzo Panda Red
(Akzo Sign 3762) Satin Finish

Color Specifications

4mm BLX Alpolic ACM

3M 180MC-53
Vinyl  to Match
Pantone 200 C

Approximate area of 
electrical penetrations for
light band

=

Approximate area of 
electrical penetrations
for swoop and trellis

=

Plan View is unfinished 
dimensions, Elevation
is finished dimensions

Drive Thru Plan View
Scale: 1/8"=1'-0"

Architectural Elevations
Proposed

1'-1 5/8"

Centered
on Window

PENDING
PANDA 

APPROVAL
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Proposed

Roof Overhang

2" Minimum Gap
Covered by Red .080 Alum.
Angle Flashing

Top of Trellis

Standing Seam
roof material -
Berridge Tee-Panel 
in the matte black

1-1/2" x 1-1/2"
Alum. Square 
tube

2" x 6" Alum. Tube

Roof

Parapet Wall

Neoprene Screws
into 1.5" x 1.5" Alum. Tube
Cross Beam

Sides Flashed w/ .080"
Alum. and painted Black

4'-0"

2" x 6" Alum. 
Tube

3'-5 5/8"

1'-6
 1/2"

17.28°

Red Colorline
LED Strip

Bracket A

1
9
’-

8
” 

G
ra

d
e
 t

o
 P

a
ra

p
e
t

Spanning Beam
in place by G.C.

Stub A - 3/16”x2”x2” Alum.
Tubing attached to

parapet and framing 
members

6
 1

/2
”

Stub B - 
3/16" x 2" x 2" tubing
on 1/4" x 4" x 6" Plate
for attachment from
spanning beam to
framing members

Pre-finished .063"
aluminum flashing
attached to 2" x 2" 

alum. angle
2" x 2" Alum. Angle
sent out loose in field to
implement brackets in order
for flashing to attach to 

36' x 36" Access panel
to be implemented on top

of .063" alum. flashing

1
'-
3
 1

/2
"

10'-6 1/4 "

10'-11"
2
0
’-

1
1
 1

/2
” 

G
ra

d
e
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o
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o
p

 o
f 

B
e
a
m

Distance from Front of Parapet to Beam is 5’-8” 
Stub B May need to be cut for attachment. 

FACE OF FRAMING TO CENTER OF BEAM

Min. 3” Gap between roof and framing Trim in Field

Section View
Scale: 1"=1'-0"

2"

1
2
"

2’-9”

2’-9”

2’-9”

2’-8”

1/2" Thru Bolts

1’-5”

Soffit Support Bracket

End Cap

Swoop Laminate

Reference to page 21 for 
attachment method details

1
’-
2
”

Bottom Flashed w/ .080"
Alum. and painted Red

3/8 Dia. Thru Bolt 6" Long
2 washers and nut  

REFER TO PARTS LIST FOR QUANTITY
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Topside flashing profile
attached to baffles using
countersunk screws and

all seams to be caulked for
waterproofing

RED Colorline LED 
to be mounted flush with 
top of front .125 Alum. Profile

Bottomside Flashing
made of .080 Alum. and
painted red - attached to
baffles using countersunk
screws painted to match

Front Pieces of .125 Alum 
will be Painted Black

Exploded IsometricROOF OVERHANG

Material Specs

– Main Entry Bump-Out Swoop

– Drive Thru Bump-Out Swoop

– Main Roof Swoop

– Corner Swoop

– Roof Rear Swoop

This is a 9'-6" section 
these will be trimmed in field

Swoop View
Scale: NTS

Baffles are face to face
in order to bolt fabricated

sections together

Pantone Black 7C

Paint Red to Match
Pantone 200 C

Color Specifications

Roof Side Swoop 

Attachment of top baffle 
through 2”x6” Alum.
Tubing Header using
3/8” Thru-bolts

Framing for front 
elevation roof overhang
(More Details Next Page)

Corner will be attached 
to end of swoop

Rear Pieces of .125 Alum 
will be Painted Black

Flashing to be cut in
the field. 

TOPSIDE flashing profile
installed in the FIELD.

BOTTOMSIDE flashing profile
installed in the SHOP.
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Details

Main Roof Swoop 

Red .080 bottom flashing is to 
be cut 1/2" longer than it is finished at
- ROUTER to be taken along edge for
smooth finish to face of swoop
- Made in 9'-6" Sections

2'-3 3/8"

Red Colorline
LED Strip

1
/2

"

2'-5 3/8"
1/2"

Side View
Scale: 1:4

Top Flashing
Scale: 1:4

Baffle Connection
Scale: 1:8

Extra flashing strip on every 
connection seam sealed with
Flex Seal under metal strip

Pre-finished Black 
.040 or .032

Pantone Black 7C

Paint Red to Match
Pantone 200 C

Color Specifications

8
"

2 1/8"

DETAIL A
Scale: 1:4

.125 Routed Alum. Back
with welded 2” lip after

conforming to routed curve
-Painted Black 7C

Flashing to be 8” up
underneath G.C. finished

fasica to ensure no
water intrusion

Tack weld to hold in place
and Versalok entire seam
for watertight seal

Label Swoop by Front/Back
and Corresponding # from page 35
to ensure correct install position.

Zip Board Backer
is 1" Smaller 

BOTTOMSIDE flashing profile
installed in the SHOP.

TOPSIDE flashing profile
installed in the FIELD.

*Made in 9'-6" Sections
 to match fabricated
 swoop sections

QTY SEE PARTS LIST 

Baffles tack welded
to the swoop 
router profiles 
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Details

Main Entry Bump-Out Swoop 

Red .080 bottom flashing is to 
be cut 1/2" longer than it is finished at
- ROUTER to be taken along edge for
smooth finish to face of swoop
- Made in 9'-6" Sections

Red Colorline
LED Strip

Side View
Scale: 1:4

Baffle Connection
Scale: 1:8

Extra flashing strip on every 
connection seam sealed with
Flex Seal under metal strip

Pantone Black 7C

Paint Red to Match
Pantone 200 C

Color Specifications

1'-5 3/8"

Baffle Section mounted in
front of G.C. mounted Faux Wood Finish 

Top Flashing
Scale: 1:4

1
/2

"

1'-7 3/8" 1/2"

Pre-finished Black 
.040 or .032

8
"

2 1/8"

DETAIL A
Scale: 1:4

.125 Routed Alum. Back
with welded 2” lip after

conforming to routed curve
-Painted Black 7C

Flashing to be 8” up
underneath G.C. finished

fasica to ensure no
water intrusion

Tack weld to hold in place
and Versalok entire seam
for watertight seal

Label Swoop by Front/Back
and Corresponding # from page 35
to ensure correct install position.

Zip Board Backer
is 1" Smaller 

BOTTOMSIDE flashing profile
installed in the SHOP.

TOPSIDE flashing profile
installed in the FIELD.

*Made in a 9'-6" Section

QTY SEE PARTS LIST 

Baffles tack welded
to the swoop 
router profiles 
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Details

Drive-Thru Bump-Out Swoop 

Red .080 bottom flashing is to 
be cut 1/2" longer than it is finished at
- ROUTER to be taken along edge for
smooth finish to face of swoop
- Made in 9'-6" Sections

Red Colorline
LED Strip

Side View
Scale: 1:4

Baffle Connection
Scale: 1:8

Extra flashing strip on every 
connection seam sealed with
Flex Seal under metal strip

Pantone Black 7C

Paint Red to Match
Pantone 200 C

Color Specifications

1'-0"

Baffle Section mounted in
front of G.C. mounted Faux Wood Finish 

Top Flashing
Scale: 1:4

1
/2

"

1'-2" 1/2"

Pre-finished Black 
.040 or .032

8
"

2 1/8"

DETAIL A
Scale: 1:4

.125 Routed Alum. Back
with welded 2” lip after

conforming to routed curve
-Painted Black 7C

Flashing to be 8” up
underneath G.C. finished

fasica to ensure no
water intrusion

Tack weld to hold in place
and Versalok entire seam
for watertight seal

Label Swoop by Front/Back
and Corresponding # from page 35
to ensure correct install position.

Zip Board Backer
is 1" Smaller 

TOPSIDE flashing profile
installed in the FIELD.

BOTTOMSIDE flashing profile
installed in the SHOP.

*Made in a 9'-6" Section

QTY SEE PARTS LIST 

Baffles tack welded
to the swoop 
router profiles 
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Exploded Isometric

Topside flashing profile
attached to baffles using
countersunk screws and

all seams to be caulked for
waterproofing

Corner will be attached 
to end of rear swoop

Bottomside Flashing
made of .080 Alum. and
painted red - attached to
baffles using countersunk
screws painted to match

RED Colorline LED 
to be mounted flush with 
top of front .125 Alum. Profile

Isometric View
Scale: NTS

Pantone Black 7C

Paint Red to Match
Pantone 200 C

Color Specifications

Baffles are face to face
in order to bolt fabricated

sections together

Roof Rear Swoop 

Corner will be attached 
to end of rear swoop

Front Pieces of .125 Alum 
will be Painted Black

Rear Pieces of .125 Alum 
will be Painted Black

TOPSIDE flashing profile
installed in the FIELD.

BOTTOMSIDE flashing profile
installed in the SHOP.

ROOF OVERHANG

Material Specs

– Main Entry Bump-Out Swoop

– Drive Thru Bump-Out Swoop

– Main Roof Swoop

– Corner Swoop

– Roof Rear Swoop

This is a 9'-6" section 
these will be trimmed in field

Swoop View
Scale: NTS
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Details

Roof Rear Swoop 

Baffle Connection
Scale: 1:8

Extra flashing strip on every 
connection seam sealed with
Flex Seal under metal strip

Pantone Black 7C

Paint Red to Match
Pantone 200 C

Color Specifications

1
/2

"

1'-5 3/4"
1/2"

Top Flashing
Scale: 1:4

Pre-finished Black 
.040 or .032

Red .080 bottom flashing is to 
be cut 1/2" longer than it is finished at
- ROUTER to be taken along edge for
smooth finish to face of swoop
- Made in 9'-6" Sections

1'-3 3/4"

Side View
Scale: 1:4

Flashing to be 8” up
underneath G.C. finished

fasica to ensure no
water intrusion

8
"

2 1/8"

DETAIL A
Scale: 1:4

.125 Routed Alum. Back
with welded 2” lip after

conforming to routed curve
-Painted Black 7C

Tack weld to hold in place
and Versalok entire seam
for watertight seal

Label Swoop by Front/Back
and Corresponding # from page 35
to ensure correct install position.

Zip Board Backer
is 1" Smaller 

BOTTOMSIDE flashing profile
installed in the SHOP.

TOPSIDE flashing profile
installed in the FIELD.

*Made in 9'-6" Sections
 to match fabricated
 swoop sections

QTY SEE PARTS LIST 

Baffles tack welded
to the swoop 
router profiles 
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Lighting Spec

QTY: 35 @ 8' 

GE Tetra Max 24V LED

QTY:200 LF 

Sloan Prism Red LED

QTY:200 LF 
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