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Proposed Building Plans for

Iowa County Courthouse
Courthouse Annex Roof Replacement
Dodgeville, WI

GENERAL NOTES

ARCHITECTURAL SYMBOLS

PROJECT DIRECTORY DRAWING INDEXABBREVIATIONS

SUMMARY BUILDING CODE REQUIREMENTS

MAP

CODE SUMMARY

PROJECT ADDRESS:
222 N Iowa St.
Dodgeville, WI 53533

PROJECT DESCRIPTION: Removal of an existing asphalt shingle roof 
system and replacement with metal roof system.

OCCUPANCY: A-3 Assembly
B - Business

CONSTRUCTION: VB Wood Unprotected

FIRE PROTECTION: Fire Extinguishers

T1.0 TITLE SHEET

A2.1 ROOF PLAN

A3.0 BUILDING SECTIONS

A4.0 BUILDING ELEVATIONS

A4.1 BUILDING ELEVATIONS

A8.0 DETAILS

A8.1 DETAILS

OWNER
Iowa County Circuit Court
222 N Iowa St.
Dodgeville, WI 53533
608-935-0395

AB ANCHOR BOLT
AFF ABOVE FINISHED FLOOR
CJ CONTROL JOINT
CLG CEILING
CL CENTER LINE
COL COLUMN
CONC CONCRETE
CMU CONCRETE MASONRY UNIT
CPT CARPET
CT CERAMIC TILE
DIM DIMENSION
DS DOWNSPOUT
EJ EXPANSION JOINT
EQ EQUAL
EXT EXTERIOR
FD FLOOR DRAIN
FRP FIBERGLASS REINFORCED PLASTIC
FE FIRE EXTINGUISHER
FF FINISHED FLOOR
FLR FLOOR
REINF REINFORC (ED) (ING)
GWB GYPSUM WALLBOARD
GC GENERAL CONTRACTOR
INSUL INSULATION
INT INTERIOR
JT JOINT
MET METAL
MR MOISTURE RESISTANT
NTS NOT TO SCALE
OD OUTSIDE DIMENSION
PL PLATE
QTY QUANTITY
R RADIUS
RM ROOM
RO ROUGH OPENING
SAB SOUND ATTENUATION BATT
SC SUSPENDED CEILING
SIM SIMILAR
SS STAINLESS STEEL
STL STEEL
TEMP TEMPERED
T&B TOP AND BOTTOM
TOC TOP OF CONCRETE
TOF TOP OF FOOTING
TOS TOP OF SLAB
TOW TOP OF WALL
TYP TYPICAL
UON UNLESS OTHERWISE NOTED
VB VAPOR BARRIER
VCT VINYL COMPOSITE TILE
W/ WITH
WC VINYL FACED WALL COVERING
WD WOOD

1. All work to be constructed per governing codes/ordinances, as amended by local authorities. Said codes/ordinances are herein incorporated into 
these documents.  All code required work to be included in contract sum.

2. Adherence to Code Requirements of the New and Remodeled construction shall be the strict responsibility of the Owner/ Builder.  The Architect shall 
not be held liable for any such unauthorized deviations or violations of any applicable Building, Plumbing, HVAC, or Electrical codes or the ADA 
(Americans with Disabilities Act.)

3. General notes are intended to clarify or emphasize the requirements of the drawings and specifications.  In the event of a conflict between the 
drawings or specifications and these notes, the contractor shall comply with the more stringent requirement.

4. All work to be performed in a manner so as to have a minimum of disruption and disturbance with existing operations and local environment.  Noise 
and dust shall be kept to a minimum.

5. Do not scale drawings.
6. Permit and approvals are to be kept on-site at all times.
7. Details and notes of similar conditions are typical whether or not called out at all places. references to any detail is for convenience only and does not 

limit the application of such detail or drawing.
8. Systems shown on drawings are intended to be furnished, installed, and turned over to the owner in proper functioning condition. All work to be 

considered in contract sum.
9. Contractor shall check and verify all field conditions and dimensions with the construction drawings at the project site prior to construction, erection, 

and/or fabrication. Contractor shall inspect related work and adjacent surfaces. Contractor shall report any discrepancies between the contract 
documents and the existing conditions which shall prevent proper execution of this work to the architect before proceeding with the work. Contractor is 
responsible for dimensions, quantities, and coordination of other trades.

10. Special finish materials, carpet/ flooring, bases, doors, etc. are not shown on all details for clarity purposes. refer to plans, sections, other details, 
specifications, and schedules for additional information.

11. Installation of all materials and systems shall be in accordance with manufacturer's written instructions.
12. This project is being constructed using a design-bid-build construction methodology. All contractors are responsible for complying with all applicable 

codes and ordinances related to their design and construction and integration with other systems and components. All concerns or conflicts related to 
such shall be brought to the attention of the general contractor prior to the start of construction.

13. All products are to be selected for the intended use and installed per manufacturer's specifications.

Applicable code provisions include, but are not limited to the following:

362.0712 - Penetrations
All through penetrations and membrane penetrations in fire resistance rated assemblies shall comply with IBC Section 712.

362.0715 - Opening Protective's
All doors in fire resistance rated assemblies shall comply with IBC section 715.

362.0716 - Duct and Air Transfer Openings
All ducts and air transfer openings in fire resistance rated assemblies shall comply with IBC section 716.

362.0719 - Thermal and Sound Insulating Materials
All insulation materials shall comply with IBC section 719.

362.1011 - Exit Signs
Internally lit exit signs with battery backup shall be provided to mark approved exits from any direction of egress travel.

362.1006 - Means of Egress Illumination
The means of egress, including the exit discharge, shall be illuminated to a minimum of 1 foot-candle at the floor level at all times the building space is 
occupied.

362.1006 - Illumination Emergency Power
In the event of power supply failure, an emergency system shall automatically illuminate to and average of 1 foot-candle and minimum of 0.1 foot-candle at 
the floor level at all corridors, stairways, and the portion of the exterior exit discharge immediately adjacent to exit discharge doorways, exterior walk or stoops 
adjacent to the exit doors to comply.

362.2304.9.5 - Fasteners in preservative treated wood
Fasteners for preservative treated wood shall be hot-dipped, zinc coated, galvanized, or stainless steel.

362.2406 - Safety Glazing
Provide Safety Glazing per IBC section 2406.

The General Contractor and sub contractors are responsible for coordinating with product manufacturers, suppliers, and installers to ensure that all applicable 
code provisions are complied with. Review the full Wisconsin Building Code for complete requirements.

ARCHITECT
Andrea Ring, Architect
Jewell Associates, Inc.
560 Sunrise Drive
Spring Green, WI 53588
andrea.ring@jewellassoc.com
608-588-7484
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D.)  COURTHOUSE NORTH

1927 ADDITION
EXISTING STANDING SEAM 
COPPER ROOF - N.I.C.

C.)  COURTHOUSE EAST

1859 ORIGINAL 
CONSTRUCTION
EXISTING STANDING SEAM 
COPPER ROOF - N.I.C.
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- 16 MIL EPDM ROOF MEMBRANE
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B.)  JAIL ANNEX
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DOWNSPOUT 
- CITY STORM CONNECTION
- FULLY ENCLOSED

DOWNSPOUT 
- 1/2 OPEN FACE 
ABOVE 2ND LEVEL

DOWNSPOUT
- 1/2 OPEN FACE 
ABOVE 2ND LEVEL

DOWNSPOUT 
- LOCATE CENTERED BETWEEN TWO WINDOWS
- 1/2 OPEN FACE ABOVE 2ND LEVEL

SNOW RETENTION 
BAR CONTINUOUS
- S5! COLORGARD 
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ROOF 

ALTERNATE #1
STANDARD FINISH

BASE BID
ICE & WATER SHIELD MINIMUM COVERAGE

ALTERNATE #2
ICE & WATER SHIELD FULL ROOF COVERAGE

20
' -
 0

" H
IP

 V
E
N
TIN

G

20' - 0" H
IP

 V
E
N
TIN

G

6

A8.0

6

A8.0

3
0

' 
- 

0
"

8
' 
- 

4
 1

/2
"

20
' -
 0

" H
IP

 V
E
N
TIN

G

3' - 0" MIN. TYP.

3
' -

 0
" 

M
IN

. 
T

Y
P

.

ROOF PLAN LEGEND

ROOF TYPE 1 (RT-1): • SEE SPECIFICATION 07 31 14

STANDING SEAM METAL ROOF SYSTEM
- PRE-FINISHED KYNAR 500 (PVDF), 24 GA
- RIBS TO MATCH EXISTING COPPER ROOF OF COURTHOUSE
- B.O.D.: MCELROY MEDALION-LOK SNAP LOCK PANEL SYSTEM

EPDM MEMBRANE (X MIL.)

ROOF TYPE 2 (RT-2):

ICE & WATER SHIELD

GENERAL ROOF NOTES

1. NOTIFY ARCHITECT OF ANY FIELD DISCREPANCIES PRIOR TO THE START OF
CONSTRUCTION SHOWN ON PLAN.

2. NOT ALL ROOF PENETRATIONS ARE SHOWN. ROOFING CONTRACTOR TO 
VERIFY PENETRATIONS WITH ALL BUILDING TRADES.

3. SEE HVAC DRAWINGS FOR SIZES, QUANTITIES, LOCATIONS AND TYPES OF HVAC 
PENETRATIONS AND ROOF TOP MOUNTED EQUIPMENT.

4. VERIFY ALL LOCATIONS AND QUANTITIES W/ PLUMBING CONTRACTOR.

5. ARROWS INDICATE DIRECTION OF DOWNWARD SLOPE, U.N.O.

6. VERIFY EXISTING CONDITIONS AT THE START OF ROOFING WORK TO CONFIRM
DESIGN INTENT SHOWN ON PLANS.

7. ALL ROOF SLOPES TO BE MINIMUM 1/4" PER FOOT UNLESS NOTED OTHERWISE.

8. PROVIDE TAPERED INSULATION CRICKETS AT EQUIPMENT CURBS FOR POSITIVE
DRAINAGE TO ROOF DRAINS AND SCUPPERS.

9. REFER TO MECHANICAL, ELECTRICAL AND PLUMBING DRAWINGS FOR LOCATIONS
OF PLUMBING VENTS, STACKS, AND OTHER ROOF PENETRATIONS.

10. COMPLETE ROOFING WORK PER ROOFING MANUFACTURER'S STANDARD 
DETAILS TO MAINTAIN ROOFING MANUFACTURER'S WARRANTY.

11. WHERE METAL ROOF IS SPECIFIED, REMOVE ALL ASPHALTIC ROOF & 
UNDERLAYMENT LAYERS DOWN TO ROOF SHEATHING/PLYWOOD. INSPECT 
PLYWOOD AND REPAIR/REPLACE UNSERVICABLE PLYWOOD.

ROOF VENTING NOTES

ROOF VENTING NOTES (IBC 1202.2)

A.) COURTHOUSE ANNEX
ENCLOSED ATTIC
VENTILATION REQUIRED = 1/150 OF THE AREA VENTED
ROOF AREA = 5,786 SF
REQUIRED VENTILATION = 38.6 SF

VENTILATION PROVIDED
EXISTING PERIMETER VENTED SOFFIT LENGTH = 72' + 60' + 49 + 8'-6" + 8'-6" = 198 LF
SOFFIT VENT AREA = 198 LF x (24"/144" (SF/LF)) = 33 SF

VENTED HIP LENGTH = (4) X 20' = 80 LF
HIP VENT AREA = 80 LF X (23.6"/144" (SF/LF)) SQUARE INCH/LF = 13 SF

TOTAL VENTILATION PROVIDED = 46 SF > REQUIRED VENTILATION

B.) JAIL ANNEX
ROOF LINE CONTAINS THE THERMAL ENVELOPE, NO VENTING REQUIRED
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Roof Truss
27' - 5 3/8"

Roof Truss - Upper
Side

25' - 5 3/8"

Skylight
43' - 6"

A.)  COURTHOUSE  ANNEX

Roof Truss
27' - 5 3/8"

Roof Truss - Upper
Side

25' - 5 3/8"

Skylight
43' - 6"

DOWNSPOUT
- 4" X 4" OPEN FACE 

B.)  JAIL ANNEX

A.)  COURTHOUSE  ANNEX

DOWNSPOUT
- 4" X 4" OPEN FACE 

DOWNSPOUT
- 4" X 4" CLOSED FACE 

DOWNSPOUT
- 4" X 4" CLOSED FACE 

DOWNSPOUT
- 4" X 4" CLOSED FACE 

DOWNSPOUT
- 4" X 4" OPEN FACE 

Roof Truss
27' - 5 3/8"

Roof Truss - Upper
Side

25' - 5 3/8"

1

A3.0

Skylight
43' - 6"

1

A4.1

DOWNSPOUT
- 4" X 4" OPEN FACE 

DOWNSPOUT
- 4" X 4" CLOSED FACE 
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Roof Truss
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Side
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Side
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Skylight
43' - 6"
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DOWNSPOUT
- 4" X 4" CLOSED

B.)  JAIL ANNEX

A.)  COURTHOUSE  ANNEX

DOWNSPOUT 
- CITY STORM CONNECTION
- 4" X 4" CLOSED FACE 
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EAVE/RAKE FLASHING

GUTTER STRAP

SEALANT
(CONT. ALONG EAVE)

PREFINISHED METAL GUTTER
6" WIDE X 6" HIGH BOX GUTTER

PREFINISHED METAL GUTTER
4" X 4" DOWNSPOUT

EXISTING WOOD SUB 
FASCIA

EXISTING 1/4" THICK 
PREFINISHED SOFFIT BOARD 

METAL DRIP EDGE

STANDING SEAM METAL 
ROOF ASSEMBLY

CONTINUOUS METAL FASCIA

EXISTING PLYWOOD DECK

SNOW RETENTION BAR CONTINUOUS
- S5! COLORGARD

- MATCH ROOF FINISH 

EXISTING 2" ROOF VENT

RAKE METAL TRIM

STANDARD CLEAT

EXISTING FASCIA BOARD 

EXISITING WOOD SOFFIT 

EXISTING SCROLL 
BRACE BEYOND

STANDING SEAM ROOF PANEL

ICE & WATER SHIELD

EXISTING PLYWOOD DECK

NEW PIPE BOOT

BUTYL SEALANT CONT. AROUND FLANGE

FASTENERS

STAINLESS STEEL HOSE CLAMP

METAL ROOF ASSEMBLY

ICE & WATER SHEILD

STANDING SEAM METAL ROOF

EXISTING PLYWOOD DECKING

EXISTING VENT PIPE

STANDING SEAM METAL 
ROOF ASSEMBLY

EXISTING PLYWOOD DECK

EXISTING SKYLIGHT

ICE & WATER SHIELD

EXISTING FLASHING AT BASE 
OF SKYLIGHT REPLACE 
COUNTERFLASHING TO 

COORDINATE WITH NEW 
METAL ROOFING

EXISTING PLYWOOD DECK

STANDING  SEAM METAL 
ROOF ASSEMBLY

EXISTING 
ELEVATOR 

SHAFT

EXISTING CONCRETE CAP

2 X ROOF CRICKETING FRAMING

ICE & WATER BARRIER

16 MIL EPDM ROOF CRICKET

5/8" PLYWOOD DECK

EXISTING MEMBRANE ROOF

COUNTER FLASHING

EAVE/RAKE FLASHING

GUTTER STRAP

PREFINISHED METAL GUTTER
6" WIDE X 6" HIGH BOX GUTTER

PREFINISHED METAL GUTTER
4" X 4" DOWNSPOUT

METAL DRIP EDGE

STANDING SEAM METAL 
ROOF ASSEMBLY

CONTINUOUS METAL FASCIA

EXISTING PLYWOOD DECK

SNOW RETENTION BAR CONTINUOUS
- S5! COLORGARD

- MATCH ROOF FINISH 

FASCIA WEDGE/BLOCKING
- PLACED & CENTERED ALIGNED AT EACH 

EXISTING SCROLL BRACING
- THICKNESS TO MATCH SCROLL BRACE 

- PAINT TO MATCH EXISTING TRIM

ICE & WATER SHIELD

EXISTING SCROLL BRACE

RIDGE TRIM

EXISTING PLYWOOD DECKING

VENT SET IN  CONTINUOUS LINE OF 
TAPE SEALANT

ICE & WATER SHEILD

STANDING SEAM METAL ROOF PANEL

2" MIN.

SPACER TRIM

TRIM CAP
- PROVIDE SAME WIDTH, & 

HEIGHT AS VENTED CAP
- SEE DETAIL:      

EXISTING PLYWOOD 
DECKING

ICE & WATER SHEILD

STANDING SEAM METAL 
ROOF PANEL

/3 A8.0
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3" = 1'-0"A8.0

1 Gutter Detail - Metal Roof

3" = 1'-0"A8.0

8 Rake Detail - Metal Roof
3" = 1'-0"A8.0

2 Roof Penetration Detail  - Metal Roof

3" = 1'-0"A8.0

4 Skylight Detail - Metal Roof

1 1/2" = 1'-0"A8.0

5 Elevator Cap Cricket Detail

3" = 1'-0"A8.0

7 Gutter Detail - Jail Metal Roof

3" = 1'-0"A8.0

3 Roof Hip Vent Detail  - Metal Roof

No. Description Date

3" = 1'-0"A8.0

6 Roof Ridge & Hip Detail  - Metal Roof



SCRAPE, REPAIR & RE-PAINT SCRAPE, REPAIR & RE-PAINT
REPLACE WINDOW

/1 A8.1

/3 A8.1

/2 A8.1

- SCRAPE, REPAIR & RE-PAINT

GENERAL ROOF NOTES

1. NOTIFY ARCHITECT OF ANY FIELD DISCREPANCIES PRIOR TO THE START OF
CONSTRUCTION SHOWN ON PLAN.

2. NOT ALL ROOF PENETRATIONS ARE SHOWN. ROOFING CONTRACTOR TO 
VERIFY PENETRATIONS WITH ALL BUILDING TRADES.

3. SEE HVAC DRAWINGS FOR SIZES, QUANTITIES, LOCATIONS AND TYPES OF HVAC 
PENETRATIONS AND ROOF TOP MOUNTED EQUIPMENT.

4. VERIFY ALL LOCATIONS AND QUANTITIES W/ PLUMBING CONTRACTOR.

5. ARROWS INDICATE DIRECTION OF DOWNWARD SLOPE, U.N.O.

6. VERIFY EXISTING CONDITIONS AT THE START OF ROOFING WORK TO CONFIRM
DESIGN INTENT SHOWN ON PLANS.

7. ALL ROOF SLOPES TO BE MINIMUM 1/4" PER FOOT UNLESS NOTED OTHERWISE.

8. PROVIDE TAPERED INSULATION CRICKETS AT EQUIPMENT CURBS FOR POSITIVE
DRAINAGE TO ROOF DRAINS AND SCUPPERS.

9. REFER TO MECHANICAL, ELECTRICAL AND PLUMBING DRAWINGS FOR LOCATIONS
OF PLUMBING VENTS, STACKS, AND OTHER ROOF PENETRATIONS.

10. COMPLETE ROOFING WORK PER ROOFING MANUFACTURER'S STANDARD 
DETAILS TO MAINTAIN ROOFING MANUFACTURER'S WARRANTY.

11. WHERE METAL ROOF IS SPECIFIED, REMOVE ALL ASPHALTIC ROOF & 
UNDERLAYMENT LAYERS DOWN TO ROOF SHEATHING/PLYWOOD. INSPECT 
PLYWOOD AND REPAIR/REPLACE UNSERVICABLE PLYWOOD.

Project number

Date

Drawing Name

Sheet number

560 Sunrise Drive
Spring Green, WI  53588

phone: 608-588-7484
fax: 608-588-9322
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3/4" = 1'-0"A8.1

2 1859 Main Building  East Gable - Paint
3/4" = 1'-0"A8.1

3 1927 Addition - North Gable - Paint

A8.1

4 SW Axonometric View
A8.1

5 NE Axonometric View

3/4" = 1'-0"A8.1

1 Main building West gable aerial

No. Description Date
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