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McKnight Crossing — Development Review Committee — Applicant Letter
August 1, 2023

City of Grass Valley

Community Development Department
Attn: Amy Wolfson — City Planner
125 E Main Street

Grass Valley, CA 95945

Via Email

RE: Proposed Improvements at McKnight Crossing for Development Review Committee

Amy,

Thank you for working with us as we finalize re-imagining the Center and make final improvements. We are
trying to perform the work prior to any potential weather related issues.

This Application is a follow up from our Application reviewed on December 20, 2022.
Included in our Application are all the forms and corresponding documents.

The Scope of Proposed Improvements are as follows:

1. Vertical Signs for Way Finding and ID (3)
a. These proposed signs are included in a document “Master Sign Program”, and are indicated as
signs # 6, 7 & 8. Revised from December 2022. Renderings and Overview provided:

1. The Grove
1i. The Mix
1. Midway
2. Murals
a. 3 Locations — Overview Provided
1. The Grove
ii. Midway

ii. At SPD Market, either side
b. Murals are consistent with City Standards
1. Murals are without text visible from a public right-of-way
ii. Murals illustrate the local setting, history and cultural significance as sources of
inspiration
iii. The colors, placement and size of the murals are visually compatible with the Center's
architecture
iv. The Murals will serve to enhance the aesthetes of the Center and of the City.
3. Gathering Spaces — Overview Provided
a. 3 Locations

1. The Grove
ii. The Mix
1. Midway

b. The Gathering Spaces are consistent with the City’s Strategic Plan
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4. Famer’s Market
a. New Renderings
b. Based on Feedback from the December 20, 2022 Meeting
c. Modifications:

i. The Team took the feedback received at the meeting, preserved the inspirational
elements, and modified the Farmer’s Market features from a fixed amenity to a flexible
solution that opens for the Farmer’s Market, and closes while not in use, maintaining
proper aesthetics.

Thank you for the opportunity to present these additional improvements and innovations. We ask for support
for this Application in an effort to finalize the Center, and make it an integral part of the Grass Valley
Community.

Jim Fitzpatrick

Authorized Agent
Mesa Management
Special Projects
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CITY OF GRASS VALLEY
Community Development Department

125 E. Main S
Grass V;Ir;y, t(r:?i?itfornia 95945 D EVE L O P M E N T
O s o REVIEW

SUPPLEMENTAL APPLICATION INFORMATION

This document will provide necessary information about the proposed project. It will also be
used to evaluate potential environmental impacts created by the project. Please be as accurate
and complete as possible in answering the questions. Further environmental information could
be required from the applicant to evaluate the project.

PLEASE PRINT CLEARLY OR TYPE
USE A SEPARATE SHEET, IF NECESSARY, TO EXPLAIN THE FOLLOWING:

I. Project Characteristics:

A. Describe all existing buildings and uses of the property: (2) existing retail/food service/professional
services buildings located on (3) contiguous parcels, including parking and outdoor seating/dining in (3) selected locations

B. Describe surrounding land uses:

North: PG&E maintenance yard + open space
South: Residential

East: State Highway 49

West: Co-housing residential, undeveloped land

C. Describe existing public or private utilities on the property: Underground utilities: Grass Valley Water,
Grass Valley Waste Treatment, PG&E gas & electrical

D. Proposed building size (if multiple stories, list the square footage for each floor):
N/A, proposal features no proposed buildings, only signs and site amenities

E. Proposed building height (measured from average finished grade to highest point):
proposed freestanding signs vary in height, including 12'-2", 16'-10", and 20'-0".

F. Proposed building site plan:

(1)  Building coverage See Site Plan Sq. Ft. % of site

(2)  Surfaced area Sq. Ft. % of site

(3) Landscaped area Sq. Ft. % of site

(4) Left in open space Sq. Ft. % of site
Total Sq. Ft. 100 %
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. Construction phasing: If the project is a portion of an overall larger project, describe

future phases or extension. Show all phases on site plan. This application is related to the
previously city-approved facility remodel that is currently under construction. December 20, 2022

. Exterior Lighting:

1. ldentify the type and location of exterior lighting that is proposed for the project.
Limited Use o flow intensity festoon lighting at outdoor dining (previosly approved by City at "The Mix" location

2. Describe how new light sources will be prevented from spilling on adjacent properties
or roadways_ Proposed Lighting is too low in intensity and power to spill into adjoining properties or raodways

Total number of parking spaces required (per Development Code): 669

Total number of parking spaces provided: 745

Will the project generate new sources of noise or expose the project to adjacent noise
sources? No new sources of noise are proposed with this application, the proposal is for signs and site amenities.

Will the project use or dispose of any potentially hazardous materials, such as toxic
substances, flammables, or explosives? If yes, please explain. No

. Will the project generate new sources of dust, smoke, odors, or fumes? If so, please

explain. No

. If an outdoor use is proposed as part of this project, please complete this section.

A.

Type of use:
Sales Processing Storage
Manufacturing Other Outdoor dining

Area devoted to outdoor use (shown on site plan).

Square feet/acres 4,885 Percentage of site 0.70%

Describe the proposed outdoor use: Outdoor dining
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SITE PLAN REQUIREMENTS
DEVELOPMENT REVIEW CHECKLIST

The following list includes all the items you must submit for a complete application. Some
specific types of information may not apply to your project and, as noted, some items are not
normally required. If you are not sure, ask Planning Division Staff. Planning Staff will use a copy
of this list to check your application for completeness after it is submitted. If your application is
not complete, a copy of the list will be returned to you marked according to the legend.

A. Application Checklist:

L]
[
L]
L]

One completed copy of Universal Application form.

One completed copy of the Environmental Review Checklist (if applicable).

Preliminary Title Report dated no later than 6 months prior to the application filing date.

The appropriate non-refundable filing fee.

B. Site Plan

[ ] Fifteen (15) Copies of Plan Sets for Major Development Review or Eight (8) Copies of Plan
Sets for Minor Development Review on standard 24” x 36” size paper fan-folded to 9” x
12”, one (1) reduced copy at 8 1/2” x 11” and e-mail electronic .pdf version which includes
the following information:

[M Neighborhood Site Plan showing surrounding development improvements and natural

features within 200 feet of the project site.

[W Project Site Plan drawn to scale and indicating:

@ Dimensioned property lines, north arrow, and any easements on the site

@ Points of access, vehicular circulation, location and dimension of parking areas
and spaces

@ Location and any existing structures (specifying building setbacks), including the
location and use of the nearest structures on adjacent property, and an indication
of structures to be removed

@ Location of any existing or proposed utilities such as water, wastewater and storm
drainage

@ Location of any proposed structures and uses (including building setbacks)

@ Open space and buffer areas

@ Walkways, bicycle facilities (bike lanes, parking racks, etc), and ADA compliance
facilities on the project site and providing connections to existing off site facilities

[ Pedestrian and bicycle connections to adjacent development (pursuant to the
City’s Community Design Guidelines)

@ Mailbox locations and trash enclosures

M Other site features such as outdoor seating areas
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[] Preliminary Grading and Drainage Plan showing:

[] Existing and proposed contours using City datum (cut and fill slopes)

[] Existing drainage characteristics of the site and a proposed preliminary drainage
improvements (including drop inlets, detention basins, etc.

[] Creek flow lines and flow directions

[] Retaining wall locations, materials, and heights.

[] Locations of existing trees (over 8” in trunk diameter at breast height) and their
status (species and to be removed or retained as part of the development
(including preservation measures, such as fencing, pavers blocks, etc)

[] Rock outcroppings and other major natural site features

[] Location and construction of temporary and permanent erosion and sedimentation
control measures

[ Architectural Plans, including elevations of all sides of the building indicating the form
and exterior treatment, overall height, roof materials, proposed exterior mechanical
equipment, building lighting, building materials and colors.

[] Conceptual Landscape Plans indicating general locations of landscaping
improvements, including locations of retained trees, newly planted trees, landscape
buffers and berms, retaining and/or garden walls and any hardscape areas.

[] Cross sections: (If the project site has an average cross slope of greater than ten (10)
percent). Two or more sectional views of the project, approximately through the
middle and at right angles to each other, showing existing and proposed grades and
relationship of buildings, parking and landscaping at maturity, including major features
and structures on adjacent properties at the most severe grades at two foot intervals.

[] Exterior Lighting Plan including locations of all light standards and placement of
building lighting. This plan shall include power rating details, heights, shielding design
and cut sheets lighting designs. Include a photo-metric lighting plan, overlaid onto the
project site plan, showing lighting levels across the entire site and at property lines.

[] Schematic Floor Plan showing interior building layouts, rooms or use areas, square
footages of bedrooms, entrances and relationship to exterior use areas.

[] Signs: Note if to be submitted under separate permit or include general locations of
contemplated signage on building or grounds should be included. Additional details,
such as sign construction and materials should also be included, if available. If a
major feature of the project involves signage, then the following additional information
should be included in the package:

@ Dimensions and square footage of all signs.

[] Dimensions and square footage of building walls on which signs are located.
@ Means of lighting.

@ Heights of all signs.

[] Message that will appear on each sign.

@ Description of materials and colors for letters and background.

@ A scaled drawing of each sign showing typeface and design details.
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C.

[
[

Color Architectural Elevations: One copy reduced to 8 2" x 11” colored architectural
elevations.

Reduced Site Plan and Architectural Elevations: One copy each reduced 8 72" x 11”.

Materials Sample Board with colors and textures of exterior architectural materials
securely mounted on a maximum 8 V2" x 14” size illustration or poster board.

Optional Items

L]

[
L]
[

Site Photographs of the project site, including neighboring development and including
a key map of where each photo has been taken.

Perspective rendering as required by staff, the Development Review Committee, or
the Planning Commission.

Photo Articulation of proposed physical improvements overlaid onto photos of site.

Scaled Model upon request of the Development Review Committee or Planning
Commission.
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CITY OF GRASS VALLEY
Community Development Department

ézrisEs'\'\/A;iIZyS,t(r:ea?itfornia 95945 MASTER SIGN PROGRAM
o) o7 da0s MURALS & SIGN EXCEPTIONS

SUPPLEMENTAL APPLICATION INFORMATION

Application Request:
Proposed Vertical Way Finding and ID Signs, Murals and Farmer's Market

Property Address or Location: Mcknight Crossing 129 W McKnight Way Grass Valley , CA 94945

SUPPLEMENTAL CHECKLIST
The following includes items required for a complete application. Some specific types of

information may not apply to your project. If you are unsure, check with Planning Division Staff.
A copy of this list will be returned to you if your application is determined to be incomplete.

A. Application Checklist:

= One completed copy of Universal Application form.
One completed copy of the Environmental Review Checklist (if applicable).
15 copies of the site plan and all other applicable plans/information.
One materials sample board (if applicable).
If a sign exemption is being requested, list the reasons for the exemption.
= The appropriate non-refundable filing fee.
B. Site Plan:

B SITE PLAN; An 8 1/2” x 11” Site Plan for the property on which the sign(s) will be placed
including:

B Location of existing and proposed signs on site.
B Provide square footage and type of each sign and total square footage for all signs.
B For more than one sign, please give each sign a number starting with the number 1.

For suspended or projecting signs please note distance from sidewalk to bottom of sign.
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[] For wall signs add an additional sheet showing dimensions and square footage of
building walls on which signs will be placed.

[] For monument, shopping center, or other freestanding signs show sight distance from
driveways and intersection corners.

C. Sign lllustrations:
W] Color drawing of each proposed sign including:
@] Number each sign corresponding to number shown on the site plan.
[ ] Message on sign including; typeface, font, and design details.
@] Dimensions in feet and total square footage area of proposed sign.
W] Overall height of all monument and freestanding signs.

D. Murals: A mural placed on a wall of a structure may be allowed in any commercial,
industrial, and other non-residential zone subject to the following requirements. All murals
shall be subject to the review and recommendation by the Development Review Committee
(DRC) and approval by the Commission.

@] A mural without text visible from the public right-of-way may be approved in addition to
(not counted as part of) the sign area allowed by the Development Code; a mural with

text shall comply with the sign area limitations applicable to the site.

[W] Murals that illustrate the local setting, history, or cultural significance as sources of
inspiration are encouraged.

[ The approval of a mural shall require that the review authority first fine that the colors,
placement, and size of the mural are visually compatible with the structure’s architecture,
and that the mural will serve to enhance the aesthetics of the City.

E. Mounting Details:

[] Mounting details may be placed on the Sign Plan or as a separate sheet but must include
the following:

[W] Description of material used in construction of sign.
[M Thickness and approximate weight of sign for suspended or projecting signs.

W] Means of exterior or interior lighting including shielding, type, and size of lamps (if
applicable).

[] For suspended signs provide details of anti-sway devices.
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SYMBOL | DESCRIPTION DETAIL
P-01 C.|.P. PEDESTRIAN CONCRETE PAVING - STANDARD GRAY 2/L3.01 .
Architecture.
Design.
-5 | C:.PPEDESTRIAN CONCRETE PAVING 12/13.01 Relationships.
PEBBLE 641' COLOR WITH ACID ETCH #3
144 North Orange Street
Orange, CA 92866
714 /639 - 9860
P-03 STABILIZED DECOMPOSED GRANITE 3/L3.01 Seal
TRUNCATED DOME MAT
P-04 2/L3.02
DARK GREY
P-05 CONCRETE PAVER FIELD 6/L3.01
COBBLE IN POTTERY
S-01 L9.01-L9.04
SALMON BAY
WALL SCHEDULE
SYMBOL DESCRIPTION DETAIL
W-01 42" HIGH CAST IN PLACE WALL - THE MIX L3.11
/ W-02 42" HIGH CAST IN PLACE WALL - MIDWAY L3.10
(E) UTILITIES
BOARD FORM WALL (MIDWAY) -
REFERTO SHEETL3.10 (E) MANHOLES TO REMAIN EDGING SCH EDU LE CD
BARREL AND SHOVEL SCULPTURE (MIDWAY) \L —= m
(QTY.2) - OWNERSHIP TO PROCURE - L L LIMIT OF WO-RK- Ll 7 SYMBOL DESCRIPTION DETAIL I
: ) !
TRUNCATED DOME MAT = \ <
() 6" WIDE C.|.P. CONCRETE BAND - ADJACENT TO PLANTING AND Z =
1 = E-01 4/13.01 O 4
s D.G. AREAS Ll S
" i LIGHT POST WITH FIXTURE - BY LIGHTING CONSULTANT . m O =
)
MIDWAY SIGN - REFER TO DETAIL '4', SHEET L3.09 FOR CONCEPT SITE AMENITIES SCHEDULE O CD N
] LIJ
ELEVATION. REFER TO SIGN FABRICATOR'S DRAWINGS FOR FINAL. — -
SYMBOL DESCRIPTION QTY _Z <>f
! : BOARD FORM WALL (MIDWAY) - 1 -
SA-02 REFER TO SHEET L3.10 (D 0. 3
TRASH RECEPTACLE =1 I ol <
= 2' LONG CONCRETE TABLE - — &
e B = REFER TO SHEET L3.07 SA-01 BIKE RACKS 8 Z O
| o N
! = |
! = ( )
Ay ; sA02 | | TRASH RECEPTACLE 5 L
CONCRETE PAVER | 1 I 5' LONG ADA ACCESSIBLE CONCRETE TABLE - =
— | L i REFER TO SHEET L3.05
i I | DECORATIVE POTTERY - REFER TO POTTERY
BIKE RACK - (QTY. 2) - l PLANS AND POTTERY SCHEDULE FOR POT IDENTIFICATION SA-03 NATURAL BOULDERS PER PLAN
LINEAR POTTERY - REFER TO POTTERY
DECORATIVE POTTERY - REFER TO POTTERY I
PLANS AND POTTERY SCHEDULE FOR POT IDENTIFICATION I I PLANS AND POTTERY SCHEDULE FOR POT IDENTIFICATION <ZE
| | . 1
10' LONG CONCRETE COMMUNAL TABLE - SA-02 al
REFER TO SHEET L3.03 TRASH RECEPTACLE Z
| | | | | | | | | | | | | | | | O
LIMIT OF WORK -/
5' LONG CONCRETE TABLE - —
REFER TO SHEET L3.04 O
D)
=
Project Number: 2023-0208
Plan Check Number: 22bld-0325
04-14-2023 50% DD SET
04-28-2023 100% CD SET
GENERAL CONSTRUCTION PLAN NOTES 06-12-2023 REVISION
1. REFER TO GENERAL NOTES AND LEGENDS, SHEET L0.02 FOR GENERAL CONSTRUCTION NOTES AND ABBREVIATIONS.
2. REFER TO FINISH SCHEDULE, SHEET L1.00 FOR FINISH INFORMATION.
3. REFER TO POTTERY & SITE AMENITIES PLANS FOR POTTERY & SITE AMENITIES IDENTIFICATION.
4. CONTRACTOR TO VERIFY ALL QUANTITIES PRIOR TO PURCHASE AND INSTALLATION.
5. ] HATCH DENOTES PLANTING AREA.
6. [ ] HATCH DENOTES DECOMPOSED GRANITE.
7. ALL FURNITURE TO BE HANDLED BY FFE CONSULTANT, UNLESS SPECIFIED ON LANDSCAPE PLANS.
8. ALL CIVIL INFORMATION AND SITE UTILITIES SHOWN ON THESE PLANS ARE FOR REFERENCE ONLY. REFER TO APPROPRIATE
CONSULTANT DRAWINGS.
9. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND ALL INFORMATION AGAINST EXISTING CONDITIONS PRIOR TO THE START OF
CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE OWNER'S REP. OR ARCHITECT OF ANY DISCREPANCIES.
10. CONTRACTOR SHALL VERIFY ALL UTILITIES PRIOR TO CONSTRUCTION AND SHALL BE HELD LIABLE FOR ALL DAMAGES INCURRED
DURING CONSTRUCTION. S HE E T
11. CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL SLEEVES AS NECESSARY FOR IRRIGATION DESIGN PRIOR TO
INSTALLATION OF CONCRETE PAVING.
12. CONTRACTOR SHALL NOT WILLFULLY PROCEED WITH CONSTRUCTION WHEN IT IS OBVIOUS THAT UNKNOWN OBSTRUCTIONS
N AND/OR GRADE DIFFERENCES EXIST THAT MAY NOT HAVE BEEN KNOWN DURING DESIGN. SUCH CONDITIONS SHALL BE
IMMEDIATELY BROUGHT TO THE ATTENTION OF THE OWNER. THE CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR ALL
NECESSARY REVISIONS DUE TO FAILURE TO GIVE SUCH NOTIFICATIONS.
13. ALL CONSTRUCTION AND INSTALLATION OF LANDSCAPE ITEMS SHALL BE PER LOCAL CODES AND ORDINANCES.
14. THE CONTRACTOR SHALL VERIFY ALL MEASUREMENTS AND SHALL BE RESPONSIBLE FOR THE PROPER EXECUTION OF ALL
DETAILS OF INSTALLATION INCLUDING COORDINATION OF DESIGN INTENT WITH LANDSCAPE ARCHITECT. ANY CONSTRUCTION NOT
MEETING THE APPROVAL OF THE OWNER OR THE LANDSCAPE ARCHITECT SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE
(L™ gy S B WITH ACCEPTABLE CONSTRUCTION. .
01 3 5 10 15 20 15. ALL GRADING ON SITE SHALL HAVE POSITIVE SURFACE DRAINAGE (2% MINIMUM GRADE IN PLANTING AREAS) AWAY FROM
STRUCTURES AND TERMINATING IN AN APPROVED DRAINAGE SYSTEM.
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PAVING AND COBBLE SCHEDULE

SYMBOL | DESCRIPTION DETAIL

P-01 C..P. PEDESTRIAN CONCRETE PAVING - STANDARD GRAY 2/13.01

Architecture.

Design.
o C.I.P PEDESTRIAN CONCRETE PAVING 12/13.01 Relationships.

'PEBBLE 641' COLOR WITH ACID ETCH #3

144 North Orange Street
Orange, CA 92866
714 /639 - 9860

P-03 STABILIZED DECOMPOSED GRANITE 3/L3.01 Seal
TRUNCATED DOME MAT

P-04 DARK GREY 2/13.02

P-05 CONCRETE PAVER FIELD 6/L3.01

COBBLE IN POTTERY

501 SALMON BAY 19.01-L9.04
WALL SCHEDULE
SYMBOL | DESCRIPTION DETAIL
W-01 42" HIGH CAST IN PLACE WALL - THE MIX L3.11
) I W-02 42" HIGH CAST IN PLACE WALL - MIDWAY L3.10
BUILDING OVERHANG
EDGING SCHEDULE
SA-02 SYMBOL | DESCRIPTION DETAIL
TRASH RECEPTACLE
o 6" WIDE C.I.P. CONCRETE BAND - ADJACENT TO PLANTING AND 4/13.01
AT D.G. AREAS '

BIKE RACK - (QTY. 2)

SITE AMENITIES SCHEDULE
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MCKNIGHT CROSSING

|
|
‘ o
|
BOARD FORM WALL (THE MIX) -
REFER TO SHEET L3.11 | P-05
SHADE STRUCTURE AT THE MIX - CONCRETE PAVER FIELD SYMBOL | DESCRIPTION QTY
REFER TO SHEET L3.15 ‘
\ 2' LONG CONCRETE TABLE -
BUILDING COLUMNS 7 REFER TO SHEET L3.07 SAD1 BIKE RACKS 8
|
10' LONG CONCRETE COMMUNAL TABLE - i THE MIX SIGN - REFER TO DETAIL '6' SHEET L3.08 FOR
REFER TO SHEET L3.03 | CONCEPT ELEVATION. REFER TO SIGN ]
x FABRICATOR'S DRAWINGS FOR FINAL. SA-02 TRASH RECEPTACLE 5
. fo
oy <> ;
[V
\// o
5' LONG ADA ACCESSIBLE CONCRETE TABLE - 2 X = SA-03 NATURAL BOULDERS PER PLAN
REFER TO SHEET L3.05 . “ iy 2
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O : ,
SA-02 / = < P-04 <C
TRASH RECEPTACLE 4 TRUNCATED DOME MAT D__I
I 4 O BOARD FORM WALL (THE MIX) -
E-0f . REFER TO SHEET L3.11 =
6" WIDE CONCRETE BAND - TYP. I )
MINERS AND MULE SCULPTURES (THE MIX) - : o ~ | SHADE STRUCTURE AT THE MIX - —
- OWNERSHIP TO PROCURE ¢ % REFER TO SHEET L3.15 —
x J A | ')
2 28T SA-01 >
ol O Ly ® BIKE RACK - (QTY. 2) T
= I—
z1 W
|
SA-03 SA-02 P
NATURAL BOULDERS 1 TRASH RECEPTACLE @)
. I FESTOON LIGHTING - BY LIGHTING CONSULTANT @)
I I I EE . I I I I B S B .
5' LONG CONCRETE TABLE - LIMIT OF WORK
REFER TO SHEET L3.04
Project Number: 2023-0208
Plan Check Number: 22bld-0325
04-14-2023 50% DD SET
04-28-2023 100% CD SET
GENERAL CONSTRUCTION PLAN NOTES 06-12-2023 REVISION
1. REFER TO GENERAL NOTES AND LEGENDS, SHEET L0.02 FOR GENERAL CONSTRUCTION NOTES AND ABBREVIATIONS.
2. REFER TO FINISH SCHEDULE, SHEET L1.00 FOR FINISH INFORMATION.
3. REFER TO POTTERY & SITE AMENITIES PLANS FOR POTTERY & SITE AMENITIES IDENTIFICATION.
4. CONTRACTOR TO VERIFY ALL QUANTITIES PRIOR TO PURCHASE AND INSTALLATION.
5. [ ] HATCH DENOTES PLANTING AREA.
6. [___] HATCH DENOTES DECOMPOSED GRANITE.
7. ALL FURNITURE TO BE HANDLED BY FFE CONSULTANT, UNLESS SPECIFIED ON LANDSCAPE PLANS.
8. ALL CIVIL INFORMATION AND SITE UTILITIES SHOWN ON THESE PLANS ARE FOR REFERENCE ONLY. REFER TO APPROPRIATE
CONSULTANT DRAWINGS.
9. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND ALL INFORMATION AGAINST EXISTING CONDITIONS PRIOR TO THE START OF
CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE OWNER'S REP. OR ARCHITECT OF ANY DISCREPANCIES.
10. CONTRACTOR SHALL VERIFY ALL UTILITIES PRIOR TO CONSTRUCTION AND SHALL BE HELD LIABLE FOR ALL DAMAGES INCURRED
DURING CONSTRUCTION. S HE E T
11. CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL SLEEVES AS NECESSARY FOR IRRIGATION DESIGN PRIOR TO
INSTALLATION OF CONCRETE PAVING.
12. CONTRACTOR SHALL NOT WILLFULLY PROCEED WITH CONSTRUCTION WHEN IT IS OBVIOUS THAT UNKNOWN OBSTRUCTIONS
N AND/OR GRADE DIFFERENCES EXIST THAT MAY NOT HAVE BEEN KNOWN DURING DESIGN. SUCH CONDITIONS SHALL BE

IMMEDIATELY BROUGHT TO THE ATTENTION OF THE OWNER. THE CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR ALL
NECESSARY REVISIONS DUE TO FAILURE TO GIVE SUCH NOTIFICATIONS.

13. ALL CONSTRUCTION AND INSTALLATION OF LANDSCAPE ITEMS SHALL BE PER LOCAL CODES AND ORDINANCES.

14. THE CONTRACTOR SHALL VERIFY ALL MEASUREMENTS AND SHALL BE RESPONSIBLE FOR THE PROPER EXECUTION OF ALL
DETAILS OF INSTALLATION INCLUDING COORDINATION OF DESIGN INTENT WITH LANDSCAPE ARCHITECT. ANY CONSTRUCTION NOT

MEETING THE APPROVAL OF THE OWNER OR THE LANDSCAPE ARCHITECT SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE

10" ™ ™ ™ — WITH ACCEPTABLE CONSTRUCTION. .

o1 35 1 15 20 15. ALL GRADING ON SITE SHALL HAVE POSITIVE SURFACE DRAINAGE (2% MINIMUM GRADE IN PLANTING AREAS) AWAY FROM
STRUCTURES AND TERMINATING IN AN APPROVED DRAINAGE SYSTEM.
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%" SCREENED DECOMPOSED GRANITE ON GRADE 3" MIN. THICK LAYER.
STABILIZE WITH BINDER

FILTER FABRIC / WEED BARRIER IN BETWEEN D.G. AND AGGREGATE BASE.
TURN UP AT EDGES.

VERTICAL CHANGE ;" MAXIMUM.

ADJACENT PAVING / FINISH SURFACE - REFER TO CONSTRUCTION PLANS
FOR TYPE

COMPACTED SUBGRADE PER SOILS REPORT RECOMMENDATIONS

TYPE Il AGGREGATE BASE - 6" MIN. PER GEOTECHNICAL SOILS REPORT

DOOOOOO

GENERAL NOTES:
A.  SEE FINISH SCHEDULE FOR FINISH INFORMATION.
B.  CONTRACTOR TO VERIFY AGGREGATE BASE DEPTH PRIOR TO INSTALLATION.

A

N\
O,

N\
©

QOOOOOO

CONCRETE PAVING. REFER TO PLANS FOR COLOR, SCORING, FINISH, AND
TEXTURE

FINISH GRADE. -1" AT LAWN AREAS. -2" AT GROUND COVER AREAS
THICKNESS PER CITY STANDARDS

#3 REBAR @ 18" 0.C. BOTH WAYS

COMPACTED SUBGRADE PER GEOTECH REPORT

AGGREGATE BASE PER GEOTECH REPORT

3" RADIUS EDGE

VAPOR BARRIER UNDER CONCRETE SLAB

GENERAL NOTES:

A.  APPLY MATTE SEALER TO ALL CONCRETE FLATWORK

B. SUBGRADE PREPARATION, COMPOSITION AND COMPACTION SHALL
ADHERE TO GEOTECHNICAL SOILS REPORT RECOMMENDATIONS

C. CONCRETE TYPE, THICKNESS, PSI AND REINFORCEMENT FOR
ON-GRADE PAVEMENT SHALL ADHERE TO GEOTECHNICAL SOILS
REPORT RECOMMENDATIONS AND/OR CIVIL ENGINEER

D. ALL NEW CONCRETE PAVING SHALL COMPLY WITH HANDICAPPED
ACCESSIBILITY REQUIREMENTS

E. CONTRACTOR TO PROVIDE 4' X 4' SAMPLE FOR REVIEW AND
APPROVAL BY LANDSCAPE ARCHITECT PRIOR TO
CONSTRUCTION

F.  REFER TO MASTER FINISH SCHEDULE FOR ENHANCED CONCRETE

PAVING WITH HAND SEEDED FINISH.

8"

" RADIUS EDGE AT PEDESTRIAN PAVING AND 7" RADIUS EDGE AT

EXPANSION JOINTS:
VEHICULAR PAVING *

INSTALL EXPANSION JOINTS AT LOCATIONS AND INTERVALS AS SHOWN
ON CONSTRUCTION PLANS AND WHERE CONCRETE PAVING ABUTS
BUILDINGS, CURBS, OR OTHER STRUCTURES
e ON SURFACES LESS THAN 15" WIDE INSTALL EXPANSION JOINTS 15' O.C.
MAX OR AS REQUIRED. MONOLITHIC SLABS ARE NOT TO EXCEED 200 S.F.
e  AFTER THE CURING PERIOD, EXPANSION JOINTS SHALL BE CAREFULLY

CLEANED AND FILLED WITH JOINT COMPOUND TO 3" BELOW ADJACENT
PAVED SURFACE TO AVOID SPILLING ON PAVED SURFACES OR
OVERFLOWING FROM JOINT
e  PRE-MOLDED JOINT FILLER: NON EXTRUDING AND RESILIENT FILLER
(BITUMINOUS TYPE) CONFORMING TO ASTM D1751
SEALANT: SIKAFLEX-2C TWO COMPONENT POLYURETHANE SEALANT.
INSTALL 3" DEEP. USE CHEMICAL CURE FOR INSTALLATIONS DEEPER THAN
1". COLOR TO MATCH ADJACENT PAVING. BOND BREAKER TYPE TO BE AS
RECOMMENDED BY SEALANT MANUFACTURER.
e  CONTRACTOR TO PROVIDE 6" LONG CURED SAMPLE OF SEALANT,
BACKER ROD AND JOINT FILLER TO LANDSCAPE ARCHITECT FOR
VERIFICATION OF GENERAL DESIGN CONFORMANCE PRIOR TO
3/g" INSTALLATION

FINISH SURFACE - REFER TO CONSTRUCTION PLANS
2" JOINT FILLER

BACKER ROD

TWO-COMPONENT POLYURETHANE SEALANT - REFER TO NOTES THIS
DETAIL

3" DIA. X 12" LONG STEEL SLIP DOWEL @ 24" O.C. SPEED DOWEL NO. PSD °
12/NO.4 (800) 531-3355

QOOOOOO

VERTICAL SURFACE

GENERAL NOTES:
A.  LOCATE JOINTS AS SHOWN ON CONSTRUCTION PLANS
CAULKING COLOR SHALL MATCH COLOR OF ADJACENT PAVING
B.  JOINTS AND OTHER EDGES SHALL BE FORMED IN THE FRESH
CONCRETE USING AN EDGING OR GROOVER TOOL TO PROVIDE

SMOOTH UNIFORM IMPRESSIONS
: 3/8" Z’iﬁg" J@

—— L U—

<
3/4"L
»

SCORE JOINT

7
= - == DEPTH OF SAW CUT SHALL BE 1/4 OF THEDEPTHOF =~
THE CONCRETE PAVING OR MINIMUM 1" DEEP, WHICH
EVER IS GREATER
EXPANSION JOINT
SAWCUT JOINT

®

O—

®
©
v
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B. ALL END PAVERS TO BE MORTAR SET @ ROCK MULCH - 13" - 2" THICK - REFER TO MASTER FINISH SCHEDULE ON-GRADE PAVEMENT SHALL ADHERE TO GEOTECHNICAL SOILS ON-GRADE PAVEMENT SHALL ADHERE TO GEOTECHNICAL SOILS O
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SYSTEM 'B": EXISTING 1-INCH IRRIGATION WATER METER, WITH BACKFLOW
PREVENTER, AND MASTER VALVE. NOTED FOR INFORMATION ONLY.
PROTECT IN PLACE. MAXIMUM PEAK FLOW DEMAND OF 20 G.P.M.

CITY STATIC WATER PRESSURE LISTED AS 80 P.S.1.

IRRIGATION CONSTRUCTION MODIFICATION KEY:

LOCATION OF SYSTEM 'B' CONTROLLER: REMOVE EXISTING STATION CONTROLLER AND REPLACE
WITH NEW 20-STATION VERSION IN ITS PLACE. PROVIDE NEW EQUIPMENT AS SPECIFIED FOR
REPLACEMENT INSTALLATION. REFER TO EQUIPMENT LEGEND LISTING ON SHEET L4.00A.

@ ROUTE FIVE (5) NEW CONTROLLER WIRES, ONE COMMON WIRE AND TWO (2) SPARE CONTROL WIRES
INSTALLED WITHIN 1.25-INCH PVC CONDUIT ROUTED TO NEW MAIN LINE PIPING CONNECTION LISTED
WITH ITEM 16 BELOW. ROUTE CONTROLLER WIRES WITH NEW MAIN LINE PIPING AS ASSIGNED WITH
NEW VALVE STATIONS.

CONNECT NEW MAIN LINE TO EXISTING MAIN LINE PIPING AT THIS LOCATION. LOCATE AND

INTERCEPT EXISTING MAIN LINE PIPING AT EXISTING DRAIN VALVE LOCATED WITH TREE STATION 'B7'.

ADAPT NEW PVC PIPING AS REQUIRED FOR PERMANENT CONNECTION.
EXISTING IRRIGATION SYSTEM 'B' IS REFERENCED TO ORIGINAL IRRIGATION PLAN SET FOR:

McKNIGHT CROSSING SHOPPING CENTER, PREPARED BY CAROL BROWN, SHEETS L5 THROUGH L9,
DATED 11/21/2022 FOR THE CLIENT REVISION ISSUE.

SEE IRRIGATION PLAN SHEET L4.01 FOR CONTINUATION.
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IRRIGATION CONSTRUCTION MODIFICATION KEY:

EXISTING CONTROL VALVE - RELOCATE TO NEW LOCATION PER CONSTRUCTION IMPROVEMENTS.

CONNECT NEW DRIP SYSTEM TO EXISTING VALVE STATION - PROVIDE NEW DRIP VALVE ASSEMBLY
AT NEW LOCATION.

CONNECT NEW TREES ASSIGNMENTS TO EXISTING TREE VALVE STATION - PROVIDE NEW DRIP
VALVE ASSEMBLY AT NEW LOCATION.

CONNECT NEW MAIN LINE PIPING TO EXISTING MAIN LINE PIPING AS PART OF CONTROL VALVE
RELOCATIONS TO NEW LANDSCAPE PLANTING AREA. ADAPT PIPING AS REQUIRED FOR PERMANENT
CONNECTION.

EXISTING MAIN LINE PIPING AND CONTROLLER WIRING - ACTUAL LOCATION NOT KNOWN IN FIELD.
PROTECT IN PLACE AND/OR RELOCATE WHERE REQUIRED.

EXISTING LATERAL LINE PIPING - PROTECT IN PLACE.

CONNECT NEW LATERAL LINE PIPING TO EXISTING LATERAL LINE PIPING. ADAPT PIPING AS
REQUIRED FOR PERMANENT CONNECTION.

© Q@ @ ® ©@ ©®

CONNECT EXISTING CONTROL WIRE AND COMMON WIRE TO RELOCATED CONTROL VALVE AND
CONNECT FOR AUTOMATIC OPERATION.

©

TO IRRIGATION SYSTEM 'A' POINT-OF-CONNECTION AT 1-INCH WATER METER - EXISTING WATER
PRESSURE LISTED AS 80 PSI ON McKNIGHT SHOPPING CENTER IRRIGATION PLAN SHEET L6, DELTA 2
CLIENT REVISION ISSUE DATED 11/21/2022. ACTUAL LOCATION NOT KNOW DUE TO NEW
CONSTRUCTION IMPROVEMENTS. VERIFY WITH GENERAL CONTRACTOR.

LOCATION OF IRRIGATION CONTROLLER 'A" MOUNTED TO BUILDING WALL AS NOTE ON PLAN SHEET
WITH ITEM 9 LISTED ABOVE. CONTROLLER HAS 14-STATION CAPACITY WITH 10-STATIONS ASSIGNED
AND OPERATES A MASTER VALVE.

@

PROVIDE NEW CONTROL VALVE ASSEMBLY FOR PLANTER POT ASSIGNMENT.

PROVIDE AND INSTALL NEW CONTROLLER WIRING ROUTED BACK TO EXISTING CONTROLLER'A’,
COORDINATE ROUTING THROUGH NEW CONSTRUCTION IMPROVEMENTS AS REQUIRED. CONNECT TO
CONTROL VALVE FOR AUTOMATIC OPERATION.

NEW PRESSURE MAIN LINE PIPING ROUTING TO SYSTEM 'B' WATER METER - REFER TO SYSTEM 'B'
IRRIGATION KEY MAP SHOWN ON SHEET L4.00E.
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"I HAVE COMPLIED WITH THE CRITERIA OF THE ORDINANCE AND APPLIED THEM ACCORDINGLY FOR THE
EFFICIENT USE OF WATER IN THE IRRIGATION DESIGN PLANS".

See Sheet L4.00B for Irrigation Water Use Data.
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COORDINATE INSTALLATION OF PIPING
UNDER PAVEMENT AND THROUGH WALLS
WITH CONSTRUCTION, TYP.

[
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06\ 1" / |

AREA=768 Sk
TUBING=580 LF

/‘oy
2 / B14 \
28\ 1" / M
AREA=23 SF i
PLANTER POTS \
|
PROVIDE SPARE N— - —

WIRES AT ECWV.

SPARE WIRE NOTE:

SEE: L4.01

MATCH LINE Q

PROVIDE TWO SPARE WIRES AND ONE SPARE COMMON WIRE CONTINUOUSLY FROM AUTOMATIC CONTROLLER TO
LAST ELECTRIC CONTROL VALVE BOX, FOLLOWING MAIN LINE ROUTE. ALLOW 30—INCH EXPANSION LOOP AT
EACH CONTROL VALVE ALONG MAIN LINE ROUTING. THE LOCATIONS FOR SPARE WIRES ARE IDENTIFIED ON

DRAWING WITH THE WORDS "PROVIDE SPARE WIRES AT ECV".

IRRIGATION CONSTRUCTION MODIFICATION KEY:

© Q@ @ ®» @ O

©

S

®@ ®Oc

EXISTING CONTROL VALVE - RELOCATE TO NEW LOCATION PER CONSTRUCTION IMPROVEMENTS.

CONNECT NEW DRIP SYSTEM TO EXISTING VALVE STATION - PROVIDE NEW DRIP VALVE ASSEMBLY
AT NEW LOCATION.

CONNECT NEW TREES ASSIGNMENTS TO EXISTING TREE VALVE STATION - PROVIDE NEW DRIP
VALVE ASSEMBLY AT NEW LOCATION.

CONNECT NEW MAIN LINE PIPING TO EXISTING MAIN LINE PIPING AS PART OF CONTROL VALVE
RELOCATIONS TO NEW LANDSCAPE PLANTING AREA. ADAPT PIPING AS REQUIRED FOR PERMANENT
CONNECTION.

EXISTING MAIN LINE PIPING AND CONTROLLER WIRING - ACTUAL LOCATION NOT KNOWN IN FIELD.
PROTECT IN PLACE AND/OR RELOCATE WHERE REQUIRED.

EXISTING LATERAL LINE PIPING - PROTECT IN PLACE.

CONNECT NEW LATERAL LINE PIPING TO EXISTING LATERAL LINE PIPING. ADAPT PIPING AS
REQUIRED FOR PERMANENT CONNECTION.

CONNECT EXISTING CONTROL WIRE AND COMMON WIRE TO RELOCATED CONTROL VALVE AND
CONNECT FOR AUTOMATIC OPERATION.

TO IRRIGATION SYSTEM 'A' POINT-OF-CONNECTION AT 1-INCH WATER METER - EXISTING WATER
PRESSURE LISTED AS 80 PSI ON McKNIGHT SHOPPING CENTER IRRIGATION PLAN SHEET L6, DELTA 2
CLIENT REVISION ISSUE DATED 11/21/2022. ACTUAL LOCATION NOT KNOW DUE TO NEW
CONSTRUCTION IMPROVEMENTS. VERIFY WITH GENERAL CONTRACTOR.

LOCATION OF IRRIGATION CONTROLLER 'A' MOUNTED TO BUILDING WALL AS NOTE ON PLAN SHEET
WITH ITEM 9 LISTED ABOVE. CONTROLLER HAS 14-STATION CAPACITY WITH 10-STATIONS ASSIGNED
AND OPERATES A MASTER VALVE.

PROVIDE NEW CONTROL VALVE ASSEMBLY FOR PLANTER POT ASSIGNMENT.

PROVIDE AND INSTALL NEW CONTROLLER WIRING ROUTED BACK TO EXISTING CONTROLLER 'A’,
COORDINATE ROUTING THROUGH NEW CONSTRUCTION IMPROVEMENTS AS REQUIRED. CONNECT TO
CONTROL VALVE FOR AUTOMATIC OPERATION.

NEW PRESSURE MAIN LINE PIPING ROUTING TO SYSTEM 'B' WATER METER - REFER TO SYSTEM 'B'
IRRIGATION KEY MAP SHOWN ON SHEET L4.00E.

See Sheet L4.00A for Irrigation Legends and Notes.
See Sheet L4.00B for Irrigation Water Use Data.

N
See Sheets L4.00C and L4.00D for Irrigation Specifications. 10 Mt p—
See Sheet L4.00E for Irrigation System 'B' Key Map. 01 35 10 15 20
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| — IRRIGATION CONSTRUCTION MODIFICATION KEY:

EXISTING CONTROL VALVE - RELOCATE TO NEW LOCATION PER CONSTRUCTION IMPROVEMENTS.

CONNECT NEW DRIP SYSTEM TO EXISTING VALVE STATION - PROVIDE NEW DRIP VALVE ASSEMBLY
AT NEW LOCATION.

CONNECT NEW TREES ASSIGNMENTS TO EXISTING TREE VALVE STATION - PROVIDE NEW DRIP
VALVE ASSEMBLY AT NEW LOCATION.

CONNECT NEW MAIN LINE PIPING TO EXISTING MAIN LINE PIPING AS PART OF CONTROL VALVE
RELOCATIONS TO NEW LANDSCAPE PLANTING AREA. ADAPT PIPING AS REQUIRED FOR PERMANENT
CONNECTION.

SYSTEM A’
POINT—OF —CONNECTION

]

‘A1 THROUGH'A7’ A ‘

EXISTING MAIN LINE PIPING AND CONTROLLER WIRING - ACTUAL LOCATION NOT KNOWN IN FIELD.
PROTECT IN PLACE AND/OR RELOCATE WHERE REQUIRED.

EXISTING LATERAL LINE PIPING - PROTECT IN PLACE.

CONNECT NEW LATERAL LINE PIPING TO EXISTING LATERAL LINE PIPING. ADAPT PIPING AS
REQUIRED FOR PERMANENT CONNECTION.

SHOPPING CENTER

® Q0@ © ® © OO0
MCKNIGHT CROSSING

CONNECT EXISTING CONTROL WIRE AND COMMON WIRE TO RELOCATED CONTROL VALVE AND
CONNECT FOR AUTOMATIC OPERATION.

©

TO IRRIGATION SYSTEM 'A' POINT-OF-CONNECTION AT 1-INCH WATER METER - EXISTING WATER
PRESSURE LISTED AS 80 PSI ON McKNIGHT SHOPPING CENTER IRRIGATION PLAN SHEET L6, DELTA 2
CLIENT REVISION ISSUE DATED 11/21/2022. ACTUAL LOCATION NOT KNOW DUE TO NEW
CONSTRUCTION IMPROVEMENTS. VERIFY WITH GENERAL CONTRACTOR.

mimimim S,

IE H |
O DDDDO

& @
i cininia

LOCATION OF IRRIGATION CONTROLLER 'A" MOUNTED TO BUILDING WALL AS NOTE ON PLAN SHEET
WITH ITEM 9 LISTED ABOVE. CONTROLLER HAS 14-STATION CAPACITY WITH 10-STATIONS ASSIGNED
AND OPERATES A MASTER VALVE.

S

CONTROLLER A’ CA I'

PROVIDE NEW CONTROL VALVE ASSEMBLY FOR PLANTER POT ASSIGNMENT.

PROVIDE AND INSTALL NEW CONTROLLER WIRING ROUTED BACK TO EXISTING CONTROLLER'A’,
COORDINATE ROUTING THROUGH NEW CONSTRUCTION IMPROVEMENTS AS REQUIRED. CONNECT TO
CONTROL VALVE FOR AUTOMATIC OPERATION.
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IRRIGATION CONSTRUCTION MODIFICATION KEY:

_—

@ EXISTING CONTROL VALVE - RELOCATE TO NEW LOCATION PER CONSTRUCTION IMPROVEMENTS.

@ CONNECT NEW DRIP SYSTEM TO EXISTING VALVE STATION - PROVIDE NEW DRIP VALVE ASSEMBLY
AT NEW LOCATION.

CONNECT NEW TREES ASSIGNMENTS TO EXISTING TREE VALVE STATION - PROVIDE NEW DRIP
VALVE ASSEMBLY AT NEW LOCATION.

CONNECT NEW MAIN LINE PIPING TO EXISTING MAIN LINE PIPING AS PART OF CONTROL VALVE
RELOCATIONS TO NEW LANDSCAPE PLANTING AREA. ADAPT PIPING AS REQUIRED FOR PERMANENT
CONNECTION.

EXISTING MAIN LINE PIPING AND CONTROLLER WIRING - ACTUAL LOCATION NOT KNOWN IN FIELD.
PROTECT IN PLACE AND/OR RELOCATE WHERE REQUIRED.

EXISTING LATERAL LINE PIPING - PROTECT IN PLACE.

Qe @ ® ©

CONNECT NEW LATERAL LINE PIPING TO EXISTING LATERAL LINE PIPING. ADAPT PIPING AS
REQUIRED FOR PERMANENT CONNECTION.

©)

CONNECT EXISTING CONTROL WIRE AND COMMON WIRE TO RELOCATED CONTROL VALVE AND
CONNECT FOR AUTOMATIC OPERATION.

See Sheet L4.00A for Irrigation Legends and Notes.
See Sheet L4.00B for Irrigation Water Use Data.

See Sheets L4.00C and L4.00D for Irrigation Specifications. 1 e
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— T R LT ] Architecture.
2| Lk = 2 | Design.
= ||-|:-| === . Relationships.
@ ‘: M:| E| | |: | " lj 144 North Orange Street
| |:| | @ PLAN VIEW ‘U:ﬂ:ﬂ:ﬂ:ﬁ(ﬂ Orange, CA 92866
@— —T > e 714/ 639 - 9860
LEGEND 3 © T 4/_@
QUICK COUPLING VALVE.
U%M%ME_T —5) SCHEDULE 40 PVC MAIN LINE PIPING. NN
ST =TT \@ FINISH GRADE. % %
4 | | &
LEGEND H ,l_ SCHEDULE 80 PVC SUIP TEE.

(5) 3/4" CRUSHED ROCK — 8" DEEP.

(1) FINISH GRADE. SECTION_ SCHEDULE 40 PVC STREET ELBOW. SECTION
(2) PRESSURE MAIN LINE PIPING. COMMON RED BRICK — 4 REQUIRED.
(3) DEPTH OF MAIN LINE PIPING © 24 MINIMUM DEPTH, INCLUDING BELOW PEDESTRIAN PAVEMENT. (8) SCHEDULE 40 PVC ELBOW — 3/4°

(4) NON—PRESSURE LATERAL LINE PIPING.

CURB, WALK, OR OTHER HARDSCAPE FEATURE- w Consultant
(5) PROVIDE 2" DEPTH OF CLEAN BACKFILL BELOW PIPING. TYPICAL.

HEE R0 OEERRREEERO

(10) SCHEDULE 80 PVC 3/4” — 2" MINIMUM, LENGTH AS REQUIRED. (1) BALL VALVE.
> ?sznszgzr cs:EGgA; g::IlI-.EL ANl;EEO:::gﬁc TIONS FOR BACKFILL & COMPACTION REQUIREMENTS () STANLESS STEEL COMPRESSION CLAMP; TWO (2) REQUIRED. (2) MAN LINE PIPNG.
Al A A - A Al A M .
(1) QU SET BOX FLUSH WITH FINISH GRADE OF TURF, AND SET 3" ABOVE FINISH GRADE IN (3) SCHEDULE 40 PVC PIPE — B—INCH SIZE.
(8) CONTROL WIRES — BUNDLE AND TAPE EVERY 10—FEET — INSTALL ADJACENT TO PRESSURE MAIN LINE. GROUND COVER AREAS. () FINISH GRADE. .
(9) CURB, PAVING OR WALL. TYPICAL. SCHEDULE 80 PVC NIPPLE — 6° MINIMUM, 12" MAXIMUM LENGTH. (5) 3/4" CRUSHED ROCK — 12 MINIMUM DEPTH. Mesa Logo.jpg
(10 NATVE sOLL SCHEDULE 80 PVC NIPPLE — 3/4” x 17 LENGTH. (6) ROUND VALVE BOX — BLACK IN COLOR — HEAT BRAND THE LETTERS "GV" WITH 2°
NOTES: BOLT-DOWN ROUND VALVE BOX, BLACK IN COLOR — IDENTIFY THE LETTERS "QCV" HIGH CHARACTERS.
1. LOCATE SIGNAL CABLE WITHIN MAIN LINE AND CONTROL WIRE TRENCH WHERE POSSIBLE. ON COVER PER SPECIFICATIONS. SCHEDULE 80 PVC NIPPLE (THREADED ONE END) AND PVC SLIP COUPLING (TYPICAL).
2. INSTALL MAIN LINE WITH 36" SOIL COVER BELOW VEHICULAR PAVEMENT. _ . SET VALVE BOX FLUSH WITH CONCRETE, 1 ABOVE TURF & 3" ABOVE GROUND COVER
3. COORDINATE TRENCHING WITH ALL OTHER EXISTING/NEW UTILITIES AND UNDERGROUND STRUCTURES. REBAR STAKE — #4 X 36" MINIMUM LENGTH. SECURE AT QUICK COUPLER BODY ONLY. © AND SHRUB AREAS.
17) LANDSCAPE FABRIC — WRAP SIDES & BOTTOM OF BOX TO COVER ALL OPENINGS.
5 N.T.S. N.T.S. *I N.T.S.
TRENCHING ToNRIO] QUICK COUPLING VALVE . BALL VALVE BVLdwg
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-
e T N A,
y XA " R IRIIRARAK (1) ROUND VALVE BOX. 2
= Z di==li==fl==} 9
2 1= —==" (2) EDGE OF TURF, PAVEMENT, FENCE, CURB,
E T TR T ETC.
2 Al 1= 24” 8
' 'ﬁm'__ 3 ] (3) RECTANGULAR VALVE BOX. TYP.
' (4) RECTANGULAR JUMBO VALVE BOX.
24"
— : ) NOTES: ]
[ l - LEGEND
@_/ A. gEgVTE:TNXAa_{Evig\);EOVER VALVE TO FACILITATE ELECTRIC CONTROL VALVE DRIP ASSEMBLY @ SCHEDULE 40 PVC LATERAL
24 SET VALVE BOXES 3-INCHES MAXMUM ABOVE GRAGE IN scusouu:) 80 PVC NIPPLE (TYPICAL, LENGTH AS (1) SCHEDULE 40 PVC MALE ADAPTER
B. - MAXIMUM REQUIRED
MULCH COVER OR GROUNDCOVER/SHRUB AREAS — SET (3) 30-INCH COL LINEAR LENGTH OF CABLE (1) SCHEDULE 80 PYC NIPPLE, SHORT (1 OF 3)
SECTION. BOX 1-INCH ABOVE FINISH GRADE IN TURF AREAS. (13 SCHEDULE 80 FULL PORT PVC UNION
LEGEND (4) WATERPROOF WIRE CONNECTORS X
0 PAVEMENT NOTE: VALVE BOXES INSTALLED ONLY WHERE PERMITTED. (5) RECTANGULAR VALVE BOX — BLACK IN COLOR — SCHEDULE 40 PVC MAIN LlNE PIPING
- HEAT BRAND VALVE STATION NUMBER ON LD IN (15 3/4" CRUSHED ROCK — 8" DEEP
g BASE MATERIAL. C. SET VALVE BOXES PARALLEL TO ONE ANOTHER AND @ 2" HIGH CHARACTERS. (16) COMMON RED BRICK — 4 REQUIRED CZ>
BACKFILL MATERIAL. PERPENDICULAR TO EDGE. CHRISTY'S I.D TAG — (NUMBERED TO MATCH " @p)
SCHEDULE 80 PVC NIPPLE (2" LENGTH,
(4) LATERAL LINES IN SCHEDULE 40 PVC SLEEVE. D, AVOID HEAVY COMPACTION OF SOIL AROUND VALVE DRAWINGS). BLACK IN COLOR  — ATTACH TO WRES™-' LiDDEN) AND SCHEDULE 40 PVC ELL — =
(5) PRESSURE MAIN LINE IN SCHEDULE 40 PVC SLEEVE. BOXES TO PREVENT THE DEFORMATION/COLLAPSE OF BOX (7) ToP OF MULCH (19) SCHEDULE 40 PVC TEE OR ELL AS REQUIRED <C I<_E
(6) CONTROL WIRES IN SCHEDULE 40 PVC SLEEVE. BASES. (8) FINISH GRADE (19 3-INCH IN SHRUB AREAS. O, L
() SCHEDULE 80 PVC ELL QQ) LANDSCAPE FABRIC ~ WRAP SIDES AND BOX % =)
NOTES: u—
NOTES: 1. PROVIDE 2—FOOT CLEAR DISTANCE BETWEEN VALVES; EACH VALVE SHALL HAVE ITS OWN
1. PIPING TO BE INSTALLED IN ACCORDANCE WITH MANUFACTURERS' INSTALLATION SPECIFICATIONS. CONNECTION TO MAIN LINE — INSTALL NO MULTIPLE ASSEMBLIES.
2. MAIN LINE, LATERAL LINES AND CONTROL WIRES SHALL BE SLEEVED BELOW HARDSCAPE ELEMENTS 2. ARRANGE VALVE BOXES AT RIGHT ANGLE TO HARDSCAPE EDGES.
WITH SCHEDULE 40 PVC, 2 TIMES THE DIAMETER OF THE PIPE OR WIRE BUNDLE WITHIN. 3. USE TEFLON TAPE ON THREADED FITTINGS. DO NOT USE PIPE DOPE.
N.T.S. N.T.S. N.T.S.
6 SLEEVE TRENCHING . 4 VALVE BOX LAYOUT VB0 2 ELECTRIC CONTROL VALVE - DRIP ECVDOT.dwg
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144 North Orange Street
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o’ 714 / 639 - 9860
Ne |
@\ - Seal
- / ==
i ) , | (1) DRIPUNE TUBING.
; o7 ; (2) ELBOW FITTING (BARB TYPE) — TYPICAL.
— (3) TEE AITTING (BARB TYPE) — TYPICAL.
(4) SCHEDULE 40 PVC PIPING TO DRIPLINE SYSTEM.
@ CONTROL VALVE DRIP ASSEMBLY. LEGEND:
LEGEND: (B) EDGE OF PLANTING AREA ASSIGNED TO DRIPLINE STATION. () DRIPUNE EMITTER TUBING.
(1) DRIPLNE EMITTER TUBING (PART OF EMITTER TUBING LAYOUT ARRANGEMENT). (7) REFER TO EQUIPMENT LEGEND FOR TUBING ROW SPACING. (2) AR /VACUUM RELIEF VALVE. —
LEGEND (2) PVC THREADED ADAPTER FITTING FOR CONVERSION TO PVC PIPING. CLEARANCE FROM DRIPLINE TUBING TO EDGE OF ASSIGNED PLANTING AREA EQUAL TO 1/2 (3) BARB TEE — HUNTER MODEL NO. PLD-050-TB-TEE — INS. X INS. X 1/2" FPT.
SSSISA (3) DRIP EMITTER — REFER TO EQUIPMENT LEGEND AND DRIP NOTES. TUBING ROW SPACING UNLESS NOTED ON PLAN. (4) SET TOP OF ROUND BOX FLUSH WITH THE TOP OF MULCH.
@';32;”;3&?(&:@“037359383%33&% %?—'Z%EEANT%P?&T.G JOINT ASSEMBLY. (4) SCHEDULE 40 PVC LATERAL LINE PIPING. (9) EXISTING UTILITY BOX OR PAVEMENT — ROUTE TUBING AROUND OBUECT. TYP. — SEE NOTE #3 BELOW. (5) 3/4 CRUSHED ROCK — 12" DEEP.
) (5) COMPRESSION ADAPTER FITTING. PROVIDE ONE (1) PVC PIPING CONNECTION PER 'SPECIFIED LENGTH' OF DRIPLINE TUBING TO COMPLY (6) 6-INCH BOLT—DOWN ROUND VALVE BOX — BLACK IN COLOR — HEAT BRAND THE ,
(2) LATERAL PIPE — SCHEDULE 40 PVC — 3/4" MINIMUM SIZE. (6) PLASTIC BARB ADAPTER FITTING. WITH MANUFACTURER’S DRIPLINE TUBING DESIGN FLOW SPECIFICATION — REFER TO DRIPLINE/PVC LETTERS "AV" WITH 2" HIGH CHARACTERS ON COVER. Mesa Logo.jpg
g TREE OR PALM. (7) PVC TUBING EXTENSION — 1/4” SIZE — BLACK IN COLOR — REFER TO LEGEND LISTING. NOTESP'P'NG CONNECTION(S) REQUIRED AS SHOWN ON PLANS. FINISH GRADE OF SOIL.
LATERAL LINE PIPING FROM ELECTRIC CONTROL VALVE. PROVIDE 5—FEET MAXIMUM LENGTH PER EMITTER. : _
1. REFER TO STATION CALLOUTS ON PLANS FOR SPECIFIC PERFORMANCE REQUIREMENTS AND (8) COMMON RED BRICK — 2 REQUIRED, TYPICAL.
(5) ROOT BALL NOTE: REFER TO DRIP IRRIGATION NOTES FOR DIRECTION AND INSTALLATION ARRANGEMENTS CONFIGURATION OF DRIPLINE LAYOUTS PER VALVE STATION.
NOTES: 1. INSTALL TREE BUBBLERS PER TREE BUBBLER POP-UP DETAIL, THIS SHEET. 2. PROVIDE COUPLING FITTING (BARB TYPE) — WHERE REQUIRED. NOTES:
2. ALIGN BUBBLER HEADS FACING VINES ON PALM WHERE INSTALLED. 3. INSTALL DRIPLINE TUBING IN ROWS SQUARE AND TRUE. DO NOT INSTALL TUBING OVER 1. USE TEFLON TAPE ON ALL MALE PIPE THREADS.

NON-— NT
/ | TREE BUBBLER LAYOUT s O |DRIP EMITTER CONNECTION ORI e ) ‘ SCHEMATIC DRIPLINE LAYOUT - TYPICAL ORPlojout . 1 AIR/VACUUM RELIEF ASSEMBLY ORPOO! S
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/
SN AL . l” m%m‘g 6
;.,]‘ FERNGAT e S 1 I=N=r==m - %ﬂgﬂﬂ I —©
i N\ 7 CIgELa e I®I_ 35 I
PLAN VIEW SI=E=T=INUE=TEE
E— =T A GJ—..&N PO,
F*W:\Tff (o) .
DRIPLINE MANIFOLD (TYPICAL) @
SECTION SECTION
LEGEND: ~0 @
(1) Por—up BoDY. LEGEND 3) 5 l_@
g zzﬁﬁi :g z\\lfz ::T;PE:L 6—INCH MINIMUM, AND 12—INCHES MAXIMUM LENGTH SECTION SCHEDULE 40 PVC RISER — LENGTH AS REQUIRED. LEGEND:
' ‘ LEGEND: = SCHEDULE 40 PVC TEE OR ELBOW FITTING FROM PVC RISER TO DRIPLINE () FINISH GRADE.
(4) SCHEDULE 40 PVC STREET ELL. (1) FINISH GRADE OF SOIL. TUBING. FITTING INCLUDES DRIPLINE ADAPTER(S) AS REQUIRED. (7)INSTALL BOX 2" ABOVE FINISH GRADE
SCHEDULE 40 PVC LATERAL LINE PIPE AND FITTING. '
g CHEDULE 80 PVC SHORT MPPLE (2) PLANT MATERIAL ROOTBALL. (3) DRIPLINE TEE, ELL OR COUPLER FITTING AS REQUIRED. (3) SCHEDULE 40 PVC SLIP COUPLER (LINE SIZE). CZ) -
B e : 3 MULCH LAYER. (4) DRIPLINE EMITTER TUBING. (4) COMMON RED BRICK SUPPORTS (2 REQUIRED). =
: PVC DISTRIBUTION TUBING — LENGTH OF TUBING EXPOSED ABOVE MULCH LAYER SHALL NOT . —
@ ADJACENT PAVING EDGE OR CURB. EXCEED 6" — LENGTH OF TUBING PER PLANT SHALL NOT EXCEED S LF. @ SCHEDULE 40 PVC PIPING SUPPLY LINE TO ELECTRIC CONTROL VALVE. @ SCHEDULE 40 PVC BALL VALVE - 1/2 (S X S)' < <
') NSTALL TOP OF POP—UP 4" AWAY FROM PAVING EDGE IN TURF AREAS AND DISTRIBUTION TUBING STAKE— LOCATE STAKE WITHIN PLANT ROOTBALL — INSTALL 2—3" FROM (6) LIMIT OF PLANTER OR PAVEMENT EDGE. (6) PVC FLEXBLE HOSE {BLACK) - 1/2" DIAMETER (NON-IPS) — 3-FT. MINMUM LENGTH - o
SET 6" AWAY FROM PAVING EDGE IN PLANTING BEDS. DRIP EMITTER. (7) SOIL COVER OVER DRIPLINE TUBING — INSTALL AT 2—INCHES DEPTH. E LL
SET POP—UP BODY 1/2—INCH ABOVE FINISH GRADE IN TURF AND 2—INCHES ABOVE DRIP EMITTER — LOCATE ONE EMITTER PER PLANT ABOVE MULCH IN UNOBSTRUCTED VIEW AND (8) FINISH GRADE. (7) SCHEDULE 40 PVC SLIP FIT REDUCER BUSHING (1/2 X 3/8) AS REQUIRED. r -
GROUND IN SHRUB AND GROUND COVER PLANTING AREAS. LOCATED ON HIGH SIDE OF BASIN WHEN SLOPE CONDITION IS PRESENT. () MULCH LAYER (8) DRIPLINE SYSTEM PIPING. =
NOTE: (7) CONNECTION TO DRIP LINE TUBING. REFER TO DRIPLINE DETAILS FOR ADDITIONAL INFORMATION. ' (9) 3/4 CRUSHED GRAVEL — PROVIDE 1 CUBIC FOOT.
1. USE TEFLON TAPE ON THREADED FITTINGS. NOTES: (10) ROUND VALVE BOX WITH BOLT-DOWN COVER — BLACK IN COLOR — HEAT BRAND
REFER TO DRIP NOTES FOR ADDTIONAL INFORMATION. THE LETTERS FO' ON LD IN 2" HIGH CHARACTERS.
N.T.S. N.T.S. N.T.S. N.T.S.
3 TREE BUBBLER POP-UP SPYPO 0 DRIP EMISSION OUTLET DRIPTOZ dwg 4 DRIPLINE - TYPICAL PIPING CONNECTIONS DRIPem2.dwg 2 FLUSH OUT (DRIPLINE SYSTEM) ORIPFOD!
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1 | TREE TO BE REMOVED

= LMIT OF Wopye

2 | CERCIS CANADENSIS

36" BOX | FOREST PANSY REDBUD

2 | ACER RUBRUM

60" BOX | RED MAPLE

; MATCH LINE
SEE:L6.02

HE N
LIMIT OF W

MATCH LINE Q
SEE: L6.02

BOTANICAL NAME
SYMBOL SIZE Q1Y REMARKS WUCOLS
COMMON NAME
ACER RUBRUM .
RED MAPLE 60" BOX 2 STANDARD MODERATE
MODERATE
CALOCEDRUS DECURRENS "
INCENSE CEDAR 48" BOX 2 STANDARD CALIFORNIA
NATIVE
CERCIS CANADENSIS 'FOREST
PANSY' 36" BOX 4 MULTI-TRUNK MODERATE
FOREST PANSY REDBUD
VERY LOW
CERCIS OCCIDENTALIS ]
WESTERN REDBUD 36" BOX 2 MULTI-TRUNK CALIFORNIA
NATIVE
e
/
/
\ [ EXISTING TREES TO REMAIN - PROTECT IN PLACE
\
\
~ —_
PR
/ N\
[ X EXISTING TREE TO BE REMOVED
\
\ ~ /
NOTES
1. REFER TO GENERAL NOTES AND LEGENDS, SHEET L0.02A-L0.02B FOR GENERAL CONSTRUCTION NOTES
AND ABBREVIATIONS.
2. REFER TO TREE AND SHRUB LEGEND ON PLANTING SHEETS FOR PLANTING INFORMATION.
3. QUANTITIES LISTED ARE FOR CONVENIENCE ONLY. LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE
FOR VERIFYING ALL PLANT QUANTITIES PRIOR TO FINAL BID.
4. LANDSCAPE CONTRACTOR TO PROVIDE PHOTOGRAPHS WITH MEASUREMENTS OF ALL PLANT MATERIAL
FOR REVIEW AND APPROVAL BY LANDSCAPE ARCHITECT PRIOR TO PURCHASE.
5. ALL PLANTER AREAS SHALL BE WATERED WITH AN AUTOMATIC IRRIGATION SYSTEM.
6. ALL PLANT MATERIAL SHALL BE APPROVED ON SITE BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.
IF THE PLANT MATERIAL DOES NOT MATCH THE QUALITY AND CHARACTER OF THE APPROVED DIGITAL
N PHOTOGRAPHS, OR IF THE PLANT MATERIAL HAS BEEN INSTALLED WITHOUT PRIOR APPROVAL, THE
LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REJECT SUCH PLANT MATERIAL(S) AT THE CONTRACTOR'S
EXPENSE.
7. FINAL LOCATION OF ALL PLANT MATERIAL SHALL BE SUBJECT TO APPROVAL BY THE LANDSCAPE
ARCHITECT PRIOR TO INSTALLATION.
8. ON-SITE SOIL SHALL NOT BE USED FOR RAISED PLANTERS. PLANTER MIX PER SPECIFICATIONS.
9. SPECIMEN TREES TO BE TAGGED BY LANDSCAPE ARCHITECT.
10" ™ ™ ™ — 10. ALL PLANTING AREAS TO RECEIVE TOP DRESSING WITH A MINIMUM 2" THICK LAYER PER SPECIFICATIONS.
01 3 5§ 10 15 20 CONTRACTOR TO PROVIDE SAMPLES TO LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO

INSTALLATION.
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NOTES

1. REFER TO GENERAL NOTES AND LEGENDS, SHEET L0.02A-L0.02B FOR GENERAL CONSTRUCTION NOTES

AND ABBREVIATIONS.

2. REFER TO TREE AND SHRUB LEGEND ON PLANTING SHEETS FOR PLANTING INFORMATION.

3. QUANTITIES LISTED ARE FOR CONVENIENCE ONLY. LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE

FOR VERIFYING ALL PLANT QUANTITIES PRIOR TO FINAL BID.

4. LANDSCAPE CONTRACTOR TO PROVIDE PHOTOGRAPHS WITH MEASUREMENTS OF ALL PLANT MATERIAL
FOR REVIEW AND APPROVAL BY LANDSCAPE ARCHITECT PRIOR TO PURCHASE. S HE E T
5. ALL PLANTER AREAS SHALL BE WATERED WITH AN AUTOMATIC IRRIGATION SYSTEM.

6. ALL PLANT MATERIAL SHALL BE APPROVED ON SITE BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.
IF THE PLANT MATERIAL DOES NOT MATCH THE QUALITY AND CHARACTER OF THE APPROVED DIGITAL
N PHOTOGRAPHS, OR IF THE PLANT MATERIAL HAS BEEN INSTALLED WITHOUT PRIOR APPROVAL, THE

LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REJECT SUCH PLANT MATERIAL(S) AT THE CONTRACTOR'S
EXPENSE.

7. FINAL LOCATION OF ALL PLANT MATERIAL SHALL BE SUBJECT TO APPROVAL BY THE LANDSCAPE
ARCHITECT PRIOR TO INSTALLATION.

8. ON-SITE SOIL SHALL NOT BE USED FOR RAISED PLANTERS. PLANTER MIX PER SPECIFICATIONS.
9. SPECIMEN TREES TO BE TAGGED BY LANDSCAPE ARCHITECT.
10' h-—_~ 10. ALL PLANTING AREAS TO RECEIVE TOP DRESSING WITH A MINIMUM 2" THICK LAYER PER SPECIFICATIONS.
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SQUARED STEEL PLANTER T :
70709] | (AFTERNOON DEL) 1/19.02 6 | EXISTING STEEL PLANTER 134" L X 133"W X 30" H STEEL NATURAL YES NO :
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RECTANGULAR WEATHERED STEEL PLANTER | o PLANTER TO BE TOURNESOL | WWW.TOURNESOL.COM
orad] | BTG e 2/19.02 4 | WILSHIRE COLLECTION / MODEL NO. : WWR-WS602430 60" L X 24"W X 30" H NATURAL WEATHERED STEEL YES HARDLINED RRIGATED | RUSSELL DANIELS (RDANIELS@TOURNESOL.COM) | 510.240.6847 PROCESS.
STONE YARD INC. | WWW.STONEYARDINC.COM
POT05 EEEXQETZ/??TENRTEETFE ,RP%L;“;{%ZPSL(;*NTER 1/19.03 2 | ZARAGOSA PLANTER : P68-R3230 32" DIA. X 30" H CHENZA NATURAL/GFRC YES ] ARPEI)-I_AI\ZEEFTFIS GBETED 760.280.9927 ATTN: CLAIRE VANNETTE |
PR CLAIREV@CARLSBADMSG.COM
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POT06 EEF@?@L%‘EXE?EE FF,{;)ZUF'{“;; 1LANTER 2/19.03 2 | PRIMITIVE PLANTER : P32-R2721 27" DIA. X 21" H RUSTICO NATURAL/GFRC YES ] ARPDLSHEEFTRTF?I C?ETED 760.280.9927 ATTN: CLAIRE VANNETTE |
: P32- CLAIREV@CARLSBADMSG.COM
STONE YARD INC. | WWW.STONEYARDINC.COM
POT 07 &T&%&Lﬁg?ﬁgg Egg?ND PLANTER 1/19.04 2 | MILL PLANTER : P06-R2421 24" DIA. X 21" H TERRON NATURAL/GFRC YES ] AR%SHEEFTJS GBETED 760.280.9927 ATTN: CLAIRE VANNETTE |
- Foe- CLAIREV@CARLSBADMSG.COM
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Outdoor Gathering Spaces

NOTE:
* Also Included in the Application are Shop Design documents for Vertical Sign Specs
* In the Master Sign Criteria, revised document, these are signs #6, 7 & 8
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Gathering Spaces @

NOTE: Formal Detailed Building Plans are being submitted to the City and will comply with City Standards
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Gathering Spaces @ The Grove
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Gathering Spaces @ The Grove
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SEEL1.02

NEW CONCRETE CURBE -
REFER TO CIVIL DRAWINGS

Outdoor Gathering Spaces
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Gathering Spaces @ Midway

Outdoor Gathering Spaces
Page 10



. Gathering Spaces @ Midway

BOARD FORM WALL (MIDWAY) -

|[E) UTILITES

REFER TO SHEETL3.10

BARREL AND SHOVEL SCULPTURE (MIDWAY)
(QTY.2) - OWNERSHP TO PROCURE

204

LIMIT OF WORK l
- o - - =V

TRUNCATED DOME MAT

MIDWAY SIGN - REFER TO DETAL '¢', SHEET L3.09 FOR CONCEPT
ELEVATION. REFER TO SIGN FABRICATOR'S DRAWINGS FOR FINAL.

SA02

LIMIT OF Wi

|E} MANHOLES TO REMAIN

LIGHT POST WITH FIXTURE - BY LIGHTING CONSULTANT

TRASH RECEPTACLE

LUIAIT OR WORK

CONCRETE PAVER

SAD1
BIKE RACK- (QTY. 2)

DECORATIVE POTTERY - REFER TO POTTERY
PLANS AND POTTERY SCHEDULE FOR POT IDENTIFICATION

10’ LONG CONCRETE COMMUNAL TABLE -

BOARD FORM WALL (MIDWAY) -
REFER TO SHEETL3.10

Z LONG CONCRETE TABLE -
REFER TO SHEET L307

5 LONG ADA ACCESSIBLE CONCRETE TABLE -

REFER TO SHEET L3.0S

DECORATIVE POTTERY - REFER TO POTTERY
PLANS AND POTTERY SCHEDULE FOR POT IDENTIFICATION

LINEAR POTTERY - REFER TO POTTERY
PLANS AND POTTERY SCHEDULE FOR POT IDENTIFICATION

SA-02

REFER TO SHEET L3.03

5'LONG CONCRETE TABLE
REFER TO SHEET L3.04

Page 11

TRASH RECEPTACLE
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Gathering Spaces @ The Mix

Outdoor Gathering Spaces
Page 12



BUILDING OVERHANG

SA02

TRASH RECEFTACLE

SAD

BIKE RACK - (UTY. 2)

BOARD FORM WALL (THE MLX) -

REFER TO SHEETL3 1
SHADE STRUCTURE AT THE MIX -

REFER TO SHEET L3115

BUILDING COLUMNS

107 LONG CONCRETE COMMUMAL TABLE -

REFER TO SHEET L3.03

5'LOMG ADA ACCESSIELE CONCRETE TABLE -

REFER TO SHEET L3.05

=)

TRASH RECEFTACLE

E-H

6 WIDE COMCRETE BAND - TYF.
MIMERS AND MULE SCULPTURES [THE MIX) -

- OWNERSHIF TO PROCURE

SA03

Gathering Spaces @ The Mix

P8
CONCRETE PAVER FIELD

T LOMG CONCRETE TAELE -
REFERTO SHEET L3.07

- -
LIMIT OF WORK

THE MLX SIGN - REFER TO DETAIL & SHEET L3.0& FOR
COMCEPT ELEVATION. REFER TO SIGN
FABRICATOR'S DRAWINGS FOR FINAL

{E) UTILITY VALLT - PROTECT IN PLACE

{pet ]
TRUNCATED DOME MAT

BOARD FORM WALL [THE MLX) -
REFER TO SHEET L3.11

HADE STRUCTURE AT THE MIX -
REFER TO SHEET L3.15

HATURAL BOULDERS

5'LOWG COMCRETE TABLE -

sam
BIKE RACK - (QTY_ 3

sz
TRASH RECEPTACLE

h-———ﬁ—-—n

REFER TO SHEET L3.04

Page 13

FESTOON LIGHTING - BY LIGHTING COMSULTANT
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€@ The Grove @ The Mix € mipway

1,645 sf 1,829 sf
Stamped Concrete Color Pavers

1,611 sf
Color Pavers

Total sf ~ 5,000 sf

Outdoor Gathering Spaces
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Shrub

LANDSCAPING

Planting

Enhanced & Detailed Landscape Plans also being submitted to the City for Review

BN

BEIE

TREE GUYING - MULTI-TRUNK

Pottery

Page 15
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MURALS OVERVIEW
Creating Community Gathering Spaces

B wnN e

Murals are without text visible from a public right-of-way
Murals illustrate the local setting, history and cultural significance as sources of inspiration

The colors, placement and size of the murals are visually compatible with the Center's architecture
The Murals will serve to enhance the aesthetes of the Center and of the City.

Page 1
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The Grove

\

Murals Locations

Wolf Creek

Midway

SPD

Mountains

J

Train

The Mix




CREATING COMMUNITY
GATHERING SPACES

Reconstructed Entrance
@ TARGET
Creating Sense of Arrival




Site Plan

* Parking
* Tenant sf Space

o The Grove

@ The Mix

€ miDwAy

9 The Mix

€ mipway

0 The Grove




Site Plan

* Parking
* Tenant sf Space

o The Grove

@ The Mix

€ miDwAy

Q The Mix

€ mipway

0 The Grove




Murals @ The Grove — Actual Photos

Page 6 MURALS



e Mural on wall of Target
@ Midway

Total sf = 851 sf

Page 7 MURALS



Total sf = 1,976

Note: Conceptual, As Approved by Management

Murals on sides of SPD
@ The Mix

Page 8
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Management Approved Renderings

MURALS
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McKNIGHT CROSSING

SIGN CRITERIA
Revised 9/5/23 3:32 PM

All companies bidding to manufacture:

All companies bidding to manufacture these signs are advised that
no substitute will be accepted by purchaser whatsoever, unless so
indicated in the specifications and approved by landlord and
tenant. Any deviation from these specifications may result In
purchaser®s refusal to accept same.

All manufacturers are advised that prior to acceptance and final
payment, each unit will be 1inspected for conformance by an
authorized representative of the developer. Any signs found not
in conformance will be rejected and removed at the owner®s expense.

A.  GENERAL SPECIFICATIONS
Al Tenant shall submit before fabrication four copies of the
proposed sign to the owner for approval. These drawings
must include location, size and style of lettering,
material, type of illumination, installation details,
color selections and logo design. One plan is to be
colored and submitted for approval.
B. All permits for signs and their installation shall be
obtained from the City of Grass Valley and paid
for by the tenant prior to installation.
1. No animated, flashing or audible signs will be
ﬁermitted- i ) i
o0 exposed lamps or tubing will be permitted.
All signs and their installation shall comply with
all local building and electrical codes.
. No exposed raceways, crossovers or conduit will be
permitted.
All. cabinets, conductors, transformers and other
equipment shall be concealed.
Painted lettering will not be permitted.
Channel letters without interior neon illumination
will be accepted.
- Any existing signage for a tenant space must be
removed prior to installation of a new signage
package.

B. LOCATION OF SIGNS

0 N O M O WN

1. All signs or advertising devices advertising an
individual use, business or building shall be attached
to the building at a location to be determined by the
lessor.

Tenant"s Initials

Landlord®s Initials



DESIGN PERFORMANCE (WALL MOUNTED)

1. The total sign area shall not exceed one square foot
per lineal foot of frontage of the premises. Except
as allowed i1n Variance V80-02 Item 5, dated July
23, 1981. Sign area will Dbe measured by
circumscribing a rectangle around each individual
letter of sign case.

2. Width of sign must not exceed 60% of shop
width, including logo.

3. The total sign area for 111 W. McKnight Way premises
(Target) is: 338 sqg. ft. for primary wall sign plus
21 sq. ft. and 36 sq. ft. for each of two secondary
signs.

4. The total sign area to exceed 50 sqg. ft. on the
premises of tenants other than Target 1is hereby
conditionally approved (for buildings A-F);
provided that such signs shall be confined to a
space of 20 inches maximum in height, except for
one SPD sign not to exceed 60 inches in height and
a maximum of 2/3 the premises in length; that the
total sign area shall not exceed 1-1/2 sq. ft. per
linear foot of frontage at the premises; that
graphic symbols (logos) as well as letters shall be
confined within iIn the space iIndicated above.

5. Total vertical sign height not to exceed 24-.
The maximum height for letters iIn the sign is 18 inches.

6. Signs shall be composed of individual or script
lettering. Sign boxes and cans will not be
permitted. Logos will be considered on a case by
case basis. Colors will also be approved on a case
by case basis.

7. Plastic surfaces: Rohm and Haas company®s Plexiglas shall
be used, i1n colors noted, 3/16" thick.

8. Acrycap retainers used at the perimeter of sign

letter faces shall be gold, or approved on a case by
case basis.

Tenant®"s Initials

Landlord®s Initials



For any spaces over 6,000 square feet and with over
90 feet of lineal frontage of the premise, the
allowable sign area shall not exceed 1.28 square
foot per lineal foot of frontage. The total
vertical sign height 1s not to exceed 54 inches.
The maximum height of letters In the sign iIs 42
inches. Width of the sign must not exceed 60% of
the tenant frontage, 1including logo. For these
spaces, a non-illuminated background behind the
lettering is permitted not to exceed the allowable

sign area.

D. DESIGN PERFORMANCE (FREESTANDING PYLON, MONUMENT &

DIRECTIONAL SIGNS)

SIGN 1 PROPOSED PYLON SIGN (NORTHEAST CORNER OF SITE):

DOUBLE FACED, FREESTANDING:

147-0" w. x 22°-0"

CENTER I.D. -
(EACH SIDE)
TENANT I1.D. -

h. x 3"-0" d.

"McKNIGHT CROSSING"

6" HIGH MAX. ACRYLIC LETTERS
"ATHELAS BOLD ITALIC"™ FONT ON
8 SQ. FT. FIELD

DOWN LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

"Target” 16" HIGH MAX. LETTERS
PRINTED ON ACRYLIC PANELS
"ARIEL BOLD"™ FONT ON

16 SQ. FT. FIELD

DOWN LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

OTHER TENANTS - 12' HIGH MAX.
LETTERS

PRINTED ON ACRYLIC PANELS

FONT VARIES ON 16 SQ. FT. FIELD
DOWN LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

(TYPICAL OF 3 ON EACH SIDE)

TOTAL SIGNAGE AREA

= 58 SQ. FT. EACH SIDE
TOTAL FACE AREA = 252 SQ. FT. EACH SIDE

TOTAL
TOTAL

116 SQ. FT.
504 SQ. FT.

Tenant®"s Initials

Landlord®s Initials



SIGN 2 PROPOSED TENANT MONUMENT SIGN (WEST DRIVEWAY ENTRANCE
FROM McKNIGHT WAY):

DOUBLE FACED, FREESTANDING:
17°-4" w. x 5"-6" h. x 17-2" d.

CENTER 1.D. - "McKNIGHT CROSSING"
5" HIGH MAX. ACRYLIC LETTERS
"ATHELAS BOLD ITALIC"™ FONT ON
8 SQ. FT. FIELD
DOWN LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

(EACH SIDE)

TENANT 1.D. - 8" HIGH MAX.
LETTERS, PRINTED ON ACRYLIC PANELS
FONT VARIES ON

7 SQ. FT. FIELD

DOWN LIT W/LED LIGHTING

SHIELDED BY SIGNAGE FRAME

(TYPICAL OF 4 ON EACH SIDE)

TOTAL SIGNAGE AREA = 36 SQ. FT. EACH SIDE 72 SQ. FT. TOTAL
TOTAL FACE AREA = 94 SQ. FT. EACH SIDE, 188 SQ. FT. TOTAL

SIGN 3 PROPOSED 1.D. MONUMENT SIGN (EAST DRIVEWAY ENTRANCE FROM

MCKNIGHT WAY):

DOUBLE FACED, FREESTANDING:
8"-4" w. x 5"-0" h. x 17-2" d.

CENTER 1.D. - "McKNIGHT CROSSING"
6" HIGH MAX. ACRYLIC LETTERS
"ATHELAS BOLD ITALIC"™ FONT ON
8 SQ. FT. FIELD
DOWN LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

(EACH SIDE)
TOTAL SIGNAGE AREA = 12 SQ. FT. EACH SIDE 24 SQ. FT. TOTAL
TOTAL FACE AREA = 34 SQ. FT. EACH SIDE 68 SQ. FT. TOTAL

Tenant®s Initials

Landlord®™s Initials



SIGN 4 PROPOSED DIRECTIONAL SIGN (NORTH OF BLDG. “A”):

SINGLE FACED, FREESTANDING:
47-0" w. x 47-0" h.

CENTER 1.D. - "McKNIGHT CROSSING"
3" HIGH MAX. VINYL LETTERS
"ATHELAS BOLD ITALIC"™ FONT ON
8 SQ. FT. FIELD

DIRECTIONAL

INFORMATION - "DELIVERIES" & "PARKING"
4 1/2" HIGH MAX, VINYL LETTERS
"ARIEL" FONT ON BRUSHED ALUMINUM
SIGN FACE

(ONE SIDE)

TOTAL SIGNAGE AREA = 12 SQ. FT.

DAIRECTIONAI
|48 BAN=n iy my B4R 7y =

Tenant®"s Initials

Landlord®s Initials



NEW 8.1.2023
SIGN 6 PROPOSED 1.D. MONUMENT SIGN (THE GROVE):

SINGLE FACED, FREESTANDING:
9"-6" w. x 20"-0" h. x 52" d.

CENTER 1.D. - ™"the Grove"
27-6" HIGH MAX. ACRYLIC LETTERS
"TBD'" FONT ON
60 SQ. FT. FIELD
CHANNEL LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

(ONE SIDE)
TOTAL SIGNAGE AREA = 60 SQ. FT. 60 SQ. FT. TOTAL
TOTAL FACE AREA = 60 SQ. FT. 60 SQ. FT. TOTAL

SIGN 7 PROPOSED 1.D. MONUMENT SIGN (THE MIX):

SINGLE FACED, FREESTANDING:
46" w. x 127-2" h. x 24" d.

CENTER 1.D. - 'the Mix"
17 HIGH MAX. ACRYLIC LETTERS
"TBD'" FONT ON
207-8" SQ. FT. FIELD
CHANNEL LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

(ONE SIDE)
TOTAL SIGNAGE AREA = 207-8” SQ. FT. 20°-8 SQ. FT. TOTAL
TOTAL FACE AREA = 207-8” SQ. FT. 207-8” SQ. FT. TOTAL

SIGN 8 PROPOSED 1.D. MONUMENT SIGN (MIDWAY):

SINGLE FACED, FREESTANDING:
46" w. x 16"-10" h. x 20" d.

CENTER 1.D. - "MIDWAY"
17" HIGH MAX. ACRYLIC LETTERS
"TBD'" FONT ON
31 SQ. FT. FIELD
CHANNEL LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

(ONE SIDE)

TOTAL SIGNAGE AREA = 31 SQ. FT. 31 SQ. FT. TOTAL
TOTAL FACE AREA = 31 SQ. FT. 31 SQ. FT. TOTAL



SIGN 9  PROPOSED MONUMENT SIGN (Taylorville Road):

DOUBLE FACED, FREESTANDING:
7°-0" w. X 5°-0" h. x 4”-0" d.

CENTER 1.D. - "McKNIGHT CROSSING"
10" HIGH MAX. ACRYLIC LETTERS
"TBD'" FONT ON
12 SQ. FT. FIELD
CHANNEL LIT W/LED LIGHTING
SHIELDED BY SIGNAGE FRAME

(EACH SIDE)
TOTAL SIGNAGE AREA = 12 SQ. FT. EACH SIDE 12 SQ. FT. TOTAL
TOTAL FACE AREA = 12 SQ. FT. EACH SIDE 12 SQ. FT. TOTAL

Tenant®s Initials
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CONSTRUCTION REQUIREMENTS

1.

All exterior signs, bolts, Tfastenings, and clips
shall be enameling iron with porcelain enamel finish,
stainless steel, aluminum, brass or bronze. No
black iron materials of any type will be permitted.

All exterior letters on signs exposed to the weather
shall be mounted at least % from the building to
permit proper dirt and water drainage.

All letters shall be fabricated using TfTull
welded construction.

Location of. all openings for conduits in building
walls shall be indicated by sign drawings
submitted to the lessor.

All penetrations of the building structure required for
sign installation shall be neatly sealed In a
watertight condition.

No Hlabels will be permitted on the exposed surface

of signs except those required by local ordinance
which shall be applied in an inconspicuous location.
Sign contractor shall repair any damage to any work
caused by his work.

Lessee shall be fully responsible for the operations of
each of its sign contractors.

RESTRICTIONS

1.

2.

Vertical copy or signs projecting perpendicular to
the building are not permitted.

Logos or manufacturer-s decals, hours of
business, telephone numbers, etc., are limited to a
total of 144 sqg. in. per single door entrance. All
"Sale™ signs, special announcements, etc. are not
permitted on exterior or interior glass. such
advertising material must be set back 48" from glass
surface.

Advertising devices such as attraction boards,
posters, banners and flags will not be permitted.
Copy of tenant"s sign shall not include the product sold,
except as part of the tenant®s name or insignia.

Tenant®s Initials
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Temporary signs:

a. Temporary signs may be permitted upon the review and
approval of a sign permit by the Planning
Department.

b. Temporary signs shall be Jlimited 1In size
proportionately to the building or development
involved. The aggregate area of all temporary signs
on the premises ,shall not exceed two square feet for
each lineal foot of frontage, or a maximum of Fifty-
square feet total area, whichever is the lesser
area. Exceptions to this standard may be granted
by the Development review committee In accordance
with Chapter 17.38 of the Municipal Code.

C. Temporary signs shall be limited to four events per
year, not to exceed a period of 15 days per event;
d. The Planning Department or the Development Review

Committee may be more restrictive than these
standards or deny an application for temporary
sign permits. An action of denial must be based
on findings which may include the following:

l. The proposed sign would conflict with other
signs on the building or iIn the neighborhood.

2. The proposed sign would cause undesirable or
unattractive proliferation on the building or
in the neighborhood.

3. The proposed sign would result iIn too many
similar type signs on the building or iIn the
neighborhood.

4. The proposed sign may result in a public health
and safety hazard or nuisance.

5. The applicant has demonstrated poor performance
in complying with this ordinance or conditions
of permit approval for other signs.

G. PROHIBITED SIGNS

a.

Signs constituting a traffic hazard: No person shall
install or maintain or cause to be iInstalled or
maintained any sign which simulates or imitates in size,
color, lettering or design any traffic sign or signal,

or which makes use of the words, “STOP”, *“LOOK™,
“DANGER”, or any other words, phrases, symbols, or
characters in such a manner as to interfere with,
mislead or confuse traffic.

Tenant®s Initials
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Immoral or Unlawful Advertising: It shall be unlawful
for any person to exhibit, post, or display or cause to
be exhibited, posted or displayed upon any sign, anything
of an obscene, indecent, or immoral nature or unlawful
activity.

Signs on Doors, Windows or Fire Escapes: No window signs
will be permitted except as noted herein. No sign shall
be installed, relocated, or maintained so as to prevent
free iIngress to or egress from any door. No sign of any
kind shall be attached to a stand pipe except those signs
as required by code or ordinance.

Animated, Audible, or Moving Signs: Signs consisting of
any moving, swinging, rotating, TfTlashing, blinking,
scintillating, Tfluctuating or otherwise animated light
is prohibited.

Off-Premise Signs: Any signs, other than a directional
sign, installed for the purpose of advertising a project,
event, person or subject note related to the premises
upon which said sign is located are prohibited.

Vehicle Signs: Signs on or affixed to  trucks,
automobiles, trailers or other vehicles which advertise,
identify, or provide direction to a use of activity not
related to its lawful making or deliveries or sales of
merchandise or rendering of services from such vehicles,
is prohibited.

Light Bulb Strings and Exposed Tubing: External displays,
other than temporary decorative holiday lighting, which
consists of unshielded light bulbs, and open, exposed
neon or gaseous light tubing, are prohibited. An
exception hereto may be granted by the architect when the
display is an integral part of the design character of
the activity to which 1t relates.

Pennants, and Balloons used for Advertising. Purposes:
Flags, banners, or pennants, or a combination of same,
constituting an architectural feature which 1iIs an
integral part of the design character of a project may
be permitted subject to landlord and City approval.

Tenant®"s Initials
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9. Signs in Proximity to Utility Lines: Signs which have
Tess horizontal or vertical clearance from authorized
communication or energized electrical power lines than
that prescribed by the laws of the state of California
are prohibited.

10. Existing Non conforming Pylon Signs: No modification of
the existing pylon signs will be allowed without approval
of an exception to the sign ordinance by the Grass Valley
City Development Review Committee.

H. MISCELLANEOUS NOTES

1. The provisions of this Exhibit, except as otherwise
expressly provided 1i1n this Exhibit, shall not be
applicable to the identification signs of Department
Stores or other occupancy designated by the landlord as
a ""Major'™ or "Special™ tenant that my be located in the
Shopping Center, i1t being understood and agreed that
these occupants may have their usual sign on similar
buildings operated by them 1in California; provided,
however, there shall be no rooftop signs which are
flashing, moving, or audible and provided said sign is
architecturally compatible and has been approved by the
architect, owner and the City of Grass Valley.

l. GUARANTEE

1. The entire display shall be guaranteed for one (1) year
against defects 1iIn the material and workmanship.
Defective parts shall be replaced without charge, all
lamps excluded.

J. INSURANCE

1. Sign company shall carry workmen's compensation and
public liability insurance against all damage suffered
or done to any and all persons and/or property while
engaged i1n the construction of erection of signs 1In the
amount of $1,000,000/%$2,000,000.

K. ERECTION

1. .Sign company shall completely erect and connect
(including all wiring) sign display at approved sign
location.

END OF CRITERIA
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SIGN LOCATION PLAN

Rev 8.14.2023
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SIGN LOCATIONS

EXISTING:

Pylon - NE Corner 9
Tenant Monument — W Drive Entrance

1
2
3. ID Monument — E Drive from McKnight Way e
4 Directional — No Bldg A

5 Directional — Drive Entrance @ Taylorville Rd

NEW: a 6

6. The Grove
7. The Mix
8. Midway
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Signs — ID & Way Finding

Proposed
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