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Roll Up Door ( See note #1) 
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32" solid core interior wood door.(see note #6)
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Drain must be set 1"lower than exterior walls.Slope floor to drain. 
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Pre Engineered wood trusses 4-12 pitch
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6" thick concrete slab
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2 #5 rebar in lower bondbeam 
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Bond beam for the top 3 courses
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#5 cross bars 16" O/C 
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8" of compacted 3/4 road base gravel under footings and slab 
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18"x 24"Vent
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Light Stone 26 gauge metal Tuff RibHouse Wrap over 7/16 OBB
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8" Smooth Face CMU Block Paint Exterior to match existing building (Light blue) Use exterior acrylic paint over block primer
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4-12 roof pitch
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Gable
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Hildale City Headworks Building  

 

Notes: 

1. 6’ wide by 7’ tall steel rollup door to be provided by the city and installed by 

the contractor 

2. 3’ wide steel entry door, jamb, and hardware to be provided by the city and 

installed by the contractor 

3. 1 piece fiberglass shower stall (Everyday AcrylX 36 in. x 36 in. x 72 in. 1-

Piece Shower Stall with Center Drain in White or equal, with MOAN posi-

temp valve and trim {satin nickel finish} ) to be provided and installed by 

contractor 

4. Elongated toilet (KOHLER Highline Arc The Complete Solution 2-piece 1.28 

GPF Single Flush Elongated Toilet in White (Slow-Close Seat Included) or 

equal) to be provided and installed by contractor 

5. 24” wide by 12” tall obscure single vent vinyl window to be provided and 

installed by contractor 

6. 32” solid core interior door (JELD-WEN 32 in. x 80 in. 6 Panel Colonist 

Primed Left-Hand Textured Solid Core Molded Composite MDF Single 

Prehung interior Door with privacy knob {satin nickel finish} or equal) to be 

provided and installed by the contractor 

7. Baseboard on the interior wood walls and door casing to be provided and 

installed by contractor and painted to match interior walls and ceiling 

(finger joint pine) 

8. Electrical work and fixtures will be provided and installed by the city. 

9. Vanity cabinets, sinks, countertops, and hardware will be provided by the 

city and installed by the contractor.  

10.  Testing, inspections, and survey for this building will be provided by the 

city.  

11. All work must be done to local building standards. And to the satisfaction of 

the city.  

12. Only the items listed above will be provided by the city. All other materials 

and labor shown on the plans will be the contractor’s responsibility.  
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