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3.8.3	 Use traditional detailing

• Treat openings in walls as though they were constructed of
the traditional material for the style. For example, be sure to
provide substantial wall space above arches in stucco and
stone walls. Traditionally, wall space above the arch would
have been necessary to structurally span the opening, and
to make the space too small is inconsistent with the archi-
tectural style.

• Openings in walls faced with stone, real or synthetic, should
have defined lintels above the opening except in Mission or
Spanish Eclectic styles. Lintels may be stone, brick or wood
as suits the style of  the house.

• Treat synthetic materials as though they were authentic.
For example, select synthetic stone patterns that place the
individual stones in a horizontal plane as they would have
been in a load bearing masonry wall.

• Select roof  materials that are consistent with the traditional
architectural style (e.g., avoid concrete roof  tiles on a Crafts-
man Style house.)

3.8.4	 Materials changes

• Make materials and color changes at inside corners rather
than outside corners to avoid a pasted on look.

3.9	 ADDITIONS/ACCESSORY BUILDINGS/SECONDARY 
UNITS

• Site additions in the least conspicuous place. In many cases
this is a rear or side elevation - only rarely is it a rooftop.

• The existing built forms, components and materials should
be reinforced. Heights and proportions of  additions and
alterations should be consistent with and continue the
original architectural style and design.

• Additions should be subordinate, and compatible in scale
and proportion to the historically significant portions of
the existing structure.

• When an addition or remodel requires the use of  newly
constructed exterior elements, they should be identical in
size, dimension, shape and location as the original, and

Use stone or wood lintels over 
openings in stone walls

Additions, accessory buildings and secondary 
units should match the form, architectural 
style, and details of the original house

ATTACHMENT 5
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should utilize the same materials as the existing protected 
exterior elements.

•	 When an addition necessitates the removal of  architectural 
materials, such as siding, windows, doors, and decorative 
elements, they should be carefully removed and reused in 
the addition where possible.

•	 The introduction of  window and door openings not char-
acteristic in proportion, scale, or style with the original 
architecture is strongly discouraged (e.g., sliding windows or 
doors in a structure characterized by double hung windows 
and swinging doors).

•	 The character of  any addition or alteration should be in 
keeping with and subordinate to the integrity of  the original 
structure.

•	 The amount of  foundation exposed on the addition should 
match that of  the original building.

•	 Do not add roof  top additions where the roof  is of  historic 
significance.

•	 Second floor additions are discouraged in neighborhoods 
with largely one story homes. If  horizontal expansion of  
the house is not possible, consider incorporating a second 
floor addition within the roof  form as shown in the example 
to the left.

•	 Second floor additions which are not embedded within the 
roof  form should be located to the rear of  the structure.

•	 The height and proportion of  an addition or a second story 
should not dominate the original structure.

•	 Deck additions should be placed to the rear of  the struc-
ture only, and should be subordinate in terms of  scale and 
detailing.

•	 New outbuildings, such as garages, should be clearly subor-
dinate to the main structure in massing, and should utilize 
forms, materials and details which are similar to the main 
structure.

•	 Garages should generally be located to the rear of  the lot 
behind the rear wall of  the residence. One car wide access 
driveways should be utilized.

Original structure

Addition incorporated into the roof 
successfully adds space while respecting the 
integrity of the existing house and the scale of 
the neighborhood

Placing a two story addition to the rear can 
minimize its impact on the historic resource 
and the scale of the neighborhood
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3.10	 ARCHITECTURAL DETAIL
3.10.1		 Porches and Entries

•	 Select columns that are traditional to the architectural style 
of  the house. Take care in selecting columns with an ap-
propriate width to height ratio for the style. Except for a 
very few styles, the columns should have appropriate caps 
and bases with proportions typical of  the style.

•	 Provide a well proportioned beam between the column caps 
and the roof. Size and detail the beam so that it looks like 
a convincing structural member. It should be visible both 
from inside and outside of  the porch. A common problem 
is to make this element of  the porch too small or to face it 
with a material (e.g., siding) that would not carry the weight 
above if  it were structural. For most architectural styles, 
molding and trim will divide the beam vertically into three 
major elements of  varying height.

•	 Railings should generally be constructed of  wood unless the 
specific architectural style allows for metal or stone. Provide 
both top and bottom rails with the bottom rail raised above 
the porch floor level.

•	 Vertical balusters should be appropriate to the architectural 
style. Some are quite simple while others may have special 
shapes.

•	 Take care in designing porch stairs. They generally should 
match the porch floor (e.g., wood) or the sidewalk material 
if  other than concrete (e.g., brick). 

	 Note: All porches are expected to be usable and have a minimum depth of  
6 feet or preferably more.

3.10.2		 Balconies
•	 Avoid balconies that project more than 3 feet from the face 

of  the building unless they are typical of  the architectural 
style.

•	 Provide supporting brackets or beams that are large enough 
to clearly appear to provide structural support for the bal-
cony.

•	 Railings should be designed as discussed above for porch 
railings. For longer railings, intermediate posts with caps 
and bases should be used to break the railing into smaller 
increments.

3.10.3		 Brackets
•	 Brackets at roof  overhangs, balconies and bay windows 

should be designed to extend to fascia/balcony edge/pro-
jecting bay front or slightly beyond. Avoid stub brackets that 
do not appear substantial enough to support the element 
above.

Porch beam example with good 
depth and details

Some architectural styles suggest simple 
columns and railings

While others require much more refined 
details
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3.10.4		 Chimneys

•	 Chimneys should extend to ground level. Avoid cantilevers 
above the ground.

•	 Chimney materials, size, shape and height should be ap-
propriate to the architectural style and to the scale of  the 
house. Avoid undersized chimneys that are too narrow and 
too low. Add chimneys for gas fireplaces when the archi-
tectural style would normally feature chimneys.

•	 Provide chimney caps that are interesting and appropriate 
to the architectural style.  

3.10.5		 Roof flashing and vents

•	 Paint flashing and vents to match the color of  the roof.

3.10.6		 Skylights

•	 First, consider the use of  roof  dormers or clerestories 
instead of  skylights.

•	 Use flat profile skylights rather than domed models.

•	 Select glazing to avoid the feeling of  roof  beacons or lan-
terns that are highly visible from the street or neighboring 
properties.

3.11	 PRIVACY AND SOLAR ACCESS

3.11.1	 Minimize shadow impacts on adjacent properties
•	 Locate structures to minimize blocking sun access to liv-

ing spaces and actively used outdoor areas on adjacent 
homes.

3.11.2	 Minimize privacy intrusions on adjacent 
residences

•	 Windows should be placed to minimize views into the living 
spaces and yard spaces near neighboring homes.

•	 When windows are needed and desired in side building walls, 
they should be modest in size and not directly opposite 
windows on adjacent homes.

•	 Where possible, second floor windows that might intrude 
on adjacent property privacy should have sill heights above 
eye level or have frosted or textured glass to reduce visual 
exposure.

•	 Bay windows should be avoided on side walls where they 
would intrude on adjacent residents’ privacy.

•	 Second floor balconies and decks should be used only when 
they do not intrude on the privacy of  adjacent neighbors.


