
            AGENDA REPORT

Revision Date: 4.14.26

MEETING DATE: October 19, 2026 Regular

DEPARTMENT: Community Development Sara Leaders, Community Development 
and Public Works Director

SECTION OF AGENDA: First Presentation October 19, 2026
Unfinished Business November 2, 2026

AGENDA ITEM TITLE: Consideration of an Ordinance to Amend Section 10-22 (State Minimum Standards 
Adopted) of Chapter 10 (Building Regulations) of the Milton Code. 

STATEMENT OF 
PURPOSE:

The purpose of this agenda item is to adopt the Metro Water District Water Efficiency 
Code Requirements following completion of the Georgia Department of Community 
Affairs review.

FINANCIAL IMPACT: There is no direct financial impact to the City associated with adoption of the 
ordinance.

RECOMMENDED 
ACTION:

Approve an Ordinance to Amend Section 10-22 (State Minimum Standards Adopted) 
of Chapter 10 (Building Regulations) of the Milton Code.

EXECUTIVE SUMMARY:
The City of Milton is one of more than 90 municipalities within the Metropolitan North Georgia Water Planning 
District, a regional water planning district established by the Georgia General Assembly. As a municipality within 
the District, Milton is required to comply with the District's 2022 Water Resources Management Plan, which 
requires all member jurisdictions to adopt and maintain the Metro Water District Water Efficiency Code 
Requirements as local amendments to the Georgia State Minimum Standard Plumbing Code. During the City's 
2026 Metro Water District audit, Georgia Environmental Protection Division identified that Milton had not yet 
adopted the required amendments, resulting in an outstanding compliance item.

The proposed plumbing code amendment has completed review by the DCA and is now presented for Council 
adoption.

This action is not a discretionary policy decision. This ordinance implements the required water efficiency 
standards following completion of the Georgia Department of Community Affairs (DCA) review.

PURPOSE/BACKGROUND:
The Metropolitan North Georgia Water Planning District (Metro Water District) is a regional water planning district 
created by the Georgia General Assembly. The District includes 15 counties and more than 90 municipalities, 
including the City of Milton.



The map above shows the Metro North Georgia area and the counties included in the District. Milton is 
approximately located within the circled area on the map.

As a member jurisdiction of the Metropolitan North Georgia Water Planning District, Milton is required to 
implement applicable provisions of its 2022 Water Resources Management Plan. These include the Water 
Efficiency Code Requirements. EPD’s June 10 audit letter requested documentation that the City had adopted the 
required plumbing amendment.

The proposed plumbing code amendment has completed review by the Georgia DCA and is now presented for 
Council adoption to implement the required water efficiency standards.

STAFF ANALYSIS:
The proposed ordinance addresses the identified water conservation compliance item. The code amendments are 
included as Exhibit A to the ordinance. 

The amendment incorporates the Metro Water District’s Water Efficiency Code Requirements into the City’s 
implementation of the Georgia State Minimum Standard Plumbing Code. These requirements establish enhanced 
water efficiency standards for applicable construction and installations. DCA review is complete, and staff 
recommends adoption.

FINANCIAL IMPACT:
There is no direct financial impact to the City associated with adoption of the ordinance.

ALTERNATIVES CONSIDERED:
The City does not have discretion to decline compliance with the Metropolitan North Georgia Water Planning 
District's 2022 Water Resources Management Plan while remaining in compliance with applicable state and 



regional requirements. Failure to approve the Ordinance would not eliminate the City's obligation to implement the 
required Water Efficiency Code Requirements; it would only delay the City's ability to achieve compliance.

LEGAL AND REGULATORY CONSIDERATIONS:
O.C.G.A. § 8-2-25 establishes the process for adopting local amendments to the Georgia State Minimum Standard 
Codes. DCA review of the proposed plumbing amendment is complete, and the amendment is now presented for 
local adoption.

OPERATIONAL IMPACT:
Following the ordinance’s effective date, staff will apply the adopted water efficiency standards through applicable 
plan review and inspection procedures. Implementation will support the City’s water conservation efforts and help 
address the identified Metro Water District audit finding. Staff will update review procedures and provide guidance 
to applicants and contractors on the new requirements.

COMMUNITY/STAKEHOLDER IMPACT:
The amendments support water conservation by establishing clear requirements for applicable plumbing 
installations. Builders, designers, and plumbing contractors will need to account for these requirements in 
applicable projects and operations.

STRATEGIC ALIGNMENT:
Supports Strategic Priority #1, Goal #3 – Protect and Enhance Milton's Natural Environment.

STAFF RECOMMENDATION:
Approval of an Ordinance to Amend Section 10-22 (State Minimum Standards Adopted) of Chapter 10 (Building 
Regulations) of the Milton Code.

REVIEWS & APPROVALS:

Legal Review: Paul Frickey, Jarrard & Davis, LLP – October 8, 2026
Concurrent Review: Steven Krokoff, City Manager

ATTACHMENTS:
Ordinance
Exhibit A



STATE OF GEORGIA                                                                             ORDINANCE _________________ 

COUNTY OF FULTON  

 

 

 

AN ORDINANCE TO AMEND SECTION 10-22 (STATE MINIMUM STANDARDS ADOPTED) OF 

CHAPTER 10 (BUILDING REGULATIONS) OF THE MILTON CODE 

 

 
BE IT ORDAINED by the City Council of the City of Milton, GA, while in a regularly called 

council meeting on November 2, 2026, at 6:00 p.m., as follows: 

 

SECTION 1. That the amendments to Section 10-22 (State minimum standards 

adopted) of Chapter 10 (Building Regulations) of the Milton Code as shown in 

Exhibit “A” are hereby adopted and approved; and  

SECTION 2. All ordinances, parts of ordinances, or regulations in conflict herewith 

are repealed; and 

 

SECTION 3. That this Ordinance shall become effective upon its adoption. 

 

ORDAINED this the 2nd day of November, 2026. 
 

 
 

 

Peyton Jamison, Mayor 

Attest: 
 

 

Tammy Lowit, City Clerk 
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Sec. 10-22. State minimum standards adopted. 

(a) The city adopts, by reference, as if fully set forth herein, the latest edition of the following Georgia State 
Minimum Standard Codes as adopted and amended by the state department of community affairs, as 
follows:  

(1) International Building Code;  

(2) International Fuel Gas Code;  

(3) International Mechanical Code;  

(4) International Plumbing Code, as amended as described in Section 10-22(g);  

(5) National Electrical Code;  

(6) International Fire Code;  

(7) International Energy Conservation Code; and  

(8) International Residential Code.  

(b) The following codes, the latest editions as adopted and amended by the state department of community 
affairs, are hereby adopted by reference as though they were copied herein fully:  

(1) International Existing Building Code; and  

(2) Standard Swimming Pool Code.  

(c) The most recent edition of the following code is adopted insofar as it does not conflict the Georgia State 
Minimum Standard Codes: International Unsafe Building Abatement Code.  

(d) The city also adopts the state minimum standard codes as defined by O.C.G.A. § 8-2-20(9).  

(e) For all permits granted or approved by Fulton County under earlier versions of any or all of these codes, it is 
hereby declared to be the intention of the council to enforce this code under which the project was 
approved.  

(f) The codes described in this section may also be referred to as the city "building codes," "construction codes," 
or "technical codes."  

(g) The Georgia State Minimum Standard Plumbing Code is amended as follows: 

 
(1) Chapter 2, Section 202 General Definitions. Add in alphabetical order and revise, as applicable, the 

following definitions:  
 

Kitchen faucet or kitchen faucet replacement aerator. A kitchen faucet or kitchen faucet 
replacement aerator that allows a flow of no more than 1.82.0 gallons of water per minute at a 
pressure of 60 pounds per square inch and conforms to the applicable requirements in ASME 
A112.18.1/CSA B125.1. 
 
Lavatory faucet or lavatory faucet replacement aerator. A lavatory faucet or lavatory faucet 
replacement aerator that allows a flow of no more than 1.25 gallons per minute at a pressure of 
60 pounds per square inch and is listed to the WaterSense High Efficiency Lavatory Faucet 
Specification.  
 
Landscape irrigation. 
 
Flow sensor. An inline device in a landscape irrigation system that produces a repeatable signal 
proportional to flow rate. 
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Lawn or Landscape Irrigation system. An assembly of component parts that is permanently 
installed for the controlled distribution of water to irrigate landscapes such as ground cover, 
trees, shrubs, and other plants. Lawn and Landscape Irrigation System refer to the same system.  
 
Master shut-off valve. An automatic valve such as a gate valve, ball valve, or butterfly valve) 
installed as part of the landscape irrigation system capable of being automatically closed by the 
WaterSense controller. When this valve is closed water will not be supplied to the landscape 
irrigation system. 
 
Pressure regulating device. A device designed to maintain pressure within the landscape 
irrigation system at the manufacturer’s recommended operating pressure and that protects 
against sudden spikes or drops from the water source. 
 
Rain sensor shut-off. An electric device that detects and measures rainfall amounts and 
overrides the cycle of a landscape irrigation system so as to turn off such system when a 
predetermined amount of rain has fallen. 
 
WaterSense irrigation controller. Is a weather-based or soil moisture-based irrigation controllers 
labeled under the U.S. Environmental Protection Agency’s WaterSense program, which includes 
standalone controllers, add-on devices, and plug-in devices that use current weather data as a 
basis for scheduling irrigation.  
 
WaterSense spray sprinkler bodies. A sprinkler body with integral pressure regulation, 
generating optimal water spray and coverage labeled under the U.S. Environmental Protection 
Agency’s WaterSense program.  
 
Shower head. A shower head that allows a flow of no more than the an average of 2.05 gallons 
of water per minute at 860 pounds per square inch of pressure,  and is listed in the WaterSense 
Specification for Showerheads, and meets the US Department Definition of Energy definition of 
showerhead. 

 
(2) Chapter 6, Section 604.4 Maximum Flow and Water Consumption. Revise Section 604.4 to read as 

follows:  
 

Consistent with the general approach taken in Georgia, these Maximum Flow and Water 
Consumption requirements and related definitions in Section 604.4 of the plumbing code shall 
apply to all plumbing systems, including those in one- and two-family dwellings. The maximum 
water consumption flow rates and quantities for all plumbing fixtures and fixture fittings shall be 
in accordance with Table 604.4. 
 
Exceptions: 
1. Blowout design water closets having a water consumption not greater than 31/2 gallons (13 L) 
per flushing cycle. 
2. Vegetable sprays. 
3. Clinical sinks having a water consumption not greater than 41/2 gallons (17 L) per flushing 
cycle. 
4. Laundry tray sinks and , Sservice sinks. 
5. Emergency showers and eye wash stations. 
 
TABLE 604.4  
MAXIMUM FLOW RATES AND CONSUMPTION FOR  
PLUMBING FIXTURES AND FIXTURE FITTINGS 
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PLUMBING FIXTURE  
OR FIXTURE FITTING 

MAXIMUM FLOW RATE  
OR QUANTITYb 

Lavatory faucet and replacement 
aerators, private 

WaterSense Labeled & 
1.25 gpm at 60 psif 

Lavatory faucet, public (metering) 0.25 gallon per metering cycle 

Lavatory, public  
(other than metering) 

0.5 gpm at 60 psi 

Showerheada 
WaterSense Labeled & 
2.52.0 gpm at 8060 psif  

Kitchen Sink faucet and 
replacement aerators 

2.01.8 gpm at 60 psif, g 

Urinal 0.5 gallon per flushing cyclef 

Water closet 1.28 gallons per flushing cyclec, d, e, f 

 
For SI: 1 gallon = 3.785 L, 1 gallon per minute = 3.785 L/m, 
1 pound per square inch = 6.895 kPa. 
 
a. A hand-held shower spray is a shower head. As point of clarification, multiple shower heads 
may be installed in a single shower enclosure so long as each shower head individually meets the 
maximum flow rate, the WaterSense requirements, and the US Department of Energy definition 
of showerhead. However, multiple shower heads are not recommended for water efficiency 
purposes.  
 
b. Consumption tolerances shall be determined from referenced standards. 
 
c. For flushometer valves and flushometer tanks, the average flush volume shall not exceed 1.28 
gallons. 
 
d. For single flush water closets, including gravity, pressure assisted and electro-hydraulic tank 
types, the average flush volume shall not exceed 1.28 gallons. 
 
e. For dual flush water closets, the average flush volume of two reduced flushes and one full 
flush shall not exceed 1.28 gallons. 
 
f. See 2014 GA Amendment to Section 301.1.2 'Waiver from requirements of high efficiency 
plumbing fixtures’. 
 
g. Kitchen faucets are permitted to temporarily increase the flow above the maximum rate, but 
not to exceed 2.2 gpm (8.3 L/m) at 60 psi (414 kPa) and must revert to a maximum flow rate of 
1.8 gpm (6.8 L/m) at 60 psi (414 kPa) upon valve closure.  
 
604.4.1 Clothes Washers. Residential clothes washers shall be in accordance with the Energy Star 
program requirements.  
 
604.4.2 Cooling Tower Water Efficiency. 
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604.4.2.1 Once-Through Cooling. Once-through cooling using potable water is prohibited. 
 
604.4.2.2 Cooling Towers and Evaporative Coolers. Cooling towers and evaporative coolers shall 
be equipped with makeup water and blow down meters, conductivity controllers and overflow 
alarms. Cooling towers shall be equipped with efficiency drift eliminators that achieve drift 
reduction to 0.002 percent of the circulated water volume for counterflow towers and 0.005 
percent for crossflow towers. 
 
604.4.2.3 Cooling Tower Makeup Water. Water used for air conditioning, cooling towers shall 
not be discharged where the hardness of the basin water is less than 1500 mg/L. Exception: 
Where any of the following conditions of the basin water are present: total suspended solids 
exceed 25 ppm, CaCO3 exceeds 600 ppm, chlorides exceed 250 ppm, sulfates exceed 250 ppm, 
or silica exceeds 150 ppm. 
  
604.4.3 Landscape Irrigation System Efficiency Requirements. The requirements in Section 
604.4.3 apply to all new landscape irrigation systems connected to the public water system 
except those (a) used for agricultural operations as defined in the Official Code of Georgia 
Section 1-3-3, (b) used for golf courses, and (c) dependent upon a nonpublic water source. 
Nothing in this Code or this Section 604.4.3 is intended to require that landscape irrigation 
systems must be installed at all premises. The landscape irrigation efficiency requirements in this 
Section 604.4.3 apply only when someone voluntarily chooses, or is otherwise required by some 
requirement beyond this Code, to install a landscape irrigation system on premises.  
 
604.4.3.1 Avoiding Water Waste Through Design. All new landscape irrigation systems shall 
adhere to the following design standards:  
1. Pop-up type sprinkler heads shall pop-up to a height above vegetation level of not less than 
four (4) inches above the soil level when emitting water.  
2. Pop-up spray heads or rotary sprinkler heads must direct flow away from any adjacent 
surfaces and must not be installed closer than four inches from impervious surfaces.  
3. Areas less than ten (10) feet in width in any direction shall be irrigated with subsurface 
irrigation or by other means that produces no overspray or runoff. 
4. Narrow or irregular shaped landscaped areas, less than four (4) feet in any direction across 
opposing boundaries shall not be irrigated by any irrigation emission device except sub-surface 
or low flow emitters with flow rates not to exceed 6.3 gallons per hour. 
 
604.4.3.2 Landscape Irrigation System Required Components. All new landscape irrigation 
systems shall include the following components: 
1. A rain sensor shut-off installed in an area that is unobstructed by trees, roof over hangs, or 
anything else that might block rain from triggering the rain sensor shutoff. 
2. A master shut-off valve for each controller installed as close as possible to the point of 
connection of the water but downstream of the backflow prevention assembly. 
3. Pressure-regulating devices such as valve pressure regulators, sprinkler head pressure 
regulators, inline pressure regulators, WaterSense spray sprinkler bodies, or other devices shall 
be installed as needed to achieve the manufacturer’s recommended pressure range at the 
emission devices for optimal performance. 
4. Except for landscape irrigation systems serving a single-family home, all other systems must 
also include:  
(a) a WaterSense irrigation controller; and 
(b) at least one flow sensor, which must be installed at or near the supply point of the landscape 
irrigation system and shall interface with the control system, that when connected to the 
WaterSense controller will detect and report high flow conditions to such controller and 
automatically shut master valves. The flow sensor serves to aid in detecting leaks or abnormal 
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flow conditions by suspending irrigation. High flow conditions should be consistent with 
manufacturers’ recommendations and specifications. 
 

(3) Chapter 13 NONPOTABLE WATER SYSTEMS, Section 1304 Reclaimed Water Systems. Revise Section 
1304.3.2 to read as follows:  

 
1304.3.2 Connections to water supply. Reclaimed water provided from a reclaimed wastewater 
treatment systemfacility permitted by the Environmental Protection Division may be used to 
supply water closets, urinals, trap primers for floor drains and floor sinks, water features and 
other uses approved by the Authority Having Jurisdiction, in motels, hotels, apartment and 
condominium buildings, and commercial, industrial, and institutional buildings, where the 
individual guest or occupant does not have access to plumbing. Also, other systems that may use 
a lesser quality of water than potable water such as water chillers, carwashes or an industrial 
process may be supplied with reclaimed water provided from a reclaimed wastewater treatment 
facility permitted by the Environmental Protection Division. The use of reclaimed water sourced 
from any new private reclaimed wastewater treatment system for outdoor irrigation shall be 
limited to golf courses and agriculture operations as defined in the Official Code of Georgia 
Section 1-3-3, and such reclaimed water shall not be approved for use for irrigating any other 
outdoor landscape such as ground cover, tree, shrubs, or other plants. These limitations do not 
apply to reclaimed water sourced from existing private reclaimed water systems or from existing 
or new, governmentally-owned reclaimed wastewater treatment systems.  

 
(4) Appendix E, Section E101.1.2. Revise Section E.101.1.2 to read as follows:  

 
Because of the variable conditions encountered in hydraulic design, it is impractical to specify 
definite and detailed rules for sizing of the water piping system. Accordingly, other sizing or 
design methods conforming to good engineering practice standards are acceptable alternatives 
to those presented herein. Without limiting the foregoing, such acceptable design methods may 
include for multi-family buildings the Peak Water Demand Calculator from the IAPMO/ANSI 2020 
Water Efficiency and Sanitation Standard for the Built Environment, which accounts for the 
demands of water-conserving plumbing fixtures, fixture fittings, and appliances. If future versions 
of the Peak Water Demand Calculator including other building types, such as commercial, such 
updated version shall be an acceptable design method.  
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