THIRD AMENDMENT
TO
REIMBURSEMENT AGREEMENT

This Third Amendment to Reimbursement Agreement (this "Third Amendment"), dated as
of , 2026, is made by and between MISSION ECONOMIC
DEVELOPMENT CORPORATION, a Texas economic development corporation governed by
Texas Local Government Code Chapters 501, 502, and 505, and the Texas Non-Profit
Corporation Act ("MEDC") and THE CITY OF MISSION, TEXAS, a Texas home-rule
municipality (“City”).

RECITALS:

WHEREAS, MEDC and City entered into a Reimbursement Agreement dated March 3,
2025 (the “Agreement”), by which MEDC will reimburse the City for certain costs related to the
improvement of the Shary Municipal Golf Course (the “Original Agreement”);

WHEREAS, the Original Agreement was previously amended on September 9, 2025 (the
“First Amendment”) and on April 29, 2026 (the “Second Amendment”) (with the Original
Agreement, the First Amendment, and the Second Amendment being collectively referred to
herein as the “Agreement”); and

WHEREAS, City and MEDC desire to amend the Agreement to amend the amount of the
reimbursement to the City to be made by MEDC to include additional costs to be included in the
Project Costs (representing an additional $350,000.00 above the amount stated in the Second
Amendment), which additional costs are described on Exhibit “A”.

AGREEMENT:

NOW, THEREFORE, in consideration of the foregoing premises and the mutual covenants
set forth herein, and in the Agreement, the parties hereby agree as follows:

1. Amendment to Section 5.1 of the Agreement. Section 5.1 of the Agreement shall
be amended to read as follows:

‘5.1 Reimbursement by MEDC. The MEDC shall reimburse to the City the
Project Costs, without interest, in the amount of the actual eligible costs of the Public
Improvements as described herein. The total, actual Project Costs of the Public
Improvements for which the MEDC shall be responsible under the terms of this Agreement
shall not exceed $850,000.00.”

2. Ratification. The Agreement, as hereby amended, is ratified and confirmed in all
respects. This Second Amendment shall be subject to, governed by and be a part of the
Agreement, as amended hereby. Defined terms used in this Second Amendment shall have the
same meaning as in the Agreement, unless another meaning is clearly intended herein.

3. Counterparts. This Third Amendment may be executed in two or more
counterparts, each of which shall be deemed an original and all of which together shall constitute
one instrument.
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EXECUTED by MEDC, as indicated below.
MEDC

MISSION ECONOMIC DEVELOPMENT AUTHORITY, INC., a Texas non-profit corporation

By:

JOE SALAZAR, Acting Chief Executive Officer

Date Executed:

EXECUTED by CITY, as indicated below.
CITY:

CITY OF MISSION, TEXAS, a Texas home rule municipality

By:

NORIE GONZALEZ-GARZA, Mayor

Date Executed:
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Exhibit “A”
Additional Project Costs

Cipy

/;ﬁ*ﬂo}:i‘ CITY OF
\ M ISSIO N CITY COUNCIL AGENDA ITEM &
\ =4 RECOMMENDATION SUMMARY

MEETING DATE:  September 22,2026
PRESENTED BY: Michael Fernuik, Golf Director

AGENDA ITEM: Discussion and possible action on matters related to the authorization to replace
current imgation pump station at Shary Municipal Golf Course with a new custom
built MCI-FlowTronex Pump Station from Pump Mechanical Technical Services,
LLC via Buy board vendor #770-25 in the amount of $271,966.00 subject to
approval of MEDC Reimbursement Agreement for FY 2026-2027 - M. Fernuik

NATURE OF REQUEST:

The existing imgation pump station at Shary Municipal Golf Course is approximately 20 years old and has reached
the end of its useful life and needs replacement due to deterioration and unsafe operating conditions.

In June 2026, independent irrigation designer Les Hill conducted a site visit to evaluate the existing pump station,
based on the site assessment, it was determined that a complete, custom-buili replacement pump station is
necessary due to metal fatigue, pipe comosion, and the overall unsafe condition of the existing facility.

Pump Mechanical Technical Services, LLC submitted a proposal for a complete replacement pump station in the
amount of $271,966.00 through BuyBoard Vendor #770-25.

The MEDC Board approved the expenditure on August 27, 2026, during its FY 2026-2027 budget meeting. The
approved budget includes a $350,000 line item for Shary Municipal Golf Course, which will provide funding for this
project. The expenditure remains pending execution of a reimbursement agreement.

BUGETED: Yes FUND: Golf Course ACCT. #: 03-411-74940
BUDGET: $350,000 EST. COST: 5271,966.00 CURRENT BUDGET BALANCE: $78,034.00

BID AMOUNT:

STAFF RECOMMENDATION:
Approval

Departmental Approval: Finance, Purchasing

Advisory Board Recommendation: Approval

City Manager's Recommendation: Approval 7

RECORD OF VOTE: APPROVED:
DISAPPROVED:
TABLED:
AYES
NAYS
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Pump Mechanical Technical Service LLC
Angelica Martinez
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Angie@Pmtservice.com
www.pmtservice.com
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Pump Mechanical Technical Services, LLC

DATE: 08/21/26 BUYBOARD VENDOR # 770-25
TO: City of Mission, TX/ SHARY Golf Club

Reference: New MCI-Flowtronex Pump station

PROJECT SITE PARAMETERS
Pumpset: 10 FT
Wetwell Depth: 11 FT
Wetwell Dimensions: 72 IN
Inlet Condition: WETWELL
Supply Power: 480V 3PH 60HZ
Pump Station Requirements: 1600 GPM AT 120 PSI AT STATION DISCHARGE
Existing Station FTX#: T015439

SCOPE OF SUPPLY
MCI1 UL Listed QCZJ Packaged Pump Station
Model Number: PPS-N-VT2-1600-120-SV-P-48-3-6
Built Under ISO9001:2015 Certification

Main Control Panel
Custom Enclosure
e UL 508a Listed Control Panel Custom Engineered & Manufactured in Same Facility
as Pump Station
e Watertight UL Type 4 Enclosure
e 72INx72INx18IN (HXWxD), Final Panel Size Confirmed in Approval Drawings
e 12 ga. Mild Steel Construction with Self-Healing Zinc Primer and Superior Qutdoor
Rated Powder Coated Textured Finish
e Heavy Duty Concealed Hinge / 3- Point Latch with Handle (Pad Lock Capable),
Easily Removeable Doors and Center Post for Servicing
* Rigid Steel Backplate with Pure White Powder Coat
e Stainless Steel Doorstop(s), (Standard on All Doors)
12IN Data Pocket Containing All Pertinent Panel Documentation and As Built
Drawings for Easy in Field Reference
e Manufacturedin the USA
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Cooling/Heati

QTY (1) UL Listed Low Maintenance Heat Exchanger Designed for Energy Efficient
Cooling and Increased Electrical Component Longevity

Main Power

°

400-Amp Main Fused Disconnect to Protect Valuable and Critical Components
from Overloads and Abnormal Supply Power Conditions

Industry Leading Short Circuit Current Rating (SCCR) of 100,000 Amps to Impede
Catastrophic Fzilure

Type 1 Surge Protection w/Status Indicators for Safeguarding of Electrical System
Against Destructive Transient Power Surges

Active Incoming Line Phase Monitor W/Primary Fusing for Detection of Voltage
Imbalance, Phase Sequence, and Loss of Phase

Regulated & Adjustable DC Power Supply for Safe User Operation and Stable Clean
Power to Control Processing Components

GFCI Qutlet for Convenient Laptop Power

Robust Industrial Control Power Transformer w/Primary Fusing

Pump/Motor Control/Power

Bl

Control & Power for QTY (2) 75 HP Main Pump/Motor with Shared VFD/XL
Operation
o Green llluminated Off/On Switch with Running and Blinking Fault Indication
o Pump/Motor Running Feedback
¢ Wired for Motor Space Heater
¢ Variable Frequency Drive Operation
= High Accuracy Pump/Motor Speed Control
= Manual VFD Speed Pot
= FD Bypass Switch Per VFD for Alternate Pressure Control Mode in
the Event of VFD Failure
=  Equipped With Input Impedance Per VFD for Smooth, Stable, &
Consistent Power
=  Fast Acting Fusing for VFD Protection
= VFD Fault with Auto Restart
= XL Operation
= Advanced Fuse Protection Technology for Safeguarding Against
Power Surges and Overloads
= Solid State Overload Protection with Precise Monitoring Per Motor
and Shutdown Safety Including Contactor Interlocks for Safe
Operation

Control & Power for QTY (1) 5 HP PM Pump/Motor with Dedicated VFD Operation
o Green llluminated Off/On Switch with Running and Blinking Fault Indication
o Pump/Motor Running Feedback

Third Amendment to Reimbursement Agreement
c:\users\meetingsofficeuserl9\appdata\local\temp\tmpba6.tmp

6



o Variable Freguency Drive Operation
= High Accuracy Pump/Motor Speed Control
=  Manual VFD Speed Pot
= Egquipped With Input Impedance Per VFD for Smooth, Stable, &
Consistent Power
s Fast Acting Fusing for VFD Protection
= VFD Fault with Auto Restart

Control Features & Hardware
¢ MCIMPC Remote Intelligence Platform
o Fast Processing Robust PLC for Self-Sufficient Automatic Operation
o 12IN Industrial-Grade High-Resolution Touchscreen Designed for
Demanding Environments and an Intuitive User Experience
» HMI Screen Layout Users Can Customize to Their Individual
Preferences
e System “Full Size” Type 4 Operator Control Devices
o Manual/Off/Auto System Control
o Red Illuminated Fault Push Button
o Blue llluminated Maintenance Light
e PLC Flow Adjustable Fertigation Run Relay with Dry Contacts
e System Safeties:
o Main Inlet Safety
= Low Level Shutdown w/Auto Reset
¢ Low Discharge Pressure Shutdown/Hard Fault
o High Discharge Pressure Shutdown w/Auto Restart
o Phase Failure, Imbalance, and Low Voltage Protection
e Operation Features
Remote Intelligence
* One Click Secured Remote Login/Access to all your systems
= Advanced Trending Screen with State-of-the-Art Interrogation
Capabilities
= Realtime Fault Monitoring Providing Users Immediate Email Alerts
* |ntegrated Mechanical & Electrical Drawings with Accelerated On-
Screen Access to Technical Schematics for Efficient Troubleshooting
and Servicing.
= Al Ready
Door Device Lamp Test Function
Automatic Alternation of Pumps Based on Least Run Time
Intelligent Slow Ramp Feature for Automatic Line Fill
3-Year Flow Total Logging Day/Week/Month/Year
Pump Run Times
Event Log
Flow and Station Trending

OO0 0 000

o
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o Assignable I/0
o Multi-Parameter Adjustable Pump Station Lockout
* |ockout Parameters: *Individualized Day/Time Settings™
= Pressure Setpoint/Max
= External Input
= Max Number of Pumps Allowed
= Power Consumption
= Max VFD Speed
e Lake Level Control
o Hand/Off/Auto Selector Switch
o SensorIncluded in System Instrumentation Section
* Motion-Sensing Interior LED Lighting Package for Improved Visibility During Control
Panel Service
s MCIRemote Cell Monitoring w/6 Year Activation (Cell Service Starts When
Equipment Ships from MCI)
o nSite, MCI's Cloud Based Solution NO SUBSCRIPTION FEE
=  Scheduled Monthly Email with Flow Report in Excel Format
= Access To One Full Year of Pressure, Flow, Alarms and Event Data
Remote Pump Station Disable Feature from Any Smart Device Or PC
= Factory Support Remote Access to PLC/HMI and VFD for Programming
and Troubleshooting
© nAlert
= Manage Maintenance Due Dates for All Aspects of Maintenance on
Your Pumping Station
= Warning Light, Display Message and Email Alert When Due
= Monitor and Report Irregular Operation of Irrigation System, Pump
System and Filter System
System Instrumentation
e 316SS Low Level Probe Set with PNR Relay
e Discharge Pressure Transducer
o 316SS Multi-output Programmable Pressure Transducer, with Local Display,
Protective Display Cap, and Cord Set
e Submersible Level Transducer
o 0-34.6" 316SS Level Transducer with Filter, Extra Weight, and 60 FT Cable
* 6IN Networkable Magnetic Flowmeter with Local Flow Display, Fertigation
Frequency Output Prewired to Panel Terminals, Corrosion Resistant NSF-61
Approved Lining, Flanged Connections, and Precise 0.5% Flow Measurement
Accuracy
e 4|N 316SS Pressure Gauges with Full Body 316SS Monolithic Block and Bleed
Valves
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Pump Assemblies
« QTY(2) 75 HP Vertical Turbine MAIN Pump, (84.9 % Efficiency), Rated for 800 GPM
{@ 303 FT TDH Including Station Losses. To Include:
o PUMP
= Minimum 375PSI High Pressure Rated Cast Iron Bowls w/316SS
Investment Cast Impellers for Superior Corrosion Resistance, Improved
Performance at Higher Pressure, and Extended Pump Lifespan
= High Strength, Corrosion Resistant, Rotationally Balanced 41655
Stainless Steel Shafting
= 416SS Head Shaft Including Bronze Adjusting Nut and Gib Key
= MCI Custom Teflon Pump Sealing Packing System Designed to
Prevent Water from Leaking on the Pump Skid While Providing Shaft
Cooling
= MCI Fusion Bonded Epoxy Coated Fabricated Carbon Steel Discharge
Heads
= Pump Heads Feature MCI’s Integral, Maintenance Free Air Relief
System with No Moving Parts to Purge Harmful Airlocks
= High Strength Construction, Engineered to Maximize Stable, Efficient
Power Transmission Between Motor and Pump
= Threaded Carbon Steel Column Pipe Including Water Lubricated Low
Friction Line Shaft Bearings with Vibration Minimizing 5 FT Maximum
Spacing
= Stainless Steel Mesh Pump Strainer with Easy to Attach SS Clips
o MOTOR
= 75 HP, 1800 RPM, 460/3/60, Premium Efficient, Vertical Hollow Shaft
Motors with Motor Space Heaters, and Non-Reverse Ratchets
o VALVES
= 6INFull 316SS Grooved Pump Discharge Isolation Valve w/ Lever
Actuator Offering Vibration Minimization and Increased
Installation/Service Flexibility
»  GIN Pump Silent Wafer Check Valves with Corrosion and Abrasion
Resistant Fusion Bonded Epoxy, SS Disc, and Heavy-Duty Spring to
Reduce Hydraulic Shock

e QTY (1) 5 HP Submersible Turbine PM Pump & Motor. To Include:
o PUMP (GRUNFOS)

= 304SS Interchangeable Pump Bowls Featuring Optimized Hydraulic
Surfaces for Increased Performance and Efficiency

s 304SS Corrosion Resistant Impellers Including Thrust Balancing Stop
Rings

» 31688 Threaded, High Strength Discharge Column Pipe

= 2IN Fusion Bonded Epoxy Coated SCH40 Pump Head
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o MOTOR
« 5HP, 460/3/60, Premium Efficient, Corrosion Resistant 304SS
Submersible Motor (GRUNFOS)
o VALVES
* 2N Full 316SS Grooved Pump Discharge Isolation Valve w/ Lever
Actuator Offering Vibration Minimization and Increased
Instaltation/Service Flexibility
= 2 |N Pump Silent Wafer Check Valves with Corrosion and Abrasion

Resistant Fusion Bonded Epoxy, S8 Disc, and Heavy-Duty Spring to
Reduce Hydraulic Shock

Station Isolation Valving

e 6N Station Discharge Isolation Butterfly Valve w/Lever Operator, Corrosion-
Inhibiting 31638 Disc and EPDM Elastomers, Abrasion Resistant Fusion Bonded
Body, and 250PSI Bubble Tight Shutoff Capacity

e 316SS Threaded Ball Valves, 1.5IN and Below

Station Pressure Relief Valve

e Fusion Bonded Epoxy 4 IN Station Pressure Relief Valve with Corrosion Mitigating
316SS Internals, Bronze Piloting, Piped to Wet Well with Isolation Butterfly Valve

w/Lever Operator, SS Disc, EPDM Elastomers, and Bonnet Quick Air Purge Ball
Valve

Station Filtration and Controls

e QTY(1)10IN, Low-Pressure Drop, Fusion Bonded Epoxy, Cast Iron Wye Strainer
with Service Friendly SS Screen Access and Automatic Flush Assembly
o Control and Power
= QTY (1) Filter Inlet Pressure Transducer
e 316SS Multi-output Programmable Pressure Transducer, with
Local Display, Protective Display Cap, and Cord Set
= Manual/Off/Auto Filter Flush Control Switch for Flush Operation Control
= Filter Run Command (Auto & Manual)
= Filter Fault
o Valving and Piping
* 1.5IN Solenoid Actuated, 24VDC, Pressure Reducing Pilot Valve with
Corrosion-Inhibiting Body and Components
= 1.5|N x4IN 316SS Flush Line Assembly Piped to Skid's Edge
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MG Aluminum Pump Skid

« Reinforced, Custom, Corrosion Resistant, Marine Grade Aluminum Pump Skid
Fabricated Using Heavy Duty, High Strength Structural Channel, Tubing, and Plate

o Integral High Thrust Structural Pipe Supports

o 1-Inch-Thick VT Pump Plate Over Wet Well to Provide Maximum Support and
Vibration Dampening During Operation

o Removeable, Heavy-Duty Wet Well Access Hatch with Stainless Steel Hinges
for Serviceability

o Multi-Step, Thermally Cross-Linking, Non-slip Skid Powder Coating for
Structural Protection and Operator Safety

Station Piping

e Carbon Steel Station Piping
Custom Formulated, Electrostatically Adhering, Thermally Cross-Linking,
Fusion Bonded Epoxy Coating
* NSF 61 Certified, Drinking Water Safe, Fusion Bonded Epoxy Coating
= Extreme Resistance to Corrosive Water and Harsh Chemicals

= All Piping Above 2IN Shall Be Both Internally and Externally Coated

¢ Piping Below 2IN shall be 316SS

s Hose Bibb Connection for Handy, Pressurized Water Access

¢ Corrosion and Wear Resistant Zinc Hardware

e QTY (1) SCS10BB Self-Cleaning Lake Screen with SS Hardware and Corrosion
Resistant Aluminum Screen, Rated for 1900 GPM at 51 GPM Backwash and 65 PSI
Minimum Backwash Pressure with a2 2 IN FNPT Supply Line Connection

o Control and Power
= QTY (1) Manual/Off/Auto ALS Switch
=  ALS Run Command (Auto & Manual)
= ALSFilter Flush Command
o Valving and Piping
= Grooved Supply Line Isolation Ball Valve
= 1,5IN Solenoid Actuated, 24VDC, Pressure Reducing Pilot Valve with
Corrosion-Inhibiting Body and Components
= 2|N Wye Strainer with 24VDC, Solenoid Flush Valve
= 2IN 316SS Discharge Supply Line Pressure Gauge with 316SS Isolation
Ball Valve
= 1.5|N x2IN 316SS Supply Line Assembly Piped to Skid’s Edge
s From Skid’s Edge to ALS Supply Connection is Customer Supplied
and Installed
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Cellular Central Irrigation Communication Package

e Allows the Taro or Rainbird Irrigation Central Computer to Communicate Directly
with the MCI Flowtronex Pump Station.
e Allows User Defined Adjustments During Scheduled Irrigation Cycles

Warranty ltems
e Warranty Includes crane if needed
e B-yearwarranty on Variable frequency drive (Includes Lightning Damage
Coverage and Laborto Replace)
e B.Year Warranty on ALL COMPONENTS IN ELECTRICAL PANEL, Inclusive of
power related damage such as lightning. Includes parts only.
e 2-yearwarranty on Station.

On-Site Set Supervision, Start Up and Training Included in Pricing.

New Complete Pump Station Only PRICE: $225,366.00

Includes Freight

PMTS FACTORY CERTIFIED- DEMO- SET-STARTUP § 33,600.00

CRANE SERVICE & RIGGING- DEMO-SET (2 DAYS) $§ 7,600.00

AUS Divers (Demo-install) Auto Lake Screen $_5400.00
TOTAL $271,966.00

*SALES TAXES NOT INCLUDED, IF APPLICABLE

ADDERS:
*Performance Bond (IF Required) $ 12,000.00
*Master Electrician Service/ Permit IF required $ 3,800.00

FOB: Dallas, Texas
*Lead Time: 16-18 Weeks + (4 weeks) for Approval Drawings from date
of PO#.

*50% PRODUCTION DEPOSIT DUE WITH SIGNED ORDER AND VALID
PO #, BALANCE DUE ON COMPLETION.

*CUSTOMER RESPONSIBLE FOR ANY PERMITS (IF REQUIRED)

MCI Flowtronex reserves the right to substitute alternate products for
any named brand products based on availability.
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PMTS SCOPE:

1) TRAVEL TO SITE, MISSION TEXAS

2) DEMO EXISTING PUMP STATION WITH CRANE SERVICE AND
REMOVE COMPLETE EXISTING STATION THRU EXISTING
ROOF COPULA AND DOUBLE DOOR ENTERANCE.

3) RECEIVE NEW PUMP STATION TRANSPORT AND OFFLOAD
WITH CRANE SERVICE.

4) INSTALL NEW PUMP STATION SKID OVER WET WELL
ASSEMBLY AND PUMPS MANIFOLD WITH WYE STRAINER AND
DISCHARGE PIPING ON ADJUSTABLE SADDLES AND
CONNECT TO EXISTING Z-PIPE FLANGE WITH CRANE
SERVICE.

5) SET NEW CONTROL PANEL WITH SS 6” LEGS, PUMPS AND
MOTORS AND CONNECT MEHCANICALLY.

6) CONNECT TO EXISTING Z-PIPE FLANGE.

7) CONNECT ELECTRICAL CONDUITS TO ALL MOTORS AND
CONTROLS TO CONTORL PANEL.

8) SUPERVISE AMERICAN UNDERWATER DIVE TEAM TO
REMOVE AND REPLACE AUTO LAKE SCREEN.

9) CONNECT WYE STRAINER FLUSH LINE TO EXISTING FILTERS
FLUSH LINE.

*PMTS WILL HAUL OFF OLD EQUIPMENT FOR DISPOSAL ON
PMTS TRAILER.

CUSTOMER RESPONSIBILITIES

1) PROVIDE PMTS CREW TRUCKS AND TRAILER AND TRANSPORT
ADEQUATE AND SAFE ACCESS TO EXISTING PUMP STATION
SITE FOR CHANGE OUT.

2) IF EXISITNG INTAKE SELF CLEANING SCREEN DOES NOT EXIST,
CITY WILL BE RESPONSIBLE FOR INTAKE PIPING ADAPTER
MATERIALS TO FIT UP NEW SELF CLEANINGS SCREEN,
ADDITIONAL DIVER LABOR AND RUNNING BELOW GRADE 2"
WATER FEED LINE FROM PUMP HOUSE TO NEW SELF CLEANING
SCREEN.

*WILL DEDUCT DIVERS FEE IF NO LAKE SCREEN INVOLVED

3) CUSTOMER RESPONSIBLE FOR ANY PERMITS IF REQUIRED.

(PMTS CAN QUOTE ADDER FOR PERMITTING IF REQUIRED)
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