
Item Num Item Code Description
Unit of 

Measure

1 101 Mobilization/Demobilization LS

2 102 Traffic Control and Safety LS

3 103

SWPPP, Best Management Practice and NPDES 

Requirements LS

4 104 Removal of Sediment and Debris from Bottom of Well LS

5 105 Electro-Magnetic Defecto-Scope Survey EA

6 106 Mechanical Cleaning (10 Minutes per 5’ of Screen) HR

7 107 Phase I Chemical Treatment of Well LS

8 108 Phase II Chemical Treatment of Well LS

9 109

Initial Redevelopment by Focused Intake Pumping (15 

Minutes per 10’ of Screen) HR

10 110

Furnish, Install and Remove Test Pump including Set 

up, Testing and Reporting LS

11 111 Development Test Pumping HR

12 112 Step-Drawdown Testing HR

13 113 Constant Rate Testing HR

14 114 Recovery Testing HR

15 115 Video Log Post-Rehabilitation Downhole Video Survey EA

16 116

Pickup, Inspection, Reporting and Disposal (As 

Required) of Well Pumping Equipment LS

17 117 Pumping Unit Bowl Assembly for Enclosed Line Shaft EA

18 118 Motor Repairs LS

Bid Results for Project Construction of the Well 34 Rehabilitation Project (23-002-W TM)

Mission Springs Water District

Issued on 08/09/2023

Bid Due on September 12, 2023  2:00 PM (PDT)

Exported on 09/12/2023

Line Totals (Unit Price * Quantity)



19 119

Refurbish Discharge Head and Packing Box with 

Provisions for Water Flush Lubrication LS

20 120

Head Nipple, Head Shaft (Type 416 Stainless Steel), 

and Head Parts LS

21 121

10” by 20’ Column Pipe (Epoxy Lined and Coated 

Steel) and Centering Spiders (Rubber) EA

22 122

10” by 5’ Column Pipe (Epoxy Lined and Coated Steel) 

and Centering Spiders (Rubber) EA

23 123

1-11/16" by 20' Line Shaft (Type 416 Stainless Steel), 

3" Enclosing Tube (Sch. 80 Extra Heavy Steel) and EA

24 124

1-11/16” by 5’ Line Shaft (Type 416 Stainless Steel), 3" 

Enclosing Tube (Sch. 80 Extra Heavy Steel) and EA

25 125

Install water flush lubrication system including supply 

piping, drain piping, appurtenances, connection to LS

26 126 8” by 10’ Suction Pipe EA

27 127 8” Strainer (Type 316 Stainless Steel) EA

28 128 1/4” Air-Line (Stainless Steel) and Gauge Assembly LS

29 129 1-1/4” by 10’ PVC Sounding Tube (Schedule 40) EA

30 130

Install all Well Pumping Equipment and 

Appurtenances LS

31 131

Well Disinfection, Start Up, Performance Testing, and 

Commissioning LS

32 132 Site Cleanup LS

Item Num Item Code Description
Unit of 

Measure

1 101 Mobilization/Demobilization LS

2 102 Traffic Control and Safety LS

3 103

SWPPP, Best Management Practice and NPDES 

Requirements LS

4 104 Removal of Sediment and Debris from Bottom of Well LS

5 105 Electro-Magnetic Defecto-Scope Survey EA

6 106 Mechanical Cleaning (10 Minutes per 5’ of Screen) HR

Line Totals (Line Price * Quantity)



7 107 Phase I Chemical Treatment of Well LS

8 108 Phase II Chemical Treatment of Well LS

9 109

Initial Redevelopment by Focused Intake Pumping (15 

Minutes per 10’ of Screen) HR

10 110

Furnish, Install and Remove Test Pump including Set 

up, Testing and Reporting LS

11 111 Development Test Pumping HR

12 112 Step-Drawdown Testing HR

13 113 Constant Rate Testing HR

14 114 Recovery Testing HR

15 115 Video Log Post-Rehabilitation Downhole Video Survey EA

16 116

Pickup, Inspection, Reporting and Disposal (As 

Required) of Well Pumping Equipment LS

17 117 Pumping Unit Bowl Assembly for Enclosed Line Shaft EA

18 118 Motor Repairs LS

19 119

Refurbish Discharge Head and Packing Box with 

Provisions for Water Flush Lubrication LS

20 120

Head Nipple, Head Shaft (Type 416 Stainless Steel), 

and Head Parts LS

21 121

10” by 20’ Column Pipe (Epoxy Lined and Coated 

Steel) and Centering Spiders (Rubber) EA

22 122

10” by 5’ Column Pipe (Epoxy Lined and Coated Steel) 

and Centering Spiders (Rubber) EA

23 123

1-11/16" by 20' Line Shaft (Type 416 Stainless Steel), 

3" Enclosing Tube (Sch. 80 Extra Heavy Steel) and EA

24 124

1-11/16” by 5’ Line Shaft (Type 416 Stainless Steel), 3" 

Enclosing Tube (Sch. 80 Extra Heavy Steel) and EA

25 125

Install water flush lubrication system including supply 

piping, drain piping, appurtenances, connection to LS

26 126 8” by 10’ Suction Pipe EA

27 127 8” Strainer (Type 316 Stainless Steel) EA

28 128 1/4” Air-Line (Stainless Steel) and Gauge Assembly LS

29 129 1-1/4” by 10’ PVC Sounding Tube (Schedule 40) EA



30 130

Install all Well Pumping Equipment and 

Appurtenances LS

31 131

Well Disinfection, Start Up, Performance Testing, and 

Commissioning LS

32 132 Site Cleanup LS



Quantity
Legend Pump and 

Well Service Inc. 

1 $45,500.00

1 $2,200.00

1 $3,500.00

1 $22,100.00

1 $8,190.00

16 $447.00

1 $52,250.00

1 $60,300.00

22 $1,195.00

1 $26,000.00

30 $350.00

8 $350.00

24 $525.00

4 $350.00

1 $1,300.00

1 $1,500.00

1 $23,610.00

1 $10,752.00



1 $1,100.00

1 $2,210.00

40 $3,465.00

2 $1,504.00

40 $1,345.00

2 $675.00

1 $3,000.00

1 $650.00

1 $750.00

1 $4,166.00

81 $64.00

1 $14,200.00

1 $15,200.00

1 $4,500.00

Subtotal $565,662.00

Total $565,662.00

Quantity
Legend Pump and 

Well Service Inc.

1 $45,500.00

1 $2,200.00

1 $3,500.00

1 $22,100.00

1 $8,190.00

16 $7,152.00



1 $52,250.00

1 $60,300.00

22 $26,290.00

1 $26,000.00

30 $10,500.00

8 $2,800.00

24 $12,600.00

4 $1,400.00

1 $1,300.00

1 $1,500.00

1 $23,610.00

1 $10,752.00

1 $1,100.00

1 $2,210.00

40 $138,600.00

2 $3,008.00

40 $53,800.00

2 $1,350.00

1 $3,000.00

1 $650.00

1 $750.00

1 $4,166.00

81 $5,184.00



1 $14,200.00

1 $15,200.00

1 $4,500.00

Subtotal $565,662.00

Total $565,662.00


