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UTILITY
POLE

45 LF - 8" SCH40
PVC PIPE

PIPE CONCRETE
HEADWALL WITH
ENERGY DISSIPATION

18"x18"x18"
CONCRETE INLET
BASIN WITH IRON GRATE

BACKFILL
~600 SF AREA

AND GRADE TO
INLET BASIN.
SEE DETAIL.

INSTALL RETAINING WALL
EXTENSION TO MATCH

EXISTING WALL TYPE

TOE WALL
INTO EXISTING

SLOPE OF
HILLSIDE

REMOVE
GABION

WALL

EX. DRAINAGE
FLUME

EX. LANDING
AND STEPS
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EX. RETAINING
WALL

TOE NEW RETAINING
WALL INTO GRADE

18"x18"x18"
CONCRETE
DRAINAGE INLET
BASIN WITH
IRON GRATE

INSTALL 2" PVC
WEEP PIPES

THROUGH BASE
OF NEW WALL

AT 10' INTERVALS

GRADE BACKFILLED
SOIL TO DRAIN
TO DRAINAGE

INLET BASIN

ENSURE AT LEAST
4" FREEBOARD
ABOVE BACKFILLED
SOIL TO TOP OF
NEW RETAINING WALL

8" SCH40 PVC
DRAINAGE PIPE
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