
Reconstruct Existing Driveway Culvert &
Angle new 35ft 12" ADS Driveway Culvert

from East of Sidewalk to West of Sidewalk.

45 deg Angle Sidewalk to Bikelane
side of Ditch

60 Ft long Small Block Retaining Wall:
8"x8"x16" Spilt-Face Concrete Block,

Construction & Permanent Easement (4ft) for wall
retaining Landscape Berm on Private Property.

Realign Crosswalk Marks with ADA Ramps.
All New Markings to be Durable Thermoplastic

Relocate Stop Sign & Post,
Install V-Lock 12" from Face of Curb.

Centerline of Bridge 26' deck span,
Sta. X+XX

US-DS Sta. 1+00

Sta. 0+00 Center of
Elm St R.O.W.

Area Inlet Type D per ODOT DWG# 370
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Existing Sidewalk.

Existing Sidewalk.
Existing Sidewalk.

Grade TopSoil to back of
Proposed Sidewalk.

Match Grade TopSoil to back of
Proposed Sidewalk.

Adjust Ditch Centerline and
westside Overflow Berm westward Apx. 2.5' ,

Maintain ditch in ROW and Reconst Vegetation in Channel.

28.03

60.50

Existing Ditch to not change,
Centerline 8' from Property Line.

Add 30" Sq. Catchbasin w/ Beehive Top Inlet,
Place North Wall on Existing  Driveway Culvert.

Existing Ditch to not change,
Centerline 10' from Property Line.

New Driveway at
Curbside Sidewalk.

New Driveway at
Curbside Sidewalk.

Sidewalk section shall
be next to Property Line,
Drainage Ditch next to Roadway.

50' Culvert under Sidewalk
to direct Drain Ditch.

Follow Tree Line and Drainage Ditch
with Curbside Sidewalk.

New Curb and Curbside
Sidewalk in Linn County ROW.

Connect to Existing
Curbside Sidewalk.

Connect new Sidewalk Section
to Existing Corner Ramp,

May need to Construct New ADA Ramp.

Existing Concrete Culvert
Under Elm Street Intersection.

Utility Pole
and Guy Wire.

Realign Pavement and Marking to
maintain Road & Sidewalk in ROW.

County Roadway
Encroaches on

Private Land.

3X Cedar Trees along Property Line.

Extend Curb Return North (min. 4' sep.)
 of Property Corner, New Ramp at West Curb.

Const CG Inlet uphill of new Crosswalk location,
 Drain to New Ditch Swale at corner.

Extend Existing Pipe under
new Sidewalk to new Ditch Swale.

Const New Ditch Swale at bottom
 of Hill with Raised Outlet.
 Provide slope from Ames Cr Rd behind EOP.

8"x8"x16" Split-Face Concrete Block.

143' 12" ADS Storm Pipe,
Remove Ex. Driveway Culverts,
Connect Ex. Bldg. Drain Lines to ditch,
Connect to Ex culvert. at South End.

New ADA ramps (2).
2x Stormwater Inlet/Outlet to Swale.

Ex. 12" Conc. Storm.
Connect to new Stm Manhole on SE Corner.

Ex. 1" water drain line from
1111 Ames Cr. Rd. sump.
Connect to R.G. Swale.

Add Sidewalk from Ames Cr Rd to N. of Existing.
Opt 1: Curbside,
Opt 2: Setback w/ 5' planter (tree&shrubs may conflict).

New driveway aprons (5).

E.O.P. AC

Start sidewalk at end of existing.

Ex. 12" Storm Pipe end, connect
new & cont. line & grade.

Sawcut & add new AC Pavement, 12" past Fog Line.
Connect new 12" ADS Pipe to Ex. Conc Culvert.

Pipe this section of Ditch:
  62 lin ft 12" ADS to Energy drop in Inlet
Surface Drainage:
  Route Elm St gutter to Shallow Swale,
  Grade Slope to Area Inlet S. of Driveway.
  Add V-shape Check Dam to Swale w/ CL50 rock
  See Detail Sht. xxxx.

10' Travel Lane,
5' Bike Lane.

Striping may be done w/ Separate Contract.
New dual 4" Yellow Center Line Striping.
New 8" White Bike Lane Striping.
New 4" White Fog Line Striping.

No Pipe in this section of Ditch.

Sidewalk is 5' width from Elm St
to Ames Creek Bridge,
Sidewalk is 4' wide on Bridge.

THIS NOTE:
See ODOT Bridge Work Detail Sht.
Bridge Insp Rep: ID 043B13.
Items 102, 215, 325, 361, under separate City Contract Project.
Items 326, 334, under ODOT TE Grant Proposed Project (Access and Pedestrian Safety Related).

102: Widen Shoulders
   Add Shoulder Rock.
215: Wingwalls Erosion
   Add Armor, Repair Cracks & Spalling at Const Joints.
325,326: Seal Cracks, Pot Holes in ACWS, Bad Rails;
   Grind existing & Pave new 2" WS,
   Repair Rails and Elevate to Code Height if needed, Dwg #RD4XX.
334: Repair Anchor Cables, missing Hardware;
   Replace all 4 approach ends with Code Standard, Dwg #RD4XX.
361: Scour at Abutments & DS Bank.
   Add Stream Armor.
In-water work?  #215, #361

CG-2 Inlet w/ 7' ADS 4" Outlet
under Sidewalk to Ditch.

4" Outlet from CG-2 shall have vertical Tee.

5' Wide Sidewalk

Sign:  Begin Bike Lane, Bike Logo.

4' Wide Sidewalk on Bridge
 and Approach, west side only.

Grind and repave 2" AC on Bridge Deck.

5' Wide Sidewalk

Modify Guardrail Approach End
Condition to Existing Code Standard.

Connect Proposed Sidewalk to
Existing Sidewalk at Catchbasin,

Install 3.5' 6" Ribbon Grate for CB Access.

Signs:  #W11-1, Bikes
w/ #OBW1-7 , "On Bridge Roadway"

Ø2" pole in V-Lock.

Ex. Edge of Pavement.
Infill 4" Class C AC,

New 6" Curb,
18" Conc. Gutter Bar,

Match Ex. Roadway Slope to Ames Cr.

Existing ADA ramp location,
Remove and place Sidewalk Level.

New ADA ramp location,
w/ Add. Landing Area.

Bike Roadway Logo Stencil

Landscape center segment
btw. Ramps.

Future ADA Ramp and Sidewalk.

Existing culvert at angle,
Leave in Place, no invert change.


