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5" INTEGRAL CURB

AND SIDEWALK
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CB10

0 5 10

DOWN

DOWN

809.20

809.15

BOW 807.65

BOW 807.60

EOP 807.40

TOC 808.00

EOP 807.59

EOP 807.93

EOP 807.90

EOP 807.45

TRANSITION TO 5"

INTEGRAL CURB, TYP.

BOTTOM STEP

808.26

TOP STEP

809.42

BOTTOM STEP

808.26

TOP STEP

809.42

TOP STEP

809.40

809.36

809.26

809.42

M-809.55

809.34

809.38

2
%

 
M

A
X

MATCH EXISTING GROUND

CONTRACTOR TO VERIFY EXISTING ELEVATION

APPROX. ELEV. = 808.00

M-809.55

M-809.23

808.60

808.55

808.05

808.05

809.42

C206

TOC 807.91

EOP 807.50

5% LONGITUDINAL SLOPE, MAX.

2% CROSS SLOPE, MAX.

M-EOP-807.18

TRANSITION TO

5" INTEGRAL

CURB, TYP.

CB10
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7%, MAX

2%, MAX

5" INTEGRAL CURB

AND SIDEWALK

TRANSITION TO 5" INTEGRAL

CURB AND SIDEWALK

CURB RAMP

TRANSITION

7%
, M

AX

EDGE OF ASPHALT PAVEMENT

DETECTABLE WARNING FIELD

RAMP

5'

LANDING

5'

2%
, M

AX

CURB RAMP TYPICAL DETAIL

1" = 2'

SECTION A-A

A

A

CB10 02-15-23

VARIES

CURB RAMP

SEE DETAIL

CURB RAMP

SEE DETAIL

5" INTEGRAL CURB

AND SIDEWALK

5" INTEGRAL CURB

AND SIDEWALK

BOW 808.00

EXISTING CASTING AND

PIPE REMOVED

4" CONCRETE SIDEWALK

WITH DENSE GRADED

BASE

0 5 10

DOWN

DOWN
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0
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SAWCUT AND MATCH EXISTING

SIDEWALK AND ASPHALT

(APPROX. 5-INCH CURB)

TRANSITION TO 5"

INTEGRAL CURB, TYP.
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APPROXIMATE
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EAST ENTRANCE SITE PLAN
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5" INTEGRAL CURB
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R = 5' 0"

R = 10' 0"
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SAWCUT AND MATCH

EXISTING SIDEWALK

L = 55' 0"

16' 0"

PLAN
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NOTE:

CONTRACTOR SHALL REVIEW ALL SIDEWALK

GRADES WITH ENGINEER IN THE FIELD PRIOR

TO POURING CONCRETE TO ENSURE POSITIVE

DRAINAGE AWAY FROM BUILDING, ELIMINATING

LOW POINTS, AND MATCH EXISTING FEATURES.
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